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SIR: 

APPEAL BRIEF 

Appellants submit this Appeal Brief to the Board of Patent Appeals and 
Interferences on appeal from the decision of the Examiner of Group Art Unit 2623 
dated July 3, 2006 finally rejecting claims 1 , 2, 4-1 3 and 1 5-1 7. 

In the event that an extension of time is required for this appeal brief to be 
considered timely, and a petition therefor does not otherwise accompany this 
appeal brief, any necessary extension of time is hereby petitioned for. 

The Commissioner is authorized to charge the Appeal Brief fee ($500) and 
any other fees due to make this filing timely and complete (including extension of 
time fees) to Deposit Account No. 20-0782/SEDN/5915. 
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Real Party in Interest 

The real party in interest is SEDNA PATENT SERVICES, LLC. 
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Related Appeals and Interferences 

Appellants assert that no appeals or interferences are known to 
Appellants, Appellants' legal representative, or assignee which will directly affect 
or be directly affected by or have a bearing on the Board's decision in the 
pending appeal. 
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Status of Claims 

Claims 1, 2, 4-13 and 15-57 are pending in the application. Claims 1-54 
were originally presented in the application. Claims 55-57 were added by 
amendment. Claims 3 and 14 were canceled without prejudice. Claims 1,4-5, 
11, 23, 31-54 and 56-57 were amended. Claims 1, 2, 4-13 and 15-57 stand 
finally rejected as discussed below. The final rejection of claims 1, 2, 4-13 and 
15-57 is appealed. 
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Status of Amendments 

All claim amendments have been entered and no amendments were 
made subsequent to final rejection. 
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Summary of Claimed Subject Matter 

Embodiments of the present invention generally are directed to a 
hardware upgrade for a set top terminal for use with a television program delivery 
system. The hardware upgrade in the present embodiment comprises an 
interface to the set top terminal for communicating data and video signals 
between the set top terminal and the hardware upgrade, a disc storage device 
connected to the interface to provide local storage capacity and a microprocessor 
capable of communicating with the microprocessor of the set top terminal 
through the interface. Thus, the hardware upgrade provides the greatest 
flexibility possible and prevents the set top terminal from becoming outdated 
during the terminal's useful life. 

For the convenience of the Board of Patent Appeals and Interferences, 
Appellants' independent claims 1, 11, 23, 31 and 41 are presented below in claim 
format with elements read on the various figures of the drawings and appropriate 
citations to at least one portion of the specification for each element of the 
appealed claims. The citations refer to the priority document U.S. Application 
Serial No. 07/991,074, filed on December 9, 1992. The priority document is 
attached for the Board's convenience. 

Claim 1 positively recites (with reference numerals, where applicable and 
cites to at least one portion of the specification added): 

1 . (previously presented) A hardware upgrade (700) for a set top 
terminal (220) for use with a television program delivery system (200) with 
menu selection of programs, the set top terminal (220) having a 
microprocessor (602) and microprocessor instructions for prompting 
generation of menus (p. 26, II. 8-11; p. 49, II. 1-4), the hardware upgrade 
(700) comprising: 

an interface (662) to the set top terminal (220) for communicating 
data and video signals between the set top terminal (220) and the 
hardware upgrade (700) (p. 54, II. 1-6; FIGs. 8b, 9a, 9b); 

a disc storage device connected to the interface providing local 
storage capacity (p. 55, II. 8-9); and 
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a microprocessor capable of communicating with the 
microprocessor (602) of the set top terminal (220) through the interface 
(662) (p. 57, II. 5-7). 

Claim 1 1 positively recites (with reference numerals, where applicable and 
cites to at least one portion of the specification added): 

1 1 . (previously presented) A set top terminal (220) for use with a 
television program delivery system (200) with menu selection of programs, 
the set top terminal (220) having a microprocessor (602) and 
microprocessor instructions for prompting generation of menus (p. 26, II. 
8-11; p. 49, II. 1-4), the set top terminal (220) comprising: 

a receiver (652) adapted to receive programs (p. 52, II. 21-22); and 
a first hardware upgrade (700) comprising: 

an interface (662) to the set top terminal (220) for 
communicating data and video signals between the set top terminal (220) 
and the first hardware upgrade (700) (p. 54, II. 1-6; FIGs. 8b, 9a, 9b); 

a disc storage device connected to the interface providing 
local storage capacity (p. 55, II. 8-9); and 

a microprocessor capable of communicating with the 
microprocessor (602) of the set top terminal (220) through the interface 
(662) (p. 57, II. 5-7). 

Claim 23 positively recites (with reference numerals, where applicable and 
cites to at least one portion of the specification added): 
23. (previously presented) A system comprising: 

a television program delivery system (200) adapted to deliver 
television program signals; and 

a set top terminal (220) having a microprocessor (602) and 
microprocessor instructions for prompting generation of menus (p. 26, II. 
8-11; p. 49, II. 1-4) and comprising : 

a receiver (652) adapted to receive the television program 
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signals (p. 52, II. 21-22); and 

a hardware upgrade (700) comprising: 

an interface (662) to the set top terminal (220) for 
communicating data and video signals between the set top terminal (220) 
and the hardware upgrade (700) (p. 54, II. 1-6; FIGs. 8b, 9a, 9b); 

a disc storage device connected to the interface 
providing local storage capacity (p. 55, II. 8-9); and 

a microprocessor capable of communicating with the 
microprocessor (602) of the set top terminal (220) through the interface 
(662) (p. 57, II. 5-7). 

Claim 31 positively recites (with reference numerals, where applicable and 
cites to at least one portion of the specification added): 

31 . (previously presented) A television terminal (220) having a 
microprocessor (602) and microprocessor instructions for prompting 
generation of menus (p. 26, II. 8-11; p. 49, II. 1-4), the television terminal 
(220) comprising: 

a television program receiver (652) (p. 52, II. 21-22); 
a hardware upgrade (700) comprising: 

an interface (662) to the television terminal (220) for 
communicating data and video signals between the television terminal 
(220) and the hardware upgrade (700) (p. 54, II. 1-6; FIGs. 8b, 9a, 9b); 

a disc storage device providing local storage capacity 

(p. 55, II. 8-9); and 

a microprocessor capable of communicating with the 
microprocessor (602) of the television terminal (220) through the interface 
(662) (p. 57, II. 5-7); and 

an output (650) connected to the receiver (652) and the 
storage device, wherein the output (650) accepts television program 
signals from the receiver (652) and data signals from the storage device 
(p. 52, II. 16-17). 
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Claim 41 positively recites (with reference numerals, where applicable and 
cites to at least one portion of the specification added): 

41 . (previously presented) A method for delivering television programs 
through a television program delivery system (200) with menu selection of 
programs (p. 49, II. 1-4), comprising: 

receiving a television program from one or more headends (208) (p. 
26, II. 8-9); 

communicating data and video signals through an interface (662) 
within a set top terminal (220), the set top terminal (220) having a 
microprocessor (602) and microprocessor instructions for prompting 
generation of menus (p. 26, II. 8-11; p. 49, II. 1-4; p. 54, II. 1-6; FIGs. 8b, 
9a, 9b); 

accessing data using a disc storage device and a microprocessor 
located on a hardware upgrade (p. 55, II. 8-9; p. 57, II. 5-7), wherein the 
disc storage device provides local storage capacity (p. 55, II. 8-9), and 
wherein the upgrade microprocessor is capable of communicating with the 
microprocessor of the set top terminal (220) through the interface (662) (p. 
57, II. 5-7); 

displaying the television program and/or information based on the 
accessed data (p. 26, II. 8-11). 
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Grounds of Rejection to be Reviewed on Appeal 

The Examiner has rejected claims 1, 11, 23, 31 and 41 under 35 U.S.C. 
§112, paragraph 1 , as failing to comply with the written description requirement. 

The Examiner has rejected claims 1, 2, 3, 4, 6-13, 16-36, 38-44 and 47-55 
under 35 U.S.C. §1 03(a) as being unpatentable over U.S. Patent 5,583,560 to 
Florin (hereinafter "Florin") in view of U.S. Patent 5,483,277 to Granger 
(hereinafter "Granger") and U.S. Patent 5,192,999 to Graczyk (hereinafter 
"Graczyk"). 

The Examiner has rejected claims 5, 37, 45, 46 and 56-57 under 35 
U.S.C. §1 03(a) as being unpatentable over Florin in view of Granger and 
Graczyk in further view of U.S. Patent 5,638,426 to Lewis (hereinafter "Lewis") 
and U.S. Patent 5,247,575 to Sprague (hereinafter "Sprague"). 

The Examiner has rejected claim 15 under 35 U.S.C. §1 03(a) as being 
unpatentable over Florin in view of Granger and Graczyk in further view of U.S. 
Patent 5,432,542 to Thilbadeau (hereinafter "Thilbadeau"). 

The Examiner has rejected claims 17-18 under 35 U.S.C. §1 03(a) as 
being unpatentable over Florin in view of Granger and Graczyk in further view of 
U.S. Patent 4,920,339 to Friend (hereinafter "Friend"). 
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ARGUMENTS 

Rejection Under 35 U.S.C. §112 

The Examiner has rejected claims 1 , 1 1 , 23, 31 and 41 under 35 U.S.C. 
§1 12, paragraph 1 , as failing to comply with the written description requirement. 
Appeal of this rejection is requested. 

The Appellants respectfully submit that the priority document fully satisfies 
the written description requirement under 35 U.S.C. §112, paragraph 1 . As 
disclosed above, support for each limitation of each of the independent claims is 
provided. (See supra.) 

However, the Examiner alleges that, "[t]he Examiner has reviewed the 
portions pointed out by the applicant as well as pages 54-59 of the specification, 
and finds support for an interface, which passes data, but lack support for 
communicating video signals." (See Final Office Action dated July 3, 2006, p. 3, 
II. 9-1 1 .) To the contrary, as stated in the prior response, the priority document 
discloses on page 54, first full paragraph that the interface communicates video 
signals. Specifically, that paragraph includes at least "hardware upgrade port 
662 should accommodate at least a four-wire connection for... (3) decompressed 
video output... and (4) video input port." Thus, the specification explicitly 
discloses an interface for communicating video signals between the set top 
terminal and the hardware upgrade. 

Moreover, the Examiner stated in the Final Office Action that, "[wjhile 
there is evidence for video input and output via port 622, there is no disclosure 
for a disc storage device, which provides video signals." (See Final Office Action 
dated July 3, 2006, p. 2, II. 8-10.) As stated in the claims, the disc storage device 
provides local storage capacity. Whether there the priority document provides 
support for "a disc storage device, which provides video signals" is irrelevant. 
Even if for some reason whether the priority document provides support for "a 
disc storage device, which provides video signals" was relevant, the priority 
document does disclose that feature in the sections stated above. Specifically, 
the priority document teaches that the upgrade level interactive C unit that 
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employs a high volume local storage capacity will allow use of interactive multi- 
media applications. (See for example, priority document, p. 55, II. 9-10.) 

Finally, the Examiner alleges in the Advisory Action that the Appellants 
seem to be "mixing embodiments". (See Advisory Action dated January 5, 2007, 
p. 2, 1. 4.) The Examiner asserts that the Appellants seem to be "mixing 
embodiments" because the Examiner believes that the discussion on pages 57- 
58 with regard to Fig. 9a refers to entirely separate device, a simple 
decompression box 720. (See Id. at II. 7-9.) 

The Appellants respectfully submit that a simple decompression box is a 
simpler version of a set top terminal, as indicated by the name and described in 
the specification. (See priority document, p. 57, II. 8-10.) Moreover, some 
features of the simple decompression box, such as the hardware upgrade port 
662, are similar to the set top terminal. (See Id. at II. 1-3.) Therefore, when the 
features of the simple decompression box that are similar to the set top terminal 
are discussed, one skilled in the art would recognize the discussion is also 
applicable to the similar features found on the set top terminal. Consequently, 
the features of the simple decompression box discussed on pages 57-58 are also 
applicable to a set top terminal. Therefore, the Appellants respectfully submit 
that the Appellants are not "mixing embodiments". As a result, Appellants 
respectfully submit that the priority document fully satisfies the written description 
requirement under 35 U.S.C. § 1 12, first paragraph. 

In view of the arguments set forth above, the Appellants respectfully 
request that this rejection under 35 U.S.C. §112, first paragraph be withdrawn. 

Rejection Under 35 U.S.C. §103 

Claims 1, 2. 3. 4. 6-13, 16-36, 38-44 and 47-55 

The Examiner has rejected claims 1, 2, 3, 4, 6-13, 16-36, 38-44 and 47-55 
under 35 U.S.C. §1 03(a) as being unpatentable over U.S. Patent 5,583,560 to 
Florin in view of U.S. Patent 5,483,277 to Granger and U.S. Patent 5,192,999 to 
Graczyk. Appeal of this rejection is requested. 
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The present application is a divisional of U.S. Patent No. 5,990,927, filed 
December 2, 1993, which is a continuation-in-part of U.S. Patent Application No. 
07/991,074, filed December 9, 1992. (See attached priority document.) The 
limitations of all claims are fully supported by the disclosure of the 07/991 ,074 
parent application, and thus have a priority date of December 9, 1992 as stated 
above. Support for each limitation of the independent claims is summarized 
above in the Summary of Claimed Subject Matter section. (See supra.) 

Support for each limitation of the independent claims, in relevant part, are 
provided in more detail below. The limitation of "an interface to the set top 
terminal for communicating data and video signals between the set top terminal 
and the hardware upgrade" is found in the priority document on page 54, first 
paragraph and the paragraphs spanning pages 57-58. Specifically, the priority 
document recites "hardware upgrade port 662 should accommodate at least a 
four-wire connection for... (3) decompressed video output... and (4) video input 
port." 

The limitation of "a disc storage device connected to the interface 
providing local storage capacity" is found in the priority document on page 55, 
lines 8-9. Specifically, the priority document recites "[t]he level C interactive 
[hardware upgrade] unit will employ a high volume local storage capacity, 
including compact disc or other random access digital data formats." 

The limitation of "a microprocessor capable of communicating with the 
microprocessor of the set top terminal through the interface" is found in the 
priority document on page 57, lines 5-7. Specifically, the priority document 
recites "a microprocessor in the simple decompression box 720 will be able to 
communicate with a microprocessor in an upgrade module 700." As discussed 
above and in the priority document, a simple decompression box is simply a set 
top terminal with less functionality than a set top terminal. (See priority 
document, p. 57, II. 8-10.) Thus, all of the limitations of all of the independent 
claims can be found disclosed in the priority document filed on December 9, 
1992. 
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Therefore, neither the Florin reference, filed June 22, 1993, nor the 
Granger reference, filed December 15, 1992, are prior art against claim 1, 
because these references have priority dates after the priority date of the 
Appellants' independent claims. Thus, the rejection becomes a 35 USC 103(a) 
rejection over the Graczyk reference. 

To establish prima facie obviousness of a claimed invention, all the claim 
limitations must be taught or suggested by the prior art. The Graczyk reference 
fails to teach or suggest all of the limitations recited in the Appellants' 
independent claims. 

The Graczyk reference discloses a television circuit and an audio 
multimedia circuit which can be used with a personal computer. (See Graczyk, 
Abstract.) However, the Graczyk reference does not teach or suggest many 
limitations of the Appellants' independent claims. For example, inter alia, the 
Graczyk reference does not teach or suggest a hardware upgrade for a set top 
terminal. Thus, the Graczyk reference fails to teach or suggest Appellants' 
invention as a whole. 

As such, Appellants submit that independent claims 1 , 1 1 , 23, 31 and 42 
are not obvious and fully satisfies the requirements of 35 U.S.C. §103 and is 
patentable thereunder. Furthermore, claims 2, 3, 4, 6-10, 12-13, 16-22, 24-30, 
32-36, 38-41 , 43-44 and 47-55 depend, either directly or indirectly, from 
independent claims 1, 11, 23, 31 and 42 and recite additional limitations thereof. 
As such, Appellants submit that these dependent claims are also not obvious and 
fully satisfy the requirements of 35 U.S.C. §103 and are patentable thereunder. 

Therefore, Appellants respectfully request that this rejection under 35 
U.S.C. §1 03(a) be withdrawn. 

Claims 5. 37. 45, 46 and 56-57 

The Examiner has rejected claims 5, 37, 45, 46 and 56-57 under 35 
U.S.C. §1 03(a) as being unpatentable over Florin in view of Granger and 
Graczyk in further view of U.S. Patent 5,638,426 to Lewis and U.S. Patent 
5,247,575 to Sprague. Appeal of this rejection is requested. 
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Claims 5, 37, 45, 46 and 56-57 depend directly or indirectly from 
independent claims 1 , 31 and 41 and recite additional limitations thereof. For at 
least the reasons discussed above, Florin and Granger are not prior art with 
respect to the independent claims 1 , 31 and 41 . Furthermore, for at least the 
reasons discussed above, Graczyk does not teach or suggest Appellants' 
invention as a whole, as recited in independent claims 1, 31 and 41. 

Sprague fails to bridge the substantial gap left by Graczyk. Sprague only 
teaches an information distribution system. The information distribution system 
provides information to a user when the information corresponds to criteria 
individually selected by the user, and then charges the user only for the selected 
information thus provided. (See Sprague, Abstract.) However, Sprague also 
fails to teach or suggest at least the limitation of a hardware upgrade for a set top 
terminal. Accordingly, any attempted combination of Sprague and Graczyk, in a 
rejection against the dependent claims, would still result in a gap in the combined 
teachings in regards to the independent claim because they all lack at least the 
limitation of a hardware upgrade for a set top terminal. As such, Appellants 
submit that dependent claims 5, 37, 45, 46 and 56-57 are also not obvious and 
are patentable under 35 U.S.C. §103. 

Therefore, Appellants respectfully request that this rejection under 35 
U.S.C. §103(a) be withdrawn. 

Claim 15 

The Examiner has rejected claim 15 under 35 U.S.C. §1 03(a) as being 
unpatentable over Florin in view of Granger and Graczyk in further view of U.S. 
Patent 5,432,542 to Thilbadeau. Appeal of this rejection is requested. 

Claim 15 depends directly from independent claim 11 and recites 
additional limitations thereof. For at least the reasons discussed above, Florin 
and Granger are not prior art with respect to independent claim 1 1 . Furthermore, 
for at least the reasons discussed above, Graczyk does not teach or suggest 
Appellants' invention as a whole, as recited in independent claim 1 1 . 
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Thilbadeau fails to bridge the substantial gap left by Graczyk. Thilbadeau 
only teaches a television receiver location identification. Transmitted messages 
contain information targeted to geographical groups of users, with location 
designation coding accompanying location-specific messages. (See Thilbadeau, 
Abstract.) However, Thilbadeau also fails to teach or suggest at least the 
limitation of a hardware upgrade for a set top terminal. Accordingly, any 
attempted combination of Thilbadeau and Graczyk, in a rejection against the 
dependent claims, would still result in a gap in the combined teachings in regards 
to the independent claim because they all lack at least the limitation of a 
hardware upgrade for a set top terminal. As such, Appellants submit that 
dependent claim 15 is also not obvious and are patentable under 35 U.S.C. 
§103. 

Therefore, Appellants respectfully request that this rejection under 35 
U.S.C. §1 03(a) be withdrawn. 

Claims 17-18 

The Examiner has rejected claims 17-18 under 35 U.S.C. §1 03(a) as 
being unpatentable over Florin in view of Granger and Graczyk in further view of 
U.S. Patent 4,920,339 to Friend. Appeal of this rejection is requested. 

Claims 17-18 depend indirectly from independent claim 11 and recite 
additional limitations thereof. For at least the reasons discussed above, Florin 
and Granger are not prior art with respect to the independent claim 1 1 . 
Furthermore, for at least the reasons discussed above, Graczyk does not teach 
or suggest Appellants' invention as a whole, as recited in independent claim 1 1 . 

Friend fails to bridge the substantial gap left by Graczyk. Friend only 
teaches a switchable bus termination and address selector. A switchable 
termination module for use with addressable devices on a communication bus 
has a terminator for each signal transmission path, a signal source, for example 
a switch for signaling whether termination is desired and a terminator control 
circuit for engaging and disengaging the terminators in response to the signal 
from the signal source. (See Friend, Abstract.) However, Friend also fails to 
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teach or suggest at least the limitation of a hardware upgrade for a set top 
terminal. Accordingly, any attempted combination of Friend and Graczyk, in a 
rejection against the dependent claims, would still result in a gap in the combined 
teachings in regards to the independent claim because they all lack at least the 
limitation of a hardware upgrade for a set top terminal. As such, Appellants 
submit that dependent claims 17-18 are also not obvious and are patentable 
under 35 U.S.C. §103. 

Therefore, Appellants respectfully request that this rejection under 35 
U.S.C. §1 03(a) be withdrawn. 
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CONCLUSION 

Thus, Appellants submit that none of the claims presently in the 
application are allowable under the provisions of 35 U.S.C. §§1 12 and 103. 

For the reasons advanced above, Appellants respectfully urge that the 
rejections of claims 1, 2, 4-13 and 15-57 are improper. Reversal of the rejections 
of the Final Office Action is respectfully requested. 

Respectfully submitted, 




Date Eamon J. Wall 



Registration No. 39,414 
Patterson & Sheridan, L.L.P. 
595 Shrewsbury Ave. Suite 100 
Shrewsbury, NJ 07702 
Telephone: (732) 530-9404 
Facsimile: (732) 530-9808 
Attorney for Appellant(s) 
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CLAIMS APPENDIX 

1 . (previously presented) A hardware upgrade for a set top terminal for use 
with a television program delivery system with menu selection of programs, the 
set top terminal having a microprocessor and microprocessor instructions for 
prompting generation of menus, the hardware upgrade comprising: 

an interface to the set top terminal for communicating data and video 
signals between the set top terminal and the hardware upgrade; 

a disc storage device connected to the interface providing local storage 
capacity; and 

a microprocessor capable of communicating with the microprocessor of 
the set top terminal through the interface. 

2. (original) The hardware upgrade of claim 1 wherein data stored on the 
disc storage device concerns one or more applications selected from a group 
consisting of games, education, encyclopedias, reference, and economics. 

3. (cancelled). 

4. (previously presented) The hardware upgrade of claim 1 further 
comprising programming instructions that execute on the microprocessor, 
wherein the programming instructions access data stored on the disc storage 
device. 

5. (previously presented) The hardware upgrade of claim 1 wherein the 
interface to the terminal transfers, to the hardware upgrade, information 
concerning television programs, and the programming instructions comprise: 

programming instructions to monitor the information concerning television 
programs; and 

programming instructions to retrieve data stored on the disc storage 
device in response to the information concerning television programs. 
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6. (original) The hardware upgrade of claim 1 wherein the interface to the 
terminal comprises a multipin connector. 

7. (original) The hardware upgrade of claim 6 wherein the multipin 
connector is a multipin connector ranging from type DB9 to type DB25. 

8. (original) The hardware upgrade of claim 1 wherein the interface to the 
terminal comprises a SCSI connector. 

9. (original) The hardware upgrade of claim 1 wherein the disc storage 
device is a compact disc storage device. 

1 0. (original) The hardware upgrade of claim 9 wherein the compact disc 
storage device is a CD-ROM device. 

1 1 . (previously presented) A set top terminal for use with a television program 
delivery system with menu selection of programs, the set top terminal having a 
microprocessor and microprocessor instructions for prompting generation of 
menus, the set top terminal comprising: 

a receiver adapted to receive programs; and 
a first hardware upgrade comprising: 

an interface to the set top terminal for communicating data and 
video signals between the set top terminal and the first hardware upgrade; 

a disc storage device connected to the interface providing local 
storage capacity; and 

a microprocessor capable of communicating with the 
microprocessor of the set top terminal through the interface. 

12. (original) The terminal of claim 1 1 further comprising a display that 
indicates when the first hardware upgrade is in use. 
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1 3. (original) The terminal of claim 1 1 wherein the terminal has an expansion 
card slot, and wherein the interface comprises at least one card connector 
adapted for use with the expansion card slot. 

14. (cancelled). 

1 5. (original) The terminal of claim 1 1 wherein the terminal is an HDTV 
terminal. 

16. (original) The terminal of claim 1 1 further comprising: 

one or more additional hardware upgrades connected to the terminal. 

17. (original) The terminal of claim 16 wherein the first hardware upgrade and 
the one or more additional hardware upgrades are connected in a daisy-chain 
arrangement. 

18. (original) The terminal of claim 17 wherein each of the first hardware 
upgrade and the one or more additional hardware upgrades comprises a SCSI 
connector, and the daisy-chain arrangement is a SCSI daisy-chain arrangement. 

19. (original) The terminal of claim 16 wherein the first hardware upgrade and 
the one or more additional hardware upgrades are capable of operating 
simultaneously. 

20. (original) The terminal of claim 16 wherein at least one of the one or more 
additional hardware upgrades is selected from the group consisting of an audio 
program reception hardware upgrade, an interactive hardware upgrade that 
receives interactive subscriber input and produces interactive output, and a 
modem hardware upgrade. 
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21 . (original) The terminal of claim 1 1 wherein the disc storage device is a 
compact disc storage device. 

22. (original) The terminal of claim 21 wherein the compact disc storage 
device is a CD-ROM device. 

23. (previously presented) A system comprising: 

a television program delivery system adapted to deliver television program 
signals; and 

a set top terminal having a microprocessor and microprocessor 
instructions for prompting generation of menus and comprising: 

a receiver adapted to receive the television program signals; and 
a hardware upgrade comprising: 

an interface to the set top terminal for communicating data and 
video signals between the set top terminal and the hardware upgrade; 

a disc storage device connected to the interface providing local 
storage capacity; and 

a microprocessor capable of communicating with the 
microprocessor of the set top terminal through the interface. 

24. (original) The system of claim 23 wherein the television program delivery 
system is a cable television program delivery system. 

25. (original) The system of claim 24 wherein the cable television program 
delivery system comprises an operations center, the operations center 
transmitting one or more of the programs to the terminal. 

26. (original) The system of claim 24 wherein the cable television program 
delivery system comprises one or more headends, a particular one of the one or 
more headends transmitting one or more of the programs to the terminal. 
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27. (original) The system of claim 23 wherein the television program delivery 
system is a satellite broadcast system. 

28. (original) The system of claim 23 wherein the terminal is an HDTV 
terminal. 

29. (original) The terminal of claim 23 wherein the disc storage device is a 
compact disc storage device. 

30. (original) The terminal of claim 29 wherein the compact disc storage 
device is a CD-ROM device. 

31 . (previously presented) A television terminal having a microprocessor and 
microprocessor instructions for prompting generation of menus, the television 
terminal comprising: 

a television program receiver; 
a hardware upgrade comprising: 

an interface to the television terminal for communicating data 
and video signals between the television terminal and the hardware upgrade; 

a disc storage device providing local storage capacity; and 
a microprocessor capable of communicating with the 
microprocessor of the television terminal through the interface; and 

an output connected to the receiver and the storage device, 
wherein the output accepts television program signals from the receiver and data 
signals from the storage device. 

32. (previously presented) The television terminal of claim 31 wherein the 
output is a video display. 

33. (previously presented) The television terminal of claim 31 wherein the 
output is a connector port. 
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34. (previously presented) The television terminal of claim 31 wherein data 
stored on the disc storage device concerns one or more applications selected 
from a group consisting of games, education, encyclopedias, reference, and 
economics. 

35. (previously presented) The television terminal of claim 31 further 
comprising a microprocessor connected to the disc storage device. 

36. (previously presented) The television terminal of claim 35 further 
comprising programming instructions that execute on the microprocessor, 
wherein the programming instructions access data stored on the disc storage 
device. 

37. (previously presented) The television terminal of claim 36 wherein the 
interface to the terminal transfers, to the hardware upgrade, information 
concerning television programs, and the programming instructions comprise: 

programming instructions to monitor the information concerning television 
programs; and 

programming instructions to retrieve data stored on the disc storage 
device in response to the information concerning television programs. 

38. (previously presented) The television terminal of claim 31 wherein the 
television terminal is an HDTV terminal. 

39. (previously presented) The television terminal of claim 31 wherein the 
disc storage device is a compact disc storage device. 

40. (previously presented) The television terminal of claim 39 wherein the 
compact disc storage device is a CD-ROM device. 
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41 . (previously presented) A method for delivering television programs 
through a television program delivery system with menu selection of programs, 
comprising: 

receiving a television program from one or more headends; 

communicating data and video signals through an interface within a set 
top terminal, the set top terminal having a microprocessor and microprocessor 
instructions for prompting generation of menus; 

accessing data using a disc storage device and a microprocessor located 
on a hardware upgrade, wherein the disc storage device provides local storage 
capacity, and wherein the upgrade microprocessor is capable of communicating 
with the microprocessor of the set top terminal through the interface; 

displaying the television program and/or information based on the 
accessed data. 

42. (previously presented) The method of claim 41 wherein the disc storage 
device is a CD-ROM. 

43. (previously presented) The method of claim 41 further comprising: 
processing the data stored on the disc storage device. 

44. (previously presented) The method of claim 41 wherein the accessed 
data concerns one or more applications selected from a group consisting of 
games, education, encyclopedias, reference, and economics. 

45. (previously presented) The method of claim 41 wherein the accessing 
step is performed in response to receiving the television program. 

46. (previously presented) The method of claim 41 further comprising: 
receiving information concerning programs; 

monitoring the information concerning programs; and 

wherein the accessing step is performed in response to the monitoring 
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step. 

47. (previously presented) The method of claim 46 wherein the information 
concerning programs is received in a vertical blanking interval. 

48. (previously presented) The method of claim 46 wherein the information 
concerning programs is received in a program control information signal. 

49. (previously presented) The method of claim 41 further comprising: 
receiving subscriber input. 

50. (previously presented) The method of claim 49 further comprising: 
remotely receiving the subscriber input. 

51 . (previously presented) The method of claim 49 further comprising: 
generating a menu on a television; 

receiving menu selections from one or more menus, wherein the 
subscriber input comprises menu selections. 

52. (previously presented) The method of claim 49 wherein the accessing 
step is performed in response to receiving the subscriber input. 

53. (previously presented) The method of claim 41 wherein the disc storage 
device is a compact disc storage device. 

54. (previously presented) The method of claim 53 wherein the compact disc 
storage device is a CD-ROM device. 

55. (previously presented) The hardware upgrade of claim 1 , wherein the 
hardware upgrade is a card insertable into the set top terminal. 



532958-1 



Serial No. 09/396,428 
Page 28 of 30 



56. (previously presented) The hardware upgrade of claim 1 , wherein the 
hardware upgrade enables use of interactive multi-media applications which 
interact with a program broadcast over the television program delivery system, 
wherein the interactive multimedia applications retrieve information that is stored 
on the disc storage device. 

57. (previously presented) The hardware upgrade of claim 56, wherein the 
hardware upgrade monitors the broadcast program via data channels to provide 
context sensitive interactivity. 
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1 . Priority document U.S. Application Serial No. 07/991 ,074, filed on 
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SPECIFICATION 

TO ALL WHOM IT MAY CONCERN: 

BE IT KNOWN, that I, John S. Hendricks, a citizen of the United States 
and a resident of Montgomery County, Maryland, have invented certain new and 
useful improvements in 
TELEVISION PROGRAM PACK AGING AND DELI V ERY SYSTEM WITH M ENU 
DRIVEN SUBSCRIBER ACCESS 



of which the following is a specification. 




1Q-J 

BACKGROUND OF THE INVENTION 

invention relates to television entertainment systems for 
providing television programming to consumer homes. More particularly, the 
invention relates to cable television packaging, delivery and presentation systems 
which provide consumers with many television programming options. 

Advances in television entertainment have been primarily driven by 
breakthroughs in technology. In 1939, advances on Vladmir Zworykin's picture 
tube provided the stimulus for NBC to begin its first regular broadcasts. In 1975, 
advances in satellite technology provided consumers with increased programming 
to homes. 

Many of these technology breakthroughs have produced inconvenient 
systems for consumers. One example is the ubiquitous three remote control home, 
having a separate and unique remote control for the TV, cable box and VCR. More 
recently, technology has provided cable users in certain parts of the country with 100 
channels of programming. This increased program capacity is beyond the ability of 
many consumers to use effectively. No method of managing the program choices 
has been provided to consumers. 

Consumers are demanding that future advances in television 
entertainment, particularly programs and program choices, be presented to the 
consumer in a user friendly manner. Consumer preferences, instead of 
technological breakthroughs, will drive the television entertainment market for at 
least the next 20 years. As computer vendors have experienced a switch from 
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marketing new technology in computer hardware to marketing better useability, 
interfaces and service, the television entertainment industry will also experience a 
switch from new technology driving the market to consumer useability driving the 
market. 

Consumers want products incorporating new technology that are 
useful, and will no longer purchase new technology for the sake of novelty or status. 
Technological advances in sophisticated hardware are beginning to surpass the 
capability of the average consumer to use the new technology. Careful engineering 
must be done to make entertainment products incorporating new technology useful 
and desired by consumers. 

In order for new television entertainment products to be successful, the 
products must satisfy consumer demands. TV consumers wish to go from limited 
viewing choices to a variety of choices, from no control of programming to 
complete control. Consumers wish to advance from cumbersome and 
inconvenient television to easy and convenient television and keep costs down. 
Consumers do not wish to pay for one hundred channels when due to lack of 
programming information, they seldom, if ever, watch programming on many of 
these channels. 

The concepts of interactive television, high definition television and 
300 channel cable systems in consumer homes will not sell if they are not packaged, 
delivered and presented in a useable fashion to consumers. The problem is that TV 
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programming is not being managed, packaged, delivered, and presented to 
consumers in a user friendly manner. 

Consumers are already being bombarded with programming options, 
numerous "free" cable channels, subscription cable channels and pay-per-view 
choices. Any further increase in TV entertainment choices, without a user friendly 
presentation and approach, will likely bewilder viewers with a mind-numbing array 
of choices. 

The TV industry has traditionally marketed and sold its programs to 
consumers in bulk, such as continuous feed broadcast and long-term subscriptions 
to movie channels. The TV industry is unable to sell its programming in large 
quantities on a unit per unit basis, such as the ordering of one program. Consumers 
prefer a unit sales approach because it keeps costs down and allows the consumer to 
be more selective in their viewing. 

Additionally, viewership fragmentation, which has already begun, will 
increase. Programming not presented in a user friendly manner will suffer with a 
decrease in viewership and revenue. 

What is needed is an economical system which can gather television 
programming in a variety of formats, package the programs, deliver the programs, 
and present the programs through a user friendly interface which allows the 
consumer to easily select from among the many program choices. The system must 
be capable of handling hundreds of programs in different formats, be expandable for 
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future types of programming, include a method for billing consumers, and be 
inexpensive. The present invention is addressed to fulfill these needs. 

SUMMARY OF INVENTION 

The present invention is an expanded cable television program 
delivery system that dramatically increases programming capacity using compressed 
transmission of television program signals. Developments in digital bandwidth 
compression technology now allow much greater throughput of television program 
signals over existing or slightly modified transmission media. The present 
invention is a program delivery system which provides subscribers with a user 
friendly interface to operate and exploit a six-fold or more increase in current 
program delivery capability. 

Subscribers will be able to access the expanded program package and 
view selected programs through a menu-driven access scheme that allows each 
subscriber to select individual programs by sequencing a series of menus. The 
menus are sequenced by the subscriber using simple alpha-numeric and iconic 
character access, allowing the subscriber to access desired programs by simply 
pressing a single button rather than recalling from memory and pressing the actual 
two or more digit numeric number assigned to a selection. Thus, with the press of 
single buttons, the subscriber can advance from one menu to the next. In this 
fashion, the subscriber can sequence the menus and select a program from any given 
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menu. The programs are grouped by category so that similar program offerings are 
found on the same menu. 
B. System Description 



conjunction with a conventional cable television system. The program delivery 
system contemplates (i) at least one operations center, where program packaging and 
control information are received and then assembled in the form of digital data, and 
(ii) a digital compression system, where the digital data is compressed, 
combined /multiplexed, encoded, and mapped into digital signals for satellite 
transmission (i.e., modulated, upconverted and amplified). The program delivery 
system transports the digital signals to the concatenated cable television system 
where the signals are received at the cable headend. Within the cable headend, the 
received signals may be decoded, demultiplexed, managed by a local central 
distribution and switching mechanism and then transmitted to subscriber homes 
via the cable system. 

The delivery system employs an in-home decompression capability 
employing a decompressor housed within a set-top terminal in each subscriber's 
home. The decompressor remains transparent from the subscriber's point of view 
and allows any of the compressed signals to be demultiplexed and individually 
extracted from the composite data stream and then individually decompressed upon 
selection of a corresponding program by the subscriber. Within the set-top 
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Major System Components 



In its most basic form, the system uses a program delivery system in 



5 



terminal, video signals are converted into analog signals. Control signals are 
extracted, decompressed and either executed immediately or placed in local storage 
in a ROM. The program control signals correspond to specific television programs 
with menu program options that each subscriber may access through a subscriber 
interface. The subscriber interface is a combined alpha, numeric and iconic remote 
control device which provides direct or menu-driven program access. 

An array of menu templates are generated by a either a computer 
program within the set-top terminal or by the cable headend. The menu templates 
are generated using the program control information signals received from the 
Operations Center. A computer program within the set top terminal generates the 
on-screen menu displays and allocates a specific menu program option for each 
program signal. A combined alpha and numeric remote control device provides the 
user interface to each program signal, allowing selection of a specific menu option 
which corresponds to a particular program signal. 

2. Operations Center and Digital Compression System 
The Operations Center performs two primary services, packaging 
television programs and generating the program control signal. At the Operations 
Center television programs are accumulated from various sources in both analog 
and digital form. The programs are then packaged into groups and categories which 
allow for easy menu access to programs and provides optimal marketing of 
programs to subscribers. The packaging process also accounts for any groupings by 
transponder which are necessary. After a packaging scheme is developed, the 



6 



program control information which, among other things, describes the packaging, is 
generated by a computer and delivered with the packaged programs to the head end 
and/or subscriber. The system also accommodates local cable and television 
companies with programming time for local advertising and/ or programming time 
availability. 

The delivery system employs digital compression techniques to 
increase existing satellite transponder capacity by at least a 6:1 ratio, resulting in a six- 
fold increase in program delivery capability. The input signals are compressed, 
combined and encoded prior to satellite transmission, and subsequently 
transponded to various receive sites. There are a number of compression 
algorithms that presently exist which can achieve the resultant increase in capacity 
and improved signal quality desired for the invention. 

3. System Control 

Network management, control and monitoring of all compressors and 
decompressors in the network, is performed by a network controller at the cable 
headend, where program selection activity, and account and billing information is 
monitored. In the preferred embodiment, the network controller monitors, among 
other things, automatic poll-back responses from the set-top terminals remotely 
located at each subscribers' home. The polling and automatic report-back cycle 
occurs frequently enough to allow the network controller to maintain accurate 
account and billing information as well as monitor authorized channel access. In 
the simplest embodiment, information to be sent to the network controller will be 
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stored in ROM within each subscriber's set-top terminal and retrieved only upon 
polling by the network controller. 

Control information from the set top terminal will be sent to the 
network controller at the cable headend and not directly to the operations center. 
The digital compression and delivery system of the preferred embodiment provides 
a one-way path from the Operations Center to the cable headend. Thus, program 
monitoring and selection control will take place only at the cable headend by the 
local cable company and its decentralized network controllers (i.e., decentralized 
relative to the Operations Center which is central to the program delivery system). 
The local cable company will in turn be in communication with the operations 
center or a regional control center which accumulates return data from the set-top 
terminal for statistical or billing purposes. Alternatively, the operations center, and 
statistical and billing sites could be collocated. 

4. Menu-Driven Program Selection 

At a given receive site, any of the compressed signals may be 
demultiplexed or individually extracted from the data stream and passed from the 
cable headend over the cable system to the subscriber's set-top terminal. Within the 
set-top terminal, the individual compressed signals are decompressed and either 
placed in local storage (from which the menu template may be created), executed 
immediately, or sent directly to the screen. A combined alpha, numeric and iconic 
remote control device provides the subscriber interface to the system. 
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Through this interface, the subscriber may select desired programming 
through the system's menu-driven scheme or by directly accessing a specific channel 
by its actual number. The menu-driven scheme provides the subscriber with one- 
step access to all major menus, ranging from hit movies to specialty programs. 
From any of the major menus, the subscriber can in turn access submenus and 
minor menus by alpha character access. By using menu-driven, iconic or alpha- 
character access, the subscriber can access desired programs by simply pressing a 
single button rather than recalling from memory and pressing the actual channel 
number to make a selection. The subscriber can access regular broadcast and basic 
cable television stations by using either the numeric keys on the remote control and 
pressing the corresponding channel number, or one of the menu icon selection 
options. 

It is an object of the invention to provide a user friendly interface for 
subscribers to access television programs. 

It is an object of the invention to efficiently package and deliver 
television programs to subscriber homes. 

It is an object of the invention to allow users to easily navigate through 
hundreds of programming choices using on-screen menus. 

It is an object of this invention to allow subscribers to select a program 
from among hundreds of choices without a television viewing guide. 

It is an object of this invention to efficiently utilize digital compression 
techniques to deliver hundreds of television program options to subscribers' homes. 
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It is an object of this invention to provide pay-per-view type program 
access in the same system as specialty channel and broadcast television access. 

It is an object of this invention to allow users to subscribe on-screen to 
specialty channels. 

It is an object of this invention to provide centralized national system 
of program packaging and delivery for cable television. 

It is an object of this system to provide a centralized program packaging 
and delivery system with the capability for incorporating local availability of 
program and advertising time. 

It is an object of this invention to monitor subscriber viewing choices 
for statistical purposes. 

It is an object of this invention to provide on-screen billing 
information to subscribers. 

It is an object of this invention to provide sophisticated on-screen 
television menus which can incorporate still video and moving video. 

It is an object of this invention to provide a system capable of 
advertising products and services with on-screen television menus. 

It is an object of this invention to provide a user friendly system 
capable of offering High Definition Television (HDTV) programs. 

It is an object of this invention to provide a user friendly system 
capable of offering interactive television services. 
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It is an object of this invention to provide a user friendly cable system 
capable of supplying both television programming and digital audio programming. 

It is an object of this invention to provide a system which offers HDTV, 
interactive services, and digital audio programming. 

It is an object of its invention to provide a more compelling way for 
cable operators to promote not only their pay per view options, but also to promote 
their current offerings of cable service through menu and screen generation for 
local, customized programming of menu screens. 

It is an object of this invention to allow subscribers to access digitally 
compressed audio channels with the same decompression system used for their 
television. 

These and other objects and advantages of the invention will become 
obvious to those skilled in the art upon review of the following description, the 
attached drawings and appended claims. 

DESCRIPTION OF THE DRAWINGS 

Figure 1. Figure 1 is a schematic of the overall system design. 

Figure 2. Figure 2 is a schematic of the primary components of the 

invention. 

Figure 3a. Figure 3a is a diagram of the bandwidth allocation for a 750 mHz 

system. 
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Figure 3b. Figure 3b is a diagram/chart of the compressed channel 

allocation for the system. 
Figure 3c. Figure 3c is a diagram showing how three cable television 

systems with different bandwidths may use the program 

delivery system of the present invention simultaneously. 
Figure 3d. Figure 3d is a diagram showing three different cable headend 

systems, each system receiving the entire satellite signal and 

stripping those parts of the signal which cannot be handled by 

the local cable system. 
Figure 3e. Figure 3e is a diagram showing dynamic change in bandwidth 

allocation from a typical week day prime time signal. 
Figure 4a. Figure 4 is a block diagram of the Operations Center and Master 

Control Site. 

Figure 4b. Figure 4b is a block diagram of the computer assisted packaging 

shown in Figure 4a. 
Figure 5. Figure 5 is a flow chart of the processing occurring at the 

Operations Center. 

Figure 6. Figure 6 is a chart of the program control information carried by 

the program control information signal. 
Figure 7a. Figure 7a is a block diagram of the internals of the 

set top terminal. 
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Figure 7b. Figure 7b is a block diagram of an alternative embodiment of the 

internals of the set top terminal. 
Figure 8a. Figure 8a is a perspective front view of a set top terminal. 

Figure 8b. Figure 8b is a perspective rear view of a set top terminal. 

Figure 9a. Figure 9a is a schematic of a basic decompression box and 

upgrade module, with the associated connections. 
Figure 9b. Figure 9b is a schematic of an alternative embodiment of a 

simple decompression unit and upgrade module, with 

associated connections. 
Figure 10a. Figure 10a is a drawing of storage for on-screen menu templates 

stored in graphics memory of the set top terminal. 
Figure 10b. Figure 10b is a drawing showing the hierarchical storage of 

graphics memory for the set top terminal. 
Figure 10c. Figure 10c is a drawing of a flow chart showing the steps required 

for the microprocessor to retrieve, combine and display a menu. 
Figure lOd. Figure lOd is a drawing of a flow chart showing the steps 

required for the microprocessor to sequence program menus. 
Figure 11a. Figure 11a is a schematic showing the two parts of a remote 

control unit. 

Figure lib. Figure lib is a drawing of the complete remote control derived 

from Figure 11a. 
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Figure 12a. Figure 12a is a color photograph showing a perspective view of 

the preferred remote control unit of the present invention. 
Figure 12b. Figure 12b is another drawing of the preferred remote control 

unit shown in Figure 12a. 
Figure 13. Figure 13 is a flow chart of the progression of primary menus in 

the menu driven system of the set top terminal. 
Figure 14a. Figure 14a is a drawing of the basic menus used in the present 

invention, including the ten major menus represented by icons. 
Figure 14b. Figure 14b is a drawing of the basic menus used in the present 

invention, in addition to Figure 14a. 
Figures 15a-15^. Figures 15a-15^ are drawings of introductory menus. 
Figures 16a-16d. ^Figures 16a-16d are drawings of home menus. 
Figure 17. Figure 17 is a drawing of an alternative of a home menu. 

Figures 18a-18g. Figures 18a-18g are drawings of major menus. 
Figures 19a-19b. Figures 19a-19b are drawings of hit movie description menus. 
Figures 20a-20b. Figures 20a-20b are drawings of hit movie confirmation 

submenus. 

Figures 21a-21b. Figures 21a-21b are drawings of hit movie notification 
submenus. 

Figure 22a. Figure 22a is a drawing of a hit movie escape during program 

menu. 



Figure 22b. 

Figure 22c. 
Figure 23. 
Figure 24. 
Figure 25. 
Figures 26a-26b. 
Figures 27a-27b. 



Figures 28a-28b, 
Figures 29a-29c. 



Figure 30. 
Figures 31-34. 
Figure 35. 
Figures 36-38. 
Figure 39. 
Figures 40-42. 
Figure 43. 
Figure 44. 
Figure 45. 
Figure 46. 



Figure 22b is a drawing of a hit movie during program hidden 
menu. 

Figure 22c is a drawing of a hit movie re-entry submenu. 

Figure 23 is a drawing of a movie library major menu. 

Figure 24 is a drawing of a hit movie description menu. 

Figure 25 is a drawing of a movie library confirmation submenu. 

Figures 26a-26b are drawings of major menus. 

Figures 27a-27b are drawings of submenus for the major menus 

shown in Figures 26a-26b. 

Figures 29a-28b and Figures 29a-29c are drawings showing 
examples of submenus for the menus shown in Figures 27a-27b. 
Figure 30 is a drawing of a specialty channel major menu. 
Figures 31-34 are drawings of submenus related to Figure 30. 
Figure 35 is a drawing of a magazine channel major menu. 
Figures 36-38 are drawings of submenus related to Figure 35. 
Figure 39 is a drawing of a documentary/news major menu. 
Figures 40-42 are drawings of submenus related to Figure 39. 
Figure 43 is a drawing of an entertainment choice major menu. 
Figure 44 is a drawing of a submenu related to Figure 43. 
Figure 45 is a drawing of a children's programs major menu. 
Figure 46 is a drawing of a program description submenu related 
to Figure 45. 
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Figure 47. Figure 47 is a drawing of a sports major menu. 

Figures 48, 

Figures 49a-49d. Figures 48 and 49a-49d are drawings of submenus related to 
Figure 47. 

Figures 50a-50b. Figures 50a-50b are drawings of menus related to high definition 

television programming. 
Figures 51a-51f. Figures 51a-51f are drawings of menus related to program guide 

services. 

Figures 51g-51h. Figures 51g-51h are drawings of broadcast television menus. 
Figures 51i-51k. Figures 51i-51k are drawings of mood question menus. 
Figures 52a-52c. Figures 52a-52c are drawings of interactive television 

promotional menus, for Levels A-C. 
Figures 52d-52j. Figures 52d-52j are drawings of submenus for interactive 

television services, Level A. 
Figures 53a-531. Figures 53a-531 are drawings of interactive services, Level B, 

particularly related to on-screen airline reservations. 
Figures 54a-54e. Figures 54a-54e are drawings of menus for digital audio services. 
Figures 55a-55g. Figures 55a-55g are drawings of the various overlaying screens 

necessary for creating a hit movie major menu. 
Figures 56a-56g. Figures 56a-56g are drawings of the various overlaying screens 

necessary for creating a hit movie description submenu. 
Figures 57a-57b. Figures 57a-57b are drawings showing use of split screen 

techniques. 
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Figures 58a-58b, 
Figures 59a-59b. 



Figure 60. 



Figures 61-98. 



Figure 99. 



Figures 100-134. 



Figures 58a-58b and 59a-59b are drawings of monthly account 
menus. 

Figure 60 is a drawing of the statistical and billing system used in 
the present invention. 

Figures 61-98 are color photographs of many of the menus 
presented in the preceding Figures. 

Figure 99 is a color photograph showing an enlargement of the 
cursor movement buttons and the "go" button to activate each 
menu. 

Figures 100-134 are color photographs of many of the menus 
presented in the preceding Figures. 



DESCRIPTION OF THE PREFERRED EMBODIMENT 

Figure 1 shows an overview of the cable television menu driven 
program delivery system 200. The Operations Center 202 is shown receiving 
external programming signals which correspond to particular programming 
categories that are available for a subscriber's viewing. These external signals may be 
in analog or digital form and may be received via landline, microwave 
transmission, or satellite. Some of these external signals may be transmitted from 
the program source to the Operations Center 202 in compressed digital format or 
other nonstandard digital formats. These external signals are received and packaged 
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along with programming that is stored at the Operations Center 202 (not shown 
here). 

Examples of external program sources 204 shown in Figure 1 are: 
Sporting events, children's programs, documentaries, high definition TV sources, 
specialty channels, interactive services, weather, news, and other nonfiction or 
entertainment. Any source that can provide either audio or video or both may be 
utilized to provide programming to the Operations Center 202. 

After packaging, the packaged television program signal is prepared for 
satellite transmission 206 and sent from the Operations Center 202 to the cable 
headend 208 via satellite transmission 206. Depending on the specific embodiment, 
the television program signal may need to be compressed, combined /multiplexed, 
encoded, mapped, modulated, upconverted and amplified. This system, which is 
intended to be compatible with existing C and Ku Band satellite transmission 206 
technologies, accepts video, audio and data signals ranging in signal quality, and 
input from a number of sources. 

Upon receipt of the programming signal at the cable headend 208, the 
signal is again treated if necessary and sent into a concatenated cable system to the 
subscriber's home. The signal reaches the subscriber's home in a compressed format 
and must be decompressed prior to viewing. Included in the delivered program 
signal is information which enables equipment at the subscriber's home to display 
menus for choosing particular programs. Depending on the particular embodiment, 
the television program signal may arrive at the subscriber's home via one or more 



18 



# 



coaxial cables, fiber cables, twisted pairs, cellular telephone connections, or personal 
communications network (PCN) hookups. 

This connection between the subscriber's home and the cable headend 
208 allows for two-way communications. Utilizing this two-way communications, 
the cable headend 208 receives information about a subscriber's account, billing, and 
programs viewed. Also, the cable headend 208 is capable of sending computer data 
or computer software information to the subscriber's home. 

As shown in Figure 1, an analog cable TV system 210 can continue to 
exist alongside and within the digitally compressed system of the present invention. 
The digital transmissions do not effect the analog system. In fact, the analog cable 
signal may be transmitted simultaneously on the same cable as the digital signal. 
The cable headends may continue to supply subscribers with local channels in an 
analog signal format. 

Figure 2 shows a more detailed overview of the operation of the 
present invention. The Operations Center 202 shown performs program packaging 
and delivery control. In the preferred embodiment, the packaged program signal 
will be treated at a master control uplink site 211 prior to being transmitted to the 
satellite 206. Various satellite multi-accessing schemes and architectures can be used 
with the system, including both single channel per transponder time division 
multiplex (TDM) and multiple channel per transponder single channel per carrier 
(SCPC). Time division multiplexing is the more desirable scheme. The signal is 
transmitted from the satellite 206 to the cable headend 208 where a computer system 
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including a digital switch treats the signal and delivers it through cables to a 
subscriber's home. In alternate embodiments, multiple Operations Center 202 and 
multiple uplink sites can be simultaneously utilized. 

In the embodiment shown in Figure 2, two cables 216 are used between 
the cable headend 208 and the subscriber's home. In this particular embodiment, 
analog signals, digitally compressed signals, other digital signals and up-stream/ 
interactivity signals are sent and received over the two cables 216. 

The cable headend 208 receives the digitally compressed and 
multiplexed signal from the satellite 206 and processes the signal for further 
distribution to the subscriber homes. The cable headend 208 performs two primary 
functions in the cable delivery system. It will act as a signal processor 212 and 
distribution center for routing the digitally compressed signals to subscribers and it 
will act as a network controller 214 receiving information from subscribers and 
passing the information on to the Operations Center 202 or other remote sites (such 
as regional, statistical and billing sites not shown). In order to perform these two 
functions, the cable headend 208 of the preferred embodiment is equipped with two 
computer processors working in unison. Use of two processors performing different 
functions increases the speed and capability of the cable headend 208 without a 
significant increase in cost. One processor, the signal processor 212, handles the 
receiving and processing of the satellite 206 signal for distribution to subscribers. 
The second processor acts as a network controller 214 and monitors activity of the 
subscriber's set top terminal 220. The cable headend 208 can be operated by one CPU 



20 



or a series of CPU's which perform the signal processing and network control 
functions. 

The signal processor 212 will treat the signal as necessary for use by the 
subscriber's set top terminal 220. In the simplest embodiment, the amount of 
processing that is necessary by the signal processor 212 is limited to demultiplexing 
and frequency allocation. However, in alternative embodiments, the signal 
processor 212 demultiplexes the signal, allocates frequencies and then re-multiplexes 
the signal using a different multiplexing scheme prior to the signal's distribution to 
the subscriber. In addition, for embodiments in which the control of local 
availability time is desired at the cable headend 208, the signal processor 212 must be 
capable of compressing and adding additional signals to the satellite 206 signal. In 
order to incorporate local programming, the signal processor 212 would demultiplex 
the satellite 206 signal, compress the local programming, combine the compressed 
local program with ( the satellite 206 signal and then multiplex the signal prior to 
delivery to the subscriber terminals. Most of the activities necessary for 
incorporating local programming will be automatically performed by the signal 
processor 212. In the preferred embodiment, the signal processor 212 incorporates 
all the necessary digital switching capability to serve numerous subscribers. 

Signals received by the cable headend 208 must be decompressed before 
transmission from headend to subscriber location only when the compression 
algorithm used for the cable system differs from the one used for satellite 
transmission 206. This difference may result from different bandwidth constraints 
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between the cable transmission media and the satellite 206 transponder. Such a 
difference would necessitate the use of separate compression algorithms to maintain 
desired signal quality and throughput over both of the transmission mediums. 

System control is performed by the network controller 214. The 
primary task of the network controller 214 at the cable headend 208 is to manage the 
configuration of the set top terminals, which includes receiving and processing 
signals from the set top terminal units. The network controller 214 must also 
monitor selections at subscribers' homes, maintain accurate account and billing 
information, authorize subscriber channel access, and authorize particular set top 
terminals to operate in the system. Information required to operate the network 
will be stored in memory (either in RAM, ROM, magnetic or optical Read/Write) at 
the cable headend 208 and also in memory (RAM and/or ROM) within each 
subscriber's set top terminal 220. Two-way communications between the network 
controller 214 and set top terminal 220 will occur over cable lines. Interactive 
television programming can be accommodated through the network controller 214. 
In addition, the network controller 214 will be able to access set top terminals via 
phone lines for trouble shooting, special features or sophisticated reprogramming. 

The network controller 214 regularly polls each set top terminal 220 to 
acquire needed information to operate the system. The network controller 214 
sends signals to set top terminals to authorize their operation and to authorize 
access to specific channels. If a subscriber has failed to pay a recent bill, the network 
controller 214 can deauthorize the subscriber's set top terminal 220. When a 
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subscriber orders a program or channel the network controller 214 checks the 
subscriber's account for good standing and then authorizes the access by signaling 
the set top terminal 220. 

To perform its functions, the network controller 214 must work closely 
with the signal processor 212. In many instances the program control information 
signal received from the Operations Center 202 must be modified prior to being sent 
to the set top terminals. These modifications to the program control information 
are made by the network controller 214 working in conjunction with the signal 
processor 212 to send a set top terminal 220 control information stream (STTCIS). 
From the signal processor 212, the network controller 214 receives the program 
control information signal which includes cable franchise specific information 
added by the Operations Center 202. The network controller 214 modifies the 
program control information signal, if necessary, and communicates the new 
information to the signal processor 212. The signal processor 212 then forwards the 
information to the set top terminal 220 in the form of the STTCIS. In most 
instances the network controller 214 will modify the program control information 
signal by adding additional information. In a simple embodiment the program 
control information signal can be passed through the cable headend 208 to the set 
top terminal 220 without any modifications. 

Although the signal processor 212 will handle the addition of simple 
local availabilities (e.g. local advertisements) into the signal sent to the set top 
terminal 220, the network controller 214 will handle any of the more sophisticated 
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local programming needs such as interactive programming and certain data 
services. The network controller 214 will receive any electronic signals sent by the 
set top terminal 220 including those in response to interactive service requests and 
some data service requests. The network controller 214 coordinates the necessary 
switching and access to allow the subscriber to enjoy these services. 

The network controller 214 has the capability of performing "on the fly 
programming" changes, assisting in masking portions of subscriber's television 
screens (split screen video), assist in selecting different audio signals for the same 
video (foreign languages), assist in interactive features, create tiered programming, 
etc. For last minute changes to programming (such as for a local emergency or 
important regional events), an operator using the network controller 214 can 
modify the program control information signal "on the fly" and change menus 
available to the subscriber. This accommodates short notice changes to program 
packaging that can not be provided to the Operations Center 202 in advance. In 
order to accommodate split screen techniques for promo and demo video (which 
will be described later), those undesired video portions of the screen must be 
masked. The network controller 214 can send the necessary control information to 
inform the set top terminal 220 to mask portions of a specific channel's video. For 
example, a video channel with a split screen showing four separate videos would 
require a 3/4 mask to focus the viewer on the featured video clip. 

Tiered programming allows different users to view different video 
even though they are "tuned" to the same channel. For example, the network 
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controller 214 may know the demographics of its subscriber's through a database, by 
"learning" from prior subscriber choices, from an interactive selection, or from 
other means. Using the demographics information, the network controller 214 may 
target commercials to the correct audience by showing different commercials to 
subscriber's with different demographics. Even though subscriber's will believe they 
are "tuned" to one channel, they will be switched to a different channel for the 
tiered video. Alternatively, the subscriber's may be offered an option of several 
commercials from which to choose. 

To accommodate foreign speaking subscribers, multiple audio channels 
for television programming may be provided. The subscriber may be shown menus 
of programs available in his native language. The function of choosing the correct 
audio to correspond to the selected language may be handled by either the set top 
terminal 220 or the network controller 214 depending upon the configuration. Local 
programming in several languages or additional audio channels for a foreign 
language translation of a popular television program may be provided by the 
network controller 214. Using a picture-on-picture feature, sign language may be 
similarly made available to certain set top terminals for the deaf. Also, a text 
overlay may be easily produced on the lower part of the screen for the deaf. 

In the more sophisticated and expensive embodiments, the network 
controller 214 can act as a central computer and provide intra-set top terminal 
interactive games, inter-set top terminal interactive games, computer bulletin board 
type services, message services (Electronic mail) etc. For example, a subscriber may 
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play war games with six of his (anonymous) fellow subscribers each in their own 
home each operating a separate tank. The network controller 214 gathers the players 
via set top terminal communications and acts as the referee. A bulletin board or 
message system can be set up to discuss a particular program such as "Twin Peaks 
Whodunit" for enthusiasts. These interactive features are further described below 
with the interactive services level B menu and the set top terminal hardware 
upgrade level B interactive unit. 

Also shown in Figure 2 is the set top terminal 220 that receives the 
signals from the cable headend 208 and manipulates them for the subscriber. The 
set top terminal 220 is equipped with local computer memory and the capability of 
interpreting the digitally compressed signal to produce menus for the subscriber. 
Although the set top terminal 220 is shown on top of the subscriber's television 222, 
it may be placed anywhere in the subscriber's home that is accessible by the remote 
control. The remote control communicates the subscriber's selections to the set top 
terminal 220. The subscriber's selections are generally based upon menus or other 
prompts displayed on the television screen. A typical menu is shown in Figure 2 on 
the television screen. 

One of the achievements of the present invention is effective 
utilization of digital compression technology by packaging television programs into 
categories that allow easy access to television programs by consumers. With current 
digital compression techniques for video, the typical 50-channel capacity cable 
satellite receiving system can be increased to 300 channels. Presently, one 
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transponder is used for each satellite delivered channel. The preferred embodiment 
uses 18 satellite transponders and compression ratios of 4/1 to 8/1 to achieve a 
capacity of 136 satellite delivered channels. More transponders or higher 
compression ratios can be used to deliver up to the channel capacity of any existing 
cable system. 

Typical program packaging and delivery first involves the digitizing of 
the video signals. This is then followed by one of a variety of digital compression 
techniques that are available. Following compression the channels must be 
multiplexed and sent to the satellite 206 dish that will provide the uplink. A variety 
of multiplexing schemes may be used in the system. In some situations, it may be 
advantageous to use different multiplexing schemes in different parts of the overall 
system. In other words, one multiplexing scheme may be used for satellite 
transmission 206 and a second remultiplexing scheme for the land transmission. 

Once the signal has arrived at the uplink or master control site, it must 
be modulated, upconverted, and amplified. Various types of satellites and 
transponders capable of handling digital signals may be used in this cable television 
packaging and delivery system. An example of a digital satellite that may be used is 
the AT&T Telstar 303. 

In order to achieve the required throughput of video and audio 
information for the system, digital compression techniques for video are employed. 
A television signal is first digitized. The object of digitization is two-fold: First, in 
the case of an analog signal, like a television picture, digitization allows the signal to 
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be converted from a wave-form into a digital binary format. Secondly, standard 
digital formats are designed to have the resulting pictures or video stills take up less 
space on their respective storage mediums. Essentially, standard digital formats 
define methods of compression. 

A video screen is divided into picture elements known as pixels. 
Images define one pixel at a time are referred to as "bit-mapped" images. Most 
compression techniques take the bit-mapped images and convert them into a series 
of mathematical algorithms both to reduce storage space and to allow for the 
mathematical manipulation of images that is often not possible with analog 
formats. This is possible because many images have pixels that repeat themselves. 
For example, a photograph of a blue, cloudless sky will have a great number of 
"repeating" picture elements. This redundancy can be represented with great 
precision by mathematical formulas. Finally, once images have digitized, the 
standard digitized formats also include techniques required to re-render the images 
into their final form, either fully bit-mapped or into an analog wave-form. There 
are three basic digital compression techniques: within-frame (intraframe), frame-to- 
frame (interframe), and within-carrier. Intraframe compression processes each 
frame in a television picture to contain fewer visual details and, therefore, the 
picture contains fewer digital bits. For example, information on blocks of pixels is 
sent rather than individual digitized pixels themselves. A six by six block of pixels 
contains thirty-six pixels. Each pixel can be defined by an eight-bit word. Therefore, 
a six by six block of pixels equals two hundred eighty-eight bits. If the information 
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on the block rather than the individual pixels themselves, is transmitted, this 
reduces the amount of information transmitted. Blocks of various sizes may be 
used as is known by those skilled in the art. 

Interframe compression transmits only changes between frames, thus 
omitting elements repeated in successive frames. Motion prediction technology and 
motion detection technology are necessary to determine what portions of a changing 
picture may be compressed. Therefore, if a block does not vary between several 
frames, the block is transmitted once, and repeated at the receive site for successive 
frames. 

Within-carrier compression allows the compression ratio to 
dynamically vary depending upon the amount of changes between frames. If a large 
number of changes occur between frames, the compression ratio drops from, for 
example, sixteen-to-one to eight-to-one. If action is intense, the compression ratio 
may dip to four to one. 

Various compression methods are used for the above techniques. In 
vector quantization, a block is compared to a library of standard blocks and a best fit 
comparison is made between the two. Each block in the library has a corresponding 
sixteen bit code. Only this code is transmitted to represent the block, rather than the 
actual block of pixels itself. Therefore, a two hundred eighty-eight bit block of pixels 
is converted into a sixteen bit code resulting in a compression ratio of: 288 bits/16 
bits = 18. The converse process is performed at the receive site to convert the sixteen 
bit codes into two hundred eighty-eight bit blocks for reproduction on a television 
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receiver. Other types of compression are known to those skilled in the art, 
including, for example, discrete cosine transform ("DCT"). 

Several standard digital formats representing both digitizing standards 
and compression standards have been developed. For example, JPEG ( joint 
photographic experts group) is a standard for single picture digitization. Motion 
picture digitization may be represented by standards such as MPEG or MPEG2 
(motion picture engineering group specification). Other proprietary standards have 
been developed in addition to these. Although MPEG and MPEG2 for motion 
pictures are preferred in the present invention, any reliable digital format with 
compression may be used with the present invention. 

Various hybrids of the above compression techniques have been 
developed by several companies including AT&T, Compression Labs, Inc., General 
Instrument, Scientific-Atlanta, Philips, and Zenith. As is known by those skilled in 
the art, any of the compression techniques developed by these companies, and other 
known techniques, may be used with the present invention. 

Figure 3a shows effective allocation of 750 mHz of bandwidth for 
television programming. In Figure 3a bandwidth is allocated for both analog and 
digitally compressed signals. In the preferred embodiment, the bandwidth is 
divided so that each category of program receives a portion of the bandwidth. These 
categories correspond with major menus of the user interface software. The 
representative categories shown in figure 3a include: (1) high definition TV made 
possible through the use of compression technology, (2) A La Carte Channel category 
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which provides specialty channels for subscription periods such as monthly, and (3) 
pay-per-view. 

Figure 3b shows a chart of compressed channel allocation for a variety 
of programming categories that have been found to be desirable to subscribers. By 
grouping similar shows or a series of shows into blocks of channels, the system is 
able to more conveniently display similar programming with on-screen television 
menus. For example, in the movie category, which has the greatest allocation of 
channels, the same movie may be shown continuously and simultaneously on 
different channels. Each channel starts the movie at a different time allowing the 
subscriber to choose a more suitable movie starting time. 

In order to accommodate cable TV systems that have different 
bandwidths and channel capacities, the television programming and television 
program control information may be divided into parts such as priority one, two, 
three. The large bandwidth cable TV systems can accommodate all the parts of the 
television programming and all parts of the television programming control 
information. Those cable TV systems with a more limited bandwidth are able to use 
the program delivery system 200 by only accepting the number of parts that the cable 
system can handle within its bandwidth. 

For instance, as is shown in Figure 3c, three cable television systems 
with different bandwidths may use the program delivery system 200 simultaneously 
with each system accepting only those parts of the information sent which it is 
capable of handling. Priority one television programming and menus 230 are 
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accepted by all three systems. Priority two television programming and menus 233 
are not accepted by the cable television system whose capacity is the smallest or in 
this case 330 mHz (40 channels) system. Priority two television programming and 
menus 233 are accepted and used by the two larger capacity cable television systems 
shown. Priority three television programming and menus 236 are only used by the 
largest capacity television system which is capable of handling all three parts — 
Priority one, two and three programming and menu information. 

With this division of television programming and menus, the 
program delivery system 200 may be utilized simultaneously by a variety of 
concatenated cable systems with varying system capacities. By placing the heavily 
watched or more profitable programming and menus in the Priority one division, 
both users and owners of the cable TV systems will be accommodated as best as 
possible within the limited bandwidth. 

Figure 3d shows three different cable headend 208 systems, each system 
receiving the entire satellite signal from the Operations Center 202 and stripping 
those parts of the signal which cannot be handled by the local cable system due to 
bandwidth limitations. In this particular embodiment, the three local cable 
television systems shown have bandwidth limitations which correspond with the 
bandwidth limitations depicted in the previous Figure 3c. As the bandwidth 
decreases, the programming options available to the viewer in the exemplary on- 
screen menu decreases. Using this preferred embodiment, the Operations Center 
202 is able to send one identical signal to the satellite 206 that is sent to all the cable 
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headends. Each cable headend 208 accepts the entire signal and customizes the 
signal for the local cable system by stripping those portions of the Operations Center 
202 signal that are unable to be handled by the local cable system. An alternate 
embodiment requires the Operations Center 202 to send different signals for 
reception by different capacity cable headends. 

There are several ways in which the cable headend 208 may strip the 
unnecessary signal from the Operations Center 202. A person skilled in the art will 
derive many methods from the three examples discussed below. One simple 
method is for the cable headend 208 receiver to receive the entire signal and then 
manipulate the signal to strip away those unnecessary portions. A second method is 
for the signal to be sent in three portions with each portion having a separate 
header. The cable headend 208 would then recognize the headers and only receive 
those signals in which the proper header is identified. For the second method, the 
Operations Center 202 must divide the signal into three parts and send a separate 
header lead before each signal for each part. 

The third and preferred method is for a set of transponders to be 
assigned to one priority level and each cable headend 208 to receive signals from the 
transponders corresponding to the proper priority level. For example, if there are 
three priority levels and 18 transponders, transponders one through nine may be 
assigned to priority level one, transponders ten through fourteen priority level two, 
and transponders fifteen through eighteen assigned to priority level three. Thus, a 
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cable headend 208 capable of operating at priority level two only would only receive 
signals from transponders one through nine, and ten through fourteen. 

In addition to dividing the television programming and menus into 
parts, the Operations Center 202 of the preferred embodiment is also capable of 
dynamically changing the bandwidth allocation for a particular category of 
programming. Figure 3e depicts this dynamic change in bandwidth allocation from 
a typical week day prime time 238 signal to a Saturday afternoon in October 240 
(during the college football season). Figure 3e highlights the fact that the bandwidth 
allocated to sports is limited to eight selections during week day prime time 238 but 
is increased to sixteen selections during a Saturday afternoon in October 240. This 
dynamic increase in bandwidth allocation allows the system to accommodate 
changes in programming occurring on an hourly, daily, weekly, monthly, seasonal 
and annual basis. 

In addition to dynamically allocating bandwidth for programming 
categories, the Operations Center 202 can also dynamically change the menu 
capacities in order to accommodate the change in programming and bandwidth. For 
example, on a Saturday afternoon in October 240, the major menu for sports may 
include a separate subcategory for college football. This subcategory would, in turn, 
have a separate submenu with a listing of four, six, eight, or more college football 
games available for viewing. In order to accommodate this dynamic menu change, 
the Operations Center 202 must add a submenu listing to the major sports menu, 
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create a new or temporary submenu for college football, and allocate the necessary 
menu space on the college football submenu. 

Once the television programs have been packaged and a program 
control information signal is generated to describe the various categories and 
programs available, the packaged programs are then digitized, compressed, and 
combined with the program control information signal. Upon the signal's 
departure from the Operations Center 202 the breakdown into categories is 
insignificant and the signal is treated like any other digitally compressed signal. 

Figure 4a shows the basic operations that must occur in order for the 
packaged signal to be sent to the satellite 206. External digital and analog signals 
must be received from television programming sources and converted to a standard 
digital format 242, defined above for the computer assisted packaging equipment 
(CAP) 246. Also within the Operations Center 202, stored programs 244 must be 
accessed using banks of looping tape machines or other video storage /retrieval 
devices, either analog or digital, and converted to a standard digital format 242 prior 
to use by the CAP 246. 

The programmer /packager utilizing the CAP 246 must input a variety 
of information in order to allow the CAP 246 to perform its function of generating 
program control information and packaging programs. Some of the information 
required by the CAP 246 are the date, time slots and program categories desired by 
the television programmer. 
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The CAP 246 system includes one or more CPUs and one or more 
programmer/ packager consoles. In the preferred embodiment, each packager 
console includes one or more CRT screens, a keyboard, a mouse (or cursor 
movement), and standard video editing equipment. In large Operations Centers 
202s multiple packager consoles may be needed for the CAP 246. 

As shown in Figure 4b, the first step in the operation of the CAP 246 is 
selecting the type of programming 248 which will be packaged. Basically there are 6 
broad categories in which most television programming can be classified: static 
programming 250, interactive services 252, pay per view 254, live sports specials 256, 
mini pays 258, and data services. Static programs are programs which will show 
repetitively over a period of time such as a day or week. Static programs include 
movies showing repetitively on movie channels, children's programs, 
documentaries, news, entertainment. 

Interactive services includes interactive programs using the Vertical 
Blanking Interval (VBI) or other data streams synchronized with the programming 
to communicate interactive features (such as those used in education), and games. 
Pay per view are programs which are individually ordered by the subscriber. After 
ordering, the subscriber is authorized to access the program for a limited time, (e.g. 
three hours, two days, etc.). Live sports specials are live events usually related to 
sports which subscribers are unlikely to watch on taped delay. 

Mini pays are channels to which each set top box may subscribe. The 
subscriptions for mini pays 258 may be daily, weekly, or monthly. An example 
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would be the Science Fiction channel. Data services are services in which 
information is interactively presented to the subscriber using a modem or other 
high rate of speed data transfer. Some examples are Prodigy, services for airline 
reservations, and TV guide services (e.g. TV Guide X*PRESS™, InSight™, etc.). 
Data could also include classified or other forms of advertising. 

After selecting the type of programming, the packager must identify a 
pool of programs (within the category) to be packaged. The next CAP 246 step varies 
for different program categories. For the category of live sports, additional program 
interstitial elements 262 may be added such as promos and other sports news before 
further processing. For the live sports, static, interactive services 252 and pay per 
view 254 categories the following CAP 246 step is for one television program to be 
selected 264. This is followed by each program individually being assigned dates to 
be played or a start date (for continuous play) and start times 266. Many dates and 
start times may be assigned to any given program. The program information for 
these categories may then be processed for allocation of transponder space and 
setting of prices. 

Mini pays and data services require less processing by the CAP 246. 
After identifying the mini pays 258, the CAP 246 may proceed to allocation of 
transponder space and pricing for the mini pays 258. Data services in the preferred 
embodiment generally do not require allocation of transponder space and generally 
do not require price setting. The information for data services 260 may be directly 
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processed for menu configuration. In alternate embodiments the data services 260 
may be processed through these portions of the CAP 246 program. 

The CAP 246 then uses an interactive algorithm to allocate transponder 
space 268 and set prices 270. The factors weighed by the algorithm are: 1. buy rates of 
the program, 2. margin of profit on the program, 3. length of the program, 4. any 
contractual requirement which overrides other factors (such as requirement to run a 
specific football game live in its entirety). The information on buy rates of the 
program nfay be obtained from the Central Statistical and Billing Site or a Regional 
Statistical and Billing Site as will be described later. The CAP 246 must consider the 
priority levels of programming when allocating transponder space. Particularly, as 
in the preferred embodiment, transponders are assigned to three specific priority 
levels. 

Following transponder allocation and price setting, the CAP 246 
proceeds to menu configuration 272. The positioning of programs within the menu 
configuration 272 can have an effect on subscriber buy rates for the program. 
Therefore, an algorithm accounting for either a manually assigned program 
importance, or a calculated weight of the program importance, is used to determine 
each programs position within the menu scheme. For instance, a popular program 
with a high profit margin may be assigned a high weight of importance and shown 
in a prominent place in the menu scheme. Alternatively, a high profit program 
with sagging sales may be manually assigned a prominent place in the program 
schedule to increase sales. 
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After a series of entries by the programmer/packager at the Operations 
Center 202, the CAP 246 displays draft menus or schedules (including priority levels) 
for programming. The packager may now manipulate the menus and schedules 
and make changes as he feels necessary. After each change, the packager may again 
display the menus or schedules and determine if any more changes are necessary. 
When the packager is satisfied with the menu configuration 272 and scheduling of 
television programs, he may then instruct the CAP 246 to complete the process. 

After menu configuration 272, the CAP 246 may begin the process of 
generating a program control information signal 274. In order to generate program 
control information signals which are specific to a particular cable headend 208 
system, the CAP 246 incorporates cable franchise configuration information 276. In 
the preferred embodiment, basic cable franchise configuration information 276 is 
stored at the Operations Center 202. The cable franchises upload changes to their 
specific franchise information from time to time to the Operations Center 202 for 
storage. Preferably a separate CPU handles the management of the cable franchise 
information. From the stored cable franchise information, the CAP 246 generates a 
cable franchise control information signal which is unique to each franchise. 

Using the unique cable franchise control information signals 278 and 
the menu configuration 272 information, the CAP 246 generates the program 
control information signal 274. The program control information that is unique to 
a particular cable franchise may be identified in various ways such as with a header. 
With the header identification, the cable headend 208 may extract the portions of the 



39 



program control information signal which it needs. Now, the CAP 246 may 
complete its process by electronically packaging the programs into groupings 280 for 
the signal transmission and adding the program control information to the 
packaged programs 282 to form a single signal for transmission. Through manual 
entries by the packager or by comparing against a list of programs, the CAP 246 will 
determine whether the programs are arriving from external sources 204 or sources 
internal to the Operations Center 202. 

Upon completion of the CAP'S functions, the Operations Center 202 or 
the uplink site compresses 284, multiplexes 286, amplifies 288 and modulates 290 the 
signal for satellite transmission 292. In a basic embodiment, the CAP 246 will also 
allow entry of time slots for local avails where no national programming will occur. 

Figure 5 is a more detailed flow chart of some of the functions 
performed by the CAP 246 after an initial program schedule has been entered and 
menu configurations generated. The flow chart 300 shows six basic functions that 
are performed by the CAP 246: (1) editing program schedule for local availability 304 
(only for non-standard services, i.e. those services that are not national cable 
services); (2) generating program control information signals 307; (3) processing 
external programs 310; (4) processing internal programs 320; (5) processing live feeds 
330; and, (6) packaging of program information 340. In an alternate embodiment, 
the CAP 246 is capable of incorporating local programs and accommodating local 
availability for local television stations. 
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Following completion of the programming scheduling (accounting for 
local availability if necessary) and menu generation 304, the CAP 246 may perform 
three tasks simultaneously, generating program information signals 307, processing 
external programs 310 and processing internal programs 320. 

The CAP 246 automatically identifies external programs needed 312 
and identifies which external feed to request the external program 314. The CAP 246 
gathers and receives the external programming information and converts it to a 
standard digital format 316 for use. The CAP 246 also identifies internal programs 
322, accesses the internal programs 324, and converts them to a standard digital 
format if necessary 326. In addition, the CAP 246 identifies live signal feeds 333 that 
will be necessary to complete the packaged programming signal 336. In its final task, 
the CAP 246 completes the packaging of the programs, combines the packaged 
program signal with the program control information signal, amplifies the signal 
and sends it out for further processing prior to uplink. 

In the preferred embodiment, the Operations Center 202 and uplink or 
master control site are collocated. However, the Operations Center 202 and uplink 
site may be located in different geographical places. Also, functions and equipment 
within the Operations Center 202 may be remotely located. For instance, the 
program storage may be at a different site and the programs may be sent to the CAP 
246 via landline. 

In alternate embodiments using multiple Operations Centers, it is 
preferred that one Operation Center be designated the Master Operations Center and 
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all other Operations Centers be Slave Operations Centers. The Master Operations 
Center performs the functions of managing and coordinating the Slave Operations 
Centers. Depending on the method in which the Slave Operations Centers share 
functions, the Master Operations Center coordination function may involve 
synchronization of simultaneous transmissions from multiple Slave Operations 
Centers. To perform its functions, the Master Operations Center may include a 
system clock for synchronization. 

An efficient method of dividing tasks among Operations Centers is to 
assign specific satellite transponders to each Operations Center 202 and to assign 
external program sources 204 to the nearest Operations Center. Of course this 
division of resources may not always be possible. Since programming will be 
grouped into priority levels with each priority level likely to be assigned specific 
satellite transponders, it is also possible to assign each Operations Center to a priority 
level. For example, in a three priority level system with two Slave Operations 
Centers and 18 transponders, the Master Operations Center may be assigned priority 
level 1 and assigned 9 transponders. Slave Operations Center A may be assigned 
priority level 2 and 5 transponders, while Slave Operations Center B is assigned 
priority level 3 and 4 transponders. In a multiple Operations Center configuration 
dynamic bandwidth allocation and dynamic menu capacity allocation become more 
complex and must be coordinated by the Master Operations Center. 

Similar to multiple Operations Centers, a delivery system may have 
multiple satellite uplinks. Preferably each Operations Center has one or more 
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uplink sites. Each Operations Center controls the functions of its assigned uplink 
sites and may assign one site as a master uplink site. 

The program control information signal generated by the Operations 
Center provides data on the scheduling and description of programs to the network 
controller 214 or in an alternate configuration directly to the set top terminal 220 for 
display to the subscriber. In the preferred embodiment, the program control 
information signal is stored and modified by the network controller 214 and sent to 
the set top terminal 220 in the form of a set top terminal control information stream 
(STTCIS). This configuration is required to accommodate differences in individual 
cable systems and possible differences in set top terminal devices. The set top 
terminal 220 integrates either the program control signal or the set top terminal 
control information stream together with data stored in the memory of the set top 
terminal 220, to generate on-screen displays for assisting the subscriber in choosing 
the programs he wishes to view. (Throughout the description the term "program 
control information" is being used to indicate control information coming from the 
cable headend 208 to the set top terminal 220, whether it is sent directly from the 
Operations Center, processed by the Network controller 214 and then forwarded to 
the set top box (STTCIS), or transmitted over telephone lines.) 

The types of information that can be sent via the program control 
signal include: number of program categories, names of program categories, what 
channels are assigned to a specific category (such as specialty channels), names of 
channels, names of programs on each channel, program start times, length of 
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programs, description of programs, menu assignment for each program, pricing, 
whether there is a sample video clip for advertisement for the program, and any 
other program, menu or product information. 

The goal of the menu driven program selection system is to allow the 
subscriber to choose a program by touring through a series of menus utilizing a 
remote control for cursor movement. The final choice in the series of menus will 
identify one particular channel and one time for activation of that channel. Armed 
with a channel and activation time the set top terminal 220 can display the selected 
program on the television for the viewer. To achieve this goal a simple 
embodiment assigns an intelligent alpha-numeric code to each program. This 
alpha-numeric code identifies the category of the program, the menu in which the 
program should be displayed, its transmission time(s), and the position on the 
menu that the program should be displayed. 

In this simple embodiment, the program control information, 
including these menu codes, is sent continuously from the Operations Center to the 
network controller 214, and ultimately to the set top terminal 220. For example, 
four hours worth of programming information can be sent via the program control 
information signal continuously in the format shown in Figure 6. 

Figure 6 shows the basic information that is needed by the set top 
terminal 220. The program descriptions shown are coded abbreviations. For 
example, C for comedy, N for news, S for sports, A for cartoons, and TX for text. If 
there is a textual description for a program, such as a movie, the description may be 
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given following that program's coded description or may be communicated 
following the four hours' worth of programming information. As is shown in the 
coded listing, program descriptions for programs greater than a half hour in length 
need not be repeated (each half hour). The video description code informs the set 
top terminal 220 of whether there is still or live video available to advertise the 
program. 

For example, a sporting program may be assigned a code of B35-010194- 
1600-3.25-Michigan St. vs. USC. The letter B would assign the program to category B, 
sports. The second alpha-numeric character number 3 would assign the program to 
the third menu of the sports category. The third character of the code, number 5, 
assigns the program to the fifth program slot on the third menu. The next six 
characters, 01/01/94, represent the date. The following four characters, 1600 
represent the start time which is followed by the length of the program and the 
program name. This entry represents a sports show, a college football game, which 
will be aired at 4:00PM on New Years day 1994. 

In the 12:30 Channel 1 entry of Figure 6, two menu codes are shown. 
By allowing two menu codes, programs that may fit under two different category 
descriptions may be shown in both menus to the subscriber. With this minimal 
amount of information being communicated to the set top terminal 220 on a regular 
basis, the terminal is able to determine the proper menu location for each program 
and the proper time and channel to activate for the subscriber after his menu 
selection. 
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The program control information signal and STTCIS can be formatted 
in a variety of ways and the on-screen menus can be produced in many different 
ways. For instance, if the program control information signal carries no menu 
format information, the menu format for creating the menus can be fixed in ROM 
at the set-top terminal. This method allows the program control signal to carry less 
information but has the least flexibility since the menu formats can not be changed 
without physically swapping the ROM holding the menu format information. In 
the preferred embodiment, the menu format information is stored at the set top 
terminal 220 in temporary memory either in a RAM or EPROM. This configuration 
provides the desired flexibility in the menu format while still limiting the amount 
of information needed to be communicated via the program control information 
signal. New menu format information would be sent via the program control 
information signal or the STTCIS to the set top terminals each time there was a 
change to a menu. 

In the simplest embodiment, the menus remain fixed and only the text 
changes. Thus, the program control information signal can be limited to primarily 
text and a text generator can be employed in the set top terminal 220. This simple 
embodiment keeps the cost of the set top terminal 220 low and limits the bandwidth 
necessary for the program control information. Another simple embodiment uses a 
separate channel full-time (large bandwidth) just for the menu information. 

As will be described later, live video signals may be used in windows of 
certain menus. These video signals can be sent via the program control 



46 




information signal, STTCIS, or can be taken off channels being transmitted 
simultaneously with the menu display. If the video signal is taken off a channel, 
less information needs to be sent via the program control information signal. 
However, this technique requires that separate decompression hardware be used for 
the program control information and the channel carrying the video. Separate 
decompressors for the video signals and program information signal allows for the 
greatest flexibility in the system and is therefore the preferred embodiment. A 
separate decompressor also assists in assuring that the switch from menus to 
television programming is smooth and without any significant time delay. 

Live video for menus, promos or demos may be sent to the set top 
terminal 220 in several ways: a) on a dedicated channel, b) on a regular program 
channel and scaled to size, c) sent along with the program control information 
signal, etc. However, in the preferred embodiment, a great deal of short promos or 
demo video are sent using a split screen technique on a dedicated channel. 

Using a split screen technique, any number of different video clips may 
be sent (e.g. 2,4,6,8). To show the video clip on a menu, the video must either be 
scaled and redirected to a video window on a menu screen or a masking 
methodology can be used. Masking involves playing the entire channel of video 
(all 2,4,6, or 8 split screens) in background and masking the unwanted video clip 
portions of the split screen by playing the menu in foreground and overlaying the 
unwanted background video. Masking is the least expensive method because it does 
not require any special hardware and it increases video throughput to the set top 
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terminal 220. However, using the masking technique without any video redirecting 
causes each video clip to be located in a different position on the screen. It also 
requires the masking to be different for each video clip and makes consistent format 
difficult. Scaling and redirecting video is generally difficult, expensive and requires 
additional hardware. 

In order to limit the amount of bandwidth needed to transmit the 
program control information signal, various compression techniques employed for 
non-video may be used such as block coding, contour coding, blob encoding, and 
run-length encoding. Further, the program control information signal may be 
divided into text and graphics, or video, text and graphics and then recombined at 
the set top terminal 220 using a text generator, graphics decompression, and video 
decompression as necessary. 

Figure 7a shows a basic block diagram of a digital compression set top 
terminal 220. In some respects, the set top terminal 220 is similar to other converter 
boxes currently available and can include a variety of error detection, decryption 600 
and coding techniques such as anti-taping encoding. The set-top terminal must also 
have a tuner 603, digital demodulator 606, and demultiplexers 609, 616 as well as 
audio equipment 612, 614. Also shown in Figure 7a is a remote control interface 626 
for receiving and processing signals from remote control unit 900. A modem 627 is 
provided for allowing communication between a microprocessor 602 and the cable 
head end. NTSC encoder 625 provides an NTSC video output to be output as a 
standard television signal. 
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The microprocessor 602 is capable of executing program instructions 
stored in memory. These instructions allow a user to access various menus by 
making selections on the remote control 900. The various program instructions for 
accessing menus and performing other functions are described below. 

The manner in which the video is decompressed and the menus are 
generated from the program control signal or STTCIS varies depending on the 
specific embodiment of the invention. However, at a minimum, one video 
decompressor capable of decompressing one video signal must be used. Basic menu 
format information may be stored in a graphics memory comprising ROM, non- 
volatile RAM, EPROM, and/or EEPROM 620. Video decompressors 618 and 622 may 
be used if the video is compressed, and additional equipment to generate menus 
may be included. In one embodiment, a separate decompressor 622 is used to 
process the program control information signal and a video combiner 624 
incorporates video and menu graphic information. In the preferred embodiment, 
the program signal is sent with three primary parts, compressed video (or video 
location information), compressed graphics, and text. After the program signal is 
demultiplexed into its component parts, a video decompressor, a graphic 
decompressor, a text generator and a combiner are used to assist in creating the 
menus. 

Figure 7b shows a basic block diagram of an alternative digital 
compression set top terminal 220. The same components shown in Figure 7a are 
repeated in Figure 7b, and given the same reference number (e.g., tuner 603, modem 
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6J-7, NTSC encoder 625, etc.)- Figure 7b also shows the addition of a smart card 
interface 617 to allow additional features to be included on a smart card insertable 
into the smart card interface 617. Error correction circuitry 607 is also shown 
receiving the demodulated signal, prior to demultiplexing the signal. Memory 
associated with the microprocessor 602, the demultiplexer 609, the decryptor 600, and 
the video decompressor 618 is shown in Figure 7b. 

Box 700 in Figure 7b shows the elements of an upgrade module which 
is described below with respect to Figures 9a and 9b. The remaining circuitry in 
Figure 7b shows a basic decompression box 720, also described below. 

The circuitry in box 700 includes a video, graphics and text 
demultiplexer 616, a text and graphics video plane combiner 624, a graphic 
decompressor 622 and a graphics memory 620. Graphics in memory 620 is preferably 
run-length compressed, however other methods of compressing graphics may be 
used as is known by those skilled in the art. 

The generated menus and video are combined in the combiner 624 and 
output to an anti-taping encoder 619. Any method of anti-tapping encoding known 
by those skilled in the art may be used with the present invention. 

Figures 8a and 8b show front and back views respectively for the 
preferred embodiment of the set top terminal 220. The front panel of the set top 
terminal 220 as shown in Figure 8a includes an infrared sensor 630 and a series of 
LED displays 640. These LED displays 640 preferably indicate with an icon or a letter 
(e.g. A-K) the major menu currently selected by the set top terminal 220. This visual 
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display will remain lit while the subscriber is watching (or listening to) 
programming within a major menu. The LEDs 640 of the preferred embodiment 
also show the channels selected directly by a user, or menu channel selections which 
range from 1 to 50. 

LEDs 640 are preferably provided to indicate a decompression error, a 
processing error, or other error. Text messages may alternatively be provided to 
more clearly indicate particular errors to servicemen or subscribers. These error 
indications aid in repairing or correcting any such errors in the set top terminal 220 
or assist in programming the set top terminal 220. Further displays may include 
current channel, time, volume level, sleep time, parental lock (security), account 
balance, use of a hardware upgrade, second channel being recorded by VCR, use of 
the Level D music hardware upgrade in a separate room, and any other displays 
useful to a subscriber to indicate the current status of the set top terminal 220. 

The LED's 640 may also provide an indication of the digital audio 
channel currently tuned. With this display feature, subscribers may use the digital 
audio feature without activating the television screen. The source of a signal and 
output selected (e.g., a subscriber's separate audio system, a VCR, etc.) may be 
displayed. Although LED's are preferred, the set top terminal 220 may also use a 
CRT, LCD's, or other display technology. 

On the right front half of the set top terminal 220 there is a flapped 
opening 635 into a. cavity that allows the insertion of a magnetic cartridge (or similar 
portable storage device, including optical disk, ROM, EPROM, etc.). This cartridge 
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opening 635 allows the set top terminal 220 to be upgraded or reprogrammed locally 
with the use of a magnetic tape cartridge. Game cartridges may also be accepted 
through a similar flapped opening allowing the subscriber to play video games 
using the set top terminal 220. 

On the top or cover of the set top terminal 220 are located pushbutton 
controls 645. In the preferred embodiment these pushbutton controls 645 duplicate 
the two-part alpha-iconic remote control that will be described later. Any function 
that can be performed on the remote may also be performed at the set top terminal 
220 using the duplicative pushbutton controls 645. 

Figure 8b provides a rear view of one embodiment of the set top 
terminal 220 including the input/output equipment of the terminal. Moving from 
left to right there are a pair of output terminals 650, a pair of input terminals 652, a 
pair of stereo /audio output terminals 654, a satellite dish input port 656, a telephone 
jack 658 and an RS422 port 660. Further to the right there is an upgrade port 662 and 
a cover plate 664 held in place by a series of sheet metal screws. 

The set top terminal 220 has two outputs 650, one for a television and 
one for a VCR. Control signals may be transmitted through the VCR output to 
allow the VCR to be automatically controlled by the set top terminal 220. Certain 
program may be selected by a subscriber from menus, and the VCR will be 
automatically activated to record the selected program. 

The set top terminal 220 is equipped to handle one or two cable inputs 
by way of inputs 652 for incoming signals. In addition, a phone jack 658 and RS242 
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or 422 port 660 are provided for maintenance, trouble shooting, reprogramming and 
additional customer features. In alternate embodiments, the telephone jack 658 may 
be used as the primary mode of communication between the cable headend 208 and 
the set top terminal 220. This connection is possible through the local telephone 
companies, cellular telephone companies or personal communications networks 
(PCN). 

In an alternative configuration, in areas without cable services where 
subscribers use backyard satellite systems (TV RO) to receive packaged television 
services, the set top terminal 220 will include the appropriate hardware to allow 
connection to the satellite 206 reception equipment through port 656. In this 
configuration, the menu system within the set top terminal 220 will be programmed 
directly from the operations center. Additionally, an upstream communication 
mechanism must be in place at the subscriber's home (i.e. modem) to communicate 
information to the operations center. 

In order to provide the greatest flexibility possible and prevent the set 
top terminal 220 from becoming outdated during the terminal's useful life, an 
additional electronic card slot or expansion slot has been built into the preferred 
embodiment. This expansion slot is covered by the metal plate cover 664 shown in 
Figure 8b. It is anticipated that additional memory or capabilities may be needed for 
certain customer features and also to update the system as the cable delivery 
system's capabilities increase. The expansion slot provides an easy method to 
upgrade the terminal hardware. 
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In the preferred embodiment, the set top terminal 220 includes a 
hardware upgrade port 662 as shown in Figure 8b, in addition to the expansion slots 
behind plate 664. The hardware upgrade port 662 should accommodate at least a 
four- wire connection for: (1) error corrected, decrypted data output of the set top 
terminal 220, (2) control interface, (3) decompressed video output of set top terminal 
220, and (4) video input port. In the preferred embodiment multiple wires are used 
to perform each of the four functions. The four sets of wires are combined in a 
single cable with a single multipin connector. Port 662 may also be used to attach 
various hardware upgrades below to a set top terminal 220. 

In the preferred embodiment, multipin connections may be used for 
the multiwire cable. The multipin connection 662 may range from DB9 to DB25. A 
SCSI, or small computer systems interface, port may also be provided. 
Alternatively, four or more ports may be provided instead of the single port 
depicted. 

The preferred embodiment has four hardware upgrades available for a 
set top terminal 220: a Level B interactive unit, a Level C interactive unit with 
compact disc capability, a Level D digital radio tuner for separate room use, and a 
Level E information download unit. Each of these upgrades is connected to the set 
top terminal 220 unit(via tiie same upgrade por^662^)escribed earlier. The same 
four wires in a single cable described earlier may be used. 

The Level B interactive unit will allow the user access to online data 
base services for applications such as home shopping, airline reservations, news, 
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financial services, classified advertising, home banking, and interactive teletext 
services. For example, with this upgrade, a user will be able to reserve plane tickets 
or buy consumer electronics. The primary feature of this upgrade unit is that it 
allows actual transactions to occur requiring two way communications via modem 
with outside services. This added two way communications capability may be with 
the cable headend 208. Additionally, this two way communications may occur over 
cellular or PCN. - 

The Level C interactive unit will employ a high volume local storage 
capacity, including compact disc or other r andom access digital data formats . This 
unit will allow use of interactive multi-media applications. For example, computer 
games, multi-media educational software, encyclopedias, other reference volumes 
(e.g. Shakespeare library), etc. In the preferred embodiment, many of these 
applications will interact with live programming providing additional information 
and interactivity to the basic program feed. For example, a viewer watching a show 
set in a foreign country may be able to retrieve additional information, maps, 
economic data, etc. about that country that are stored on the compact disc. In the 
level C applications, the upgrade hardware may closely monitor the television 
broadcast via additional data channels (e.g. vertical blanking interval, or other 
digital data encoded within live video) providing context sensitive interactivity^j 

The Level D hardware upgrade, digital radio tuner, will allow the 
subscriber separate access to the digital radio channels while other programming 
(not necessarily radio) is being viewed on the television. Typically this upgrade 
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would be used for digital radio usage in a separate room from that of the television. 
The upgrade has a separate tuner, decompressor, and visual display. In the 
preferred embodiment a second remote control (scaled down version) is provided to 
access the audio system. 

The Level E hardware upgrade allows the subscriber to download large 
volumes of information from the operations center or cable headend 208. The 
Level E hardware upgrade will enable subscribers to download data such as books to 
local storage. Primarily the Level E hardware upgrade is additional local storage via 
hard disk, floppy, optical disk, magnetic cartridge etc. Preferably a small portable 
reader called "EveryBook™" is also provided with the upgrade to enable 
downloaded text to be read without the use of a TV. 

The downloadable information may be text or video supplied by the 
operations center or cable headend 208. With this upgrade, books may be 
downloaded and read anywhere with the portable reader. Using this upgrade video 
may be downloaded and stored in compressed form for later decompression. The 
video would be decompressed only at the time of viewing. Important text that the 
public desires immediate access may made available through this system. Text such 
as the President's speech, a new law, or a recent abortion decision rendered by the 

Supreme Court may be made immediatelyayailable^ 

Using a more sophisticated port, especially the SCSI port, multipl e 
hardware upgrade units m ay be connec ted, or "daisy-chained" together, to operate 
simultaneously. ' 
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Figure 9a shows sets of wires in a single cable connecting an upgrade 
module 700 and the simple decompression box 720 through a port similar to the 
hardware upgrade port 662. The simple decompression box 720 preferably is an 
industry standard decompression box capable of communicating with an upgrade 
module to enhance functionality./ For example, a microprocessor in the simple 



f decompression box 720 will be able to communicate with a microprocessor in an 
V upgrade module 700. 



Thus, as shown in Figure 9a, if this type of connection is built into a 
simple decompression box that does not have the full functionality of the set top 
terminal 220, an upgrade module unit 700 may be connected providing the simple 
decompression box 720 with the full functionality of a set top terminal 220. 
Subscribers who have purchased simple decompression boxes 720 may be given all 
the functions of a set top terminal 220 inexpensively. 

In the preferred embodiment, multipin connections may be used for a 
multiwire cable connecting decompression box 720 with the upgrade module 700. 
The multipin connection may range from DB9 to DB25. A SCSI, or small computer 
systems interface, port may also be provided. Alternatively, four or more ports may 
be provided instead of the single port depicted. 

The digital data set of output wires of the simple decompression box 
720 will preferably output error corrected and decrypted data to the upgrade set top 
terminal 700. The second set of wires, the interface connection, allows the 
microprocessor in the upgrade module 700 to communicate to the microprocessor of 
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the simple decompression box 720. In this manner, the video circuitry of the 
upgrade module 700 and the simple decompression box 720 may be synchronized. 
The third set of wires, the decompressed video output, can provide the upgrade 
module 700 with a decompressed video signal to manipulate. The fourth set of 
wires, video input set, allows the simple decompression box 720 to accept a video 
signal that is a combined text, graphics, and video signal. 

Upgrade module 700 preferably includes at least the following circuitry: 
a video, graphics and text demultiplexer; a text and graphics video plane combiner; a 
run-length graphics decompressor; and, a run-length compressed graphics memory 
(non- volatile RAM, ROM, EPROM, or EEPROM). By means of communications 
through the multi wire connection between upgrade modules 700 and simple 
decompression box 720, compressed video and control signals may be demultiplexed 
by the demultiplexer within upgrade module 700. The run-length graphics 
decompressor, by communicating with the run-length compressed graphics RAM, 
permits decompression of the input compressed video signal. The text and graphics 
video plane combiner in upgrade module 700 allows the demultiplexed and 
decompressed signal to be output, through simple decompression box 720, to a 
subscriber's television with both video and overlay menus with text. 

Figure 9a shows the CATV input 722, the video input 724, and the 
video and audio outputs 726, 728, as part of simple decompression box 720. This is 
the preferred embodiment because this will reduce the component cost of upgrade 
module 700. Upgrade module 700 could simply be a cartridge insertable into simple 
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decompression box 720. Alternatively, as shown in Figure 9b, the CATV input 722, 
the video input 724 and the video and audio outputs 726, 728 may be included as 
part of upgrade module 700. 

The electronics of the set top terminal 220 must receive signals from 
the Cable headend 208 or Operations Center and separate the program control 
information from the packaged programs. After separation of the program control 
information, this signal may be used to generate program menus allowing the user 
to select specific television programs from within the packaged programs. After 
selection of a particular program, the set top terminal 220 will demultiplex and 
extract a single channel signal then decompress the appropriate channel signal to 
allow the user to watch his selected program. Although the set top terminal 220 can 
be equipped to decompress all the program signals, this adds unnecessary cost since 
the subscriber will view one channel at a time. Upon the occurrence of an error in 
this selection and decompression procedure, the set top terminal 220 LED display 
will warn the subscriber of an error. 

During the normal functioning of the set top terminal 220 the LED 
display can be customized by the user to display the time, the program channel, VCR 
activation or other pertinent information. Although the set top terminals may be 
operated using the keyboards located on top of the set top terminal 220 box, it is 
expected that most subscribers will use the remote control. 

Although the preferred embodiment decompresses ,one channel at a 
time for the viewer, users who desire to use the picture-on-picture capability of their 
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televisions can be provided with an upgrade to the set top terminal 220 allowing 
two channels to be tuned and decompressed at any given time. Once two signals are 
available to the television the picture-on-picture capability may be utilized to its 
fullest potential. With the picture-on-picture capability available in the set top 
terminal 220, a special television is not required for picture-on-picture functionality. 

In the preferred embodiment all of the customer features available on 
the set top terminal 220 will be controllable via on-screen menu displays. In this 
manner, the subscriber using a cursor may easily customize the programming of his 
set top terminal 220. The basic programming of each set top terminal 220 will be 
located on ROM within the set top terminal 220. Random access'memory, the 
magnetic cartridge capability, and the extension card slot will each allow upgrades 
and changes to be easily made to the set top terminal 220. 

In the preferred embodiment, the set top terminal 220 will include 
features that are now being adopted in the industry such as parental controls and 
locks, electronic diagnostics and error detection, mute, on-screen volume control, 
sleep timer, recall of last selection, etc. Each of these features has a corresponding 
menu that allows on-screen customizing and activation of the feature. The set top 
terminal 220 also includes a sophisticated favorite channel list and favorite program 
list. 

In addition to all the features that the set top terminals supports with 
its current internal programming, additional features may be added or existing 
features upgraded through remote reprogramming of the set top terminal 220. 
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Utilizing the resident operating system on the ROM, the cable head end is able to 
reprogram the random access memory of the set top terminal 220. With this 
capability the cable head end can remotely upgrade software on the set top terminals. 

In the preferred embodiment, the cable head end will reprogram the 
menu format from time to time based upon special events or programming needs, 
such as Olympic telecasts, presidential elections, etc. This reprogramming will occur 
by using the program control information channel and sending the appropriate 
signals over this channel. In an alternative embodiment, one channel is dedicated 
for the special programming needs. When reprogramming is to occur, the cable 
head end will send an interruption sequence on the program control information 
channel that informs the set top terminal 220 that reprogramming information is to 
follow. Significant reprogramming of the set top terminals will occur infrequently. 
However, the changing of color or formats on menus occur more often. In 
alternative embodiments, color changes to menus may be accomplished via the 
program control information itself and does not require reprogramming from the 
cable head end. 

In the preferred embodiment, the basic building blocks or templates of 
the on-screen menu displays will be stored on graphics memory consisting of no- 
volatile RAM, ROM, EPROM, or preferably, EEPROM, as shown as 620 in Figure 10. 
With the information from this graphics memory 620, the microprocessor 602, 
graphics decompressor 622, text generator 621 (if necessary), and video combiner 624 
will build a menu screen. The memory files of the graphics memory or EEPROM 
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620 are preferably categorized into three categories, background graphics 800, logo 
graphics 820, and menu and display graphics 850. 

A background graphics file 800 will store menu backgrounds such as: 
universal main menu backgrounds 804, universal submenu backgrounds 808, 
promo backgrounds 812 and custom menu formats 816. A logo graphics file 820 will 
store any necessary logos such as: Your Choice TV logos 824, Network logo files 828, 
cable system logo files 832, studio logo files 836, and graphic elements file 840. A 
menu display and cursor graphics file 850 will store menu display blocks 854 and 
cursor highlight overlays 858 as well as any other miscellaneous files needed to 
build the menus. 

Using this method of storing menus, the menus can be changed by 
reprogramming the graphics memory 620 of the set top terminal 220. To revise the 
entire design of displayed menus, the network controller 214 or operations center 
instructs the EEPROM 620 to be erased and reprogrammed with new menu 
templates. To change one menu format or logo, the network controller 214 or 
operations center instructs just the one location in memory to be erased and 
rewritten. Obviously, this menu reprogramming can be done locally (at the set top 
terminal 220) by a servicemen. 

As shown in Figure 10a, each memory subfile is further divided into 
various memory blocks. For example, the background graphics file 800 contains the 
universal main menu backgrounds 804. The universal main menu backgrounds 
memory 804 includes memory units UM1, UM2 and UM3, as shown in Figure 10a. 
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Similarly, the logo graphics file 820 and menu display and curser graphics file 850 
further contain within those subfile individual memory blocks (for example, studio 
logo file 836 has memory block SL1; menu display blocks 854 has memory menu 
display block MD1). 

Figure 10b shows the hierarchical storage of text transmitted from the 
cable head end as STTSCIS. Although text may be continuously transmitted with 
the video signals to set top terminals 220, text may also be transmitted 
intermittently. In such a case, the text is stored in the set top terminal. Preferably, 
the text is transmitted and stored in a compressed format using known techniques. 
Additionally, the text is preferably stored in graphic memory 620 within set top 
terminal 220. 

Depending upon the use of the text, it will be stored in one of three 
portions of memory. Information sent with the text will either direct the text to a 
particular portion of memory, or include information as to the priority of text. The 
microprocessor 602 may then direct the text to the appropriate memory location for 
storage. 

If the text is to be used frequently and over a long period of time, a 
long term storage 875 will be used. If the text will be used for a shorter period of 
time (for example, a month), the text will be directed to an intermediate storage area 
877. If the text is to be used almost immediately, or for a short period of time (for 
example, within a few days) the text is directed to a short term storage area 879. 
Microprocessor 602 locates the appropriate text required for a particular menu and 
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retrieves it from the appropriate portion of memory 620. The text is output from 
the graphics memory 620 to the text generator 621. Text generated from the text 
generator 621 is thereafter directed to text/graphics combiner 624. 

Figure 10c shows the steps performed by the microprocessor 602 for 
creating a menu based upon a series of overlay screens. These instructions are 
stored in memory within the set top terminal 220. Alternatively, these instructions 
or routines are transmitted from the operations center 202 to be stored in memory 
within the individual set top terminals 220. 

Initially, microprocessor 602 instructs tuner 603 to select a channel. 
The channel is decompressed, and error corrected and decrypted, if necessary. If the 
video is to be reduced in size, so as to be placed within a video window 1556, or is a 
split screen video window which must be enlarged, the video is scaled to the 
appropriate size. Additionally, the video may be required to be redirected to a 
portion of the television screen. This is done by creating a series of offsets for each 
pixel location of the video. 

Graphics must also be used to create a menu in most instances. As is 
shown in block 882, the microprocessor 602 must fetch a background file, fetch a logo 
file and fetch a menu display and cursor file in most instances. Each of these files 
must be decompressed. Following decompression, the file is sent to video combiner 
886. 

Similarly, microprocessor 602 must fetch text, as shown in block 884. 
Depending upon the memory location of the text, microprocessor 602 will fetch the 
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text for long-term, intermediate-term, or short-term storage, as described above. 
Based upon this memory retrieval, the text is generated and sent to video combiner 
886. Video combiner 886 combines the video (if any) with as many screens of a 
decompressed graphics as are necessary, and any text. The image or portions of the 
image are stored in combiner 886 until all overlays are received by combiner 886. 
Thereafter, the entire image is sent, under direction of another routine, to be 
displayed on the television screen, as represented by display block 888. 

Figure lOd is a full chart of programming instructions performed by 
microprocessor 602 for sequencing menus. Upon powerup of the' set top terminal 
220, start up routine 890 is performed. Any error checking is thereafter performed 
(891), and introductory menu subroutine 892 is performed. This subroutine displays 
the introductory menu and the microprocessor thereafter awaits for an input 893. 

If the subscriber inputs a channel selection 894, video for the particular 
channel is decompressed 895. Otherwise, the microprocessor performs another 
routine 896 to display the home menu 897. 

At the home menu portion of the sequence of routines, a subscriber 
may select one of the major menus, thus starting the sequence of-displays 
represented by routine block 898. Alternatively, a subscriber may go directly to a 
major menu by depressing a menu select button on remote 900 and the 
microprocessor will execute another the go to submenu subroutine 896. 

Once a subscriber has selected a major menu, the appropriate 
subroutines are executed by the microprocessor using a series of instructions shown 
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in block 898. After each display, microprocessor 602 awaits for a selection by the 
subscriber, shown as block 899. These blocks could be also represented as decision 
blocks. 

After displaying the major menu, and receiving a selection by the user, 
a particular submenu for a subcategory is displayed, if such a menu exists. Again, 
microprocessor 602 waits for an input from the subscriber after executing a routine 
to display a program listing submenu. Thereafter, after receiving an input, 
microprocessor 602 performs the next routine for displaying a program description 
submenu. Thereafter, if a particular selection requires a confirmation menu, that 
subroutine is executed and the appropriate menu displayed. Thereafter, the selected 
video is decompressed, and displayed on the television screen. If there are any 
display overlay menus or hidden menus, the proper subroutine is executed by 
microprocessor 602 and these menus are displayed. 

At any time during the selection of menus in major menu block 898, 
the subscriber may also depress another major menu button to move into a second 
column of process instructions (represented by major menu 2, major menu 3, etc. 
columns). Thus, a subscriber may move from major menu to major menu. 
Additionally, a subscriber may depress a home menu button on remote 900 to 
return to the home menu at any time. 

The various subroutines executed by microprocessor 602 allow a 
subscriber to navigate through the various menus of the present invention. A 
subscriber may sequence back through menus or return to the home menu with a 
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one-touch return of the home menu button on remote 900. All of these functions 
help to add to the system's user friendliness. 

As shown in Figures 11a and lib, a two-section remote control is 
shown. To reduce costs and make the set top terminal 220 as user friendly as 
possible, a standard television remote control 860 is augmented by adding a new 
section 862 that provides the additional digital menu access and ordering functions. 
Figure 11a depicts the addition of menu access and cursor movement control to a 
Gerald RC 650 Remote Control. The cursor movement and function buttons 
required for the set top terminal's operation may be added to any standard remote 
control format allowing the user to feel more at home with the new remote control. 
Figure lib shows the two-section remote control combined in a single unit 864. 

The remote control 864 has an ordering button 866, four-way cursor 
movement, and a "go" button 868, and menu access buttons 870. The remote 
operates using infrared with the signals being received by the infrared sensor on the 
front of the set top terminal 220. 

In the simplest embodiment the remote may be built with only cursor 
movement and a go button. In more sophisticated embodiments the remote control 
may be provided with buttons that are programmable to perform specific functions 
for a series of entries. An intelligent or smart remote would increase both the cost 
and capability of the set top terminal 220 system. Using this augmented remote 
control the subscriber can navigate the program menu system of the set top terminal 
220. 
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Figures 12a and 12b show an alternative and preferred embodiment of 
the remote control for use in the present invention. The standard television 
receiver remote control switches or buttons 920 are again separated from the menu 
accessing ordering function buttons 950. The standard television receiver remote 
control buttons 920 include volume control, channel select, power and signal source 
buttons. The menu buttons 950 include cursor movement and select, menu select, 
and pay television buttons. However, the standard buttons 920 are separated from 
the menu access and ordering buttons 950 in the longitudinal direction of the 
remote, as opposed to the width- wise separation, shown in Figure 11a. 
Additionally, the color of the buttons or the surrounding background may differ 
between the standard television remote control buttons 920 and the menu buttons 
950 to visually differentiate between these two groups of buttons. 

The width and depth of the remote control unit 900 are considerably 
less than the length to allow the remote control unit 900 to fit easily within a user's 
palm. The remote control unit 900 in preferably has the center of mass balanced 
substantially near the longitudinal middle. This allows a user's thumb to naturally 
be placed in substantially the middle portion of the remote control unit 900, when it 
is picked up by a user. 

Since the center of mass of the remote control unit 900 is placed 
substantially near the longitudinal middle of the remote 900, thereby having a 
user's thumb naturally fall in this same center region, the standard remote 920 and 
menu access 950 switches or buttons most frequently accessed and depressed by a 
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user are placed within easy reach of the user's thumb. Channel and volume 
increment and decrement buttons 910 are placed near this center of mass and 
longitudinal center line. The channel buttons 910 are preferably beveled in 
opposing directions to allow a user to feel for and press a desired button without 
looking down at remote 900. Similarly, the volume buttons 910 are preferably 
beveled in opposing directions for the same reason. 

Additionally, the channel buttons 910 could have a surface texture 
different from those of the volume buttons 910 to allow even easier differentiation 
between channel and volume buttons 910. For example, the volume buttons could 
have a rough surface texture, while the channel buttons could have a smooth 
surface texture. 

Also placed in the longitudinal center, within easy reach of a user's 
thumb, are cursor movement buttons 970 and "go" button 975. The "go" button 975 
\^ selects an option corresponding to the placement of the cursor. As opposed to 
vj buttons, a joystick may be used with a selection on the stick, or a trackball, 

depressible for selecting a desired choice. The cursor buttons 970 are placed ninety 
degrees apart, with the "go" button 975 placed within the center of the cursor 
movement buttons 970, as shown in Figure 12b. The cursor movement buttons 970 
are preferably beveled inwardly toward the "go" button 975. The "go" button 975 is 
recessed below the level of the cursor movement buttons 970 so that it is not 
accidentally pressed while depressing the cursor movement buttons 970. In addition 
to the beveling on the cursor movement buttons 970, they may also have a surface 
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texture to allow a user to feel for and select the appropriate button without looking 
down at the remote 900. Directional arrows could be raised or recessed on the 
surface of the cursor movement buttons 970 for this purpose. 

Menu select buttons 960 are placed near buttons 970 as shown in Figure 

5^ 12b. Menu select buttons 960 are preferably the largest buttons on remote 900. Menu 
select buttons 960 preferably have icons or other graphics imprinted on their top 
surface or adjacent to the corresponding button. For example, a button for the sports 
major menu may contain a baseball icon. The icons represent the programming 
available on the particular major menu selected by the menu select buttons 960. 

/ 0 The icons may also be raised above the level of the menu select buttons to provide a 
textured surface. This would allow a user to select an appropriate menu button 960 
by feel, without looking at the remote control unit 900. The icons would require 
substantial differences in texture, while still providing a meaningful graphic related 
to the associated menu. 
' S As shown in Figures 12a and 12b, labels and icons are provided for the 

following major menus: movies, sports, children's programming, 
documentary/news, entertainment, magazines, programming guide, HDTV (high 
definition television), interactive TV, music, and an additional button for further 
programming. Menu select buttons 960 may also be labeled A through J for the 
l<t> above programs, with the last button for all additional major menus labeled K-Z. 

The layout of the user select buttons for the remote 900 have been 
designed to allow a user to select an appropriate button without viewing the remote 
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by using the layout of buttons shown in Figures 12a and 12b, in conjunction with 
textured or beveled buttons. With this "eye-off-of-the-remote" construction, most 
of the frequently used buttons may be located by the sense of touch alone. However, 
to aid selection of an appropriate button visually, certain buttons may have different 
colors. For example, the menu select buttons 960 may all be of a color different from 
the rest of the buttons on the remote 900. Additionally, the colors should be selected 
to provide for easy location and identification by a user. For example, if the icons 
are printed in black ink, yellow menu select buttons 960 are preferred, because 
yellow would provide the greatest visual contrast with the black ink. 

Although remote 900 is described with a variety of channel selection 
buttons, nearly all buttons from a standard remote control (section 920 buttons) 
could be eliminated. The present invention would allow a subscriber to use a 
remote control containing only menu select buttons and /or cursor movement and 
select buttons. 

The power button 924 and "go" button 975 preferably have a separate 
color from the other buttons on the remote 900. The power button 924 is preferably 
a separate color because this button is used infrequently. The power button is placed 
out of a user's thumb's reach so it is not accidentally depressed. The power button 
924 should be distinguished from the other buttons because a television viewer 
must locate this button first before viewing any programming. Similarly, the "go" 
button 975 is used often because it provides the means for a user to select options, 
and thus should be easily distinguished from the other buttons. 
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Pay television buttons 980 may also be assigned a color different from 
the other buttons on the remote 900. By making the pay television buttons 980 a 
different color, it would help a user to avoid selecting an undesired pay television 
program. 

As used herein, "button" is contemplated to include all manner of 
switches or touch sensitive circuitry to activate a particular function in the remote 
control unit 900. Additionally, although the remote control unit 900 communicates 
with the set-top box by means of infrared transmission, other forms of 
communication are contemplated, including ultrasound, radio frequency and other 
electromagnetic frequency communication. 

Figure 13 shows the basic structure of the program menu system. 
Although the term "menus" has been used above, the menus could also be seen as 
defining zones or categories of programming. The first series of menus, 
Introductory menu 1000, Home menu 1010, Major Menus 1020, and Submenus 1050 
execute subscriber program selection inputs. The During program menus 1200 
provide a subscriber with additional features or options after a program has been 
selected and shown. There are two primary types of During program menus 1200, 
Hidden Menus 1380 and Program Overlay Menus. Both are described in the 
following text and figures. The menu sequence and each menu structure has been 
particularly program designed using the "eye-off-the-remote" design concept. A 
subscriber can easily navigate through the menu system with the cursor movement 
and "go" buttons 970, 975. Since the subscriber never needs to take his eye off the 
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television screen, the cable operator is likely to have the subscriber's complete 
attention. 

The introductory menu screen 1000 automatically appears upon power- 
up and initialization of the set top terminal 220. The introductory menu screen 1000 
welcomes the user to the cable system and provides important announcements or 
messages. In addition, the introductory menu 1000 can be used to inform the 
subscriber if he has a personal or group message that has been sent to his set top 
terminal 220 by the cable headend. The subscriber may then access the personal or 
group message with an appropriate key entry while viewing the introductory menu 
1000. Since the introductory menu 1000 must be viewed by each subscriber, it also 
provides an opportunity for the cable provider to run advertisements. 

Following the introductory menu screen 1000 the subscriber will 
normally be advanced to the home menu screen 1010. The home menu 1010 is the 
basic menu that the subscriber will return to make his first level of viewing 
decisions. From the home menu 1010, the subscriber is able to access all television 
programming options. Some programming options may be accessed through cursor 
movement on the screen, others directly by a button selection on the remote control 
900, or both, on-screen selection and remote control 900 direct access. 

In the normal progression through the menu screens, the subscriber 
will be forwarded to a major menu screen 1020 that correlates to his direct remote 
control 900 selection or selection from the home menu screen 1010. The selections 
on the home menu 1010 are for large categories of programming options and 
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therefore the major menu 1020 allows the subscriber to further refine his search for 
the television program of his choice. 

Following the major menu 1020 the subscriber will navigate through 
one or more submenu screens 1050 from which he will choose one particular 
program for viewing. For most programming selections the user will proceed from 
the home menu 1010 to a major menu 1020 and then to one or more submenus 
1050. However, for certain programming options or functions of the set top 
terminal 220 the user may skip one or more menus in the sequence. For example, 
in the preferred embodiment the subscriber may directly access a major menu 1020 
by pressing a single icon button. In an alternative embodiment, the introductory 
menu 1000 will provide the user with the capability of directly accessing 
information on his cable television account without proceeding through a series of 
menus. 

The series of menus shown in Figure 13 is the normal or standard 
format for a variety of alternative embodiments to the present invention. An 
introductory screen upon power up that contains important messages, followed by a 
home menu 1010 with major programming categories is the basis upon which 
many alternative embodiments of the menu driven selection process can be built. 

Skipping a sequence or level of the menu structure is possible and 
perhaps desired in certain instances. In simple alternate embodiments it is possible 
to combine the home menu 1010 and introductory menu 1000 into one menu that 
performs both functions. It will be obvious to one skilled in the art that the specific 
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functions of the Home menu 1010 and Introductory menu 1000 may be exchanged 
or shared in a number of ways. It is also possible to allow a user to skip directly from 
the introductory menu 1000 to a submenu 1050. This can be accomplished most 
easily with a separate direct access remote control 900 button. Generally, a subscriber 
will access a television program through execution of a submenu 1050. 

The During program menus 1200 are enacted by the set top terminal 
220 only after the subscriber has selected a television program. These menus 
provide the subscriber with additional functionality and/or additional information 
while he is viewing a selected program. The During program menus 1200 sequence 
can be further subdivided into at least two types of menus, Hidden Menus 1380 and 
Program Overlay Menus 1390. 

To avoid disturbing a subscriber during viewing of a program, the 
Hidden Menus 1380 are not shown to the subscriber but instead "reside" at the set 
top terminal 220 microprocessor. The Hidden Menus 1380 do not effect the selected 
program audio. The microprocessor awaits a button entry either from the remote 
900 or set top terminal 220 buttons before executing or displaying any Hidden Menu 
options. The Hidden Menus 1380 provide the subscriber with additional functions 
such as entering an interactive mode or escaping from a selected program. 

Program Overlay Menus 1390 are similar to Hidden Menus 1380 in that 
they occur during a program. However, the Program Overlay Menus 1390 are 
overlayed onto portions of the television screen and not hidden. The Program 
Overlay Menus 1390 allow the subscriber to continue to watch the selected 
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television program with audio but place additional information on portions of the 
television screen. Most overlays cover small portions of the screen allowing the 
subscriber to continue to comfortably view his program selection. Other Overlays 
which are by their nature more important than the program being viewed will 
overlay onto greater portions of the screen. In the preferred embodiment, some 
Program Overlay Menus 1390 reduce or scale down the entire programs video 
screen and redirect the video to a portion of the screen. 

All menu entries may be made either from buttons available on the 
top cover of the set top terminal 220 or from the remote 900. 

Figure 14a shows the preferred embodiment for subscriber selection of 
television programming. Figure 14b shows additional major menu 1020 categories, 
1042, 1044, 1046, 1048, which may used with the invention. Again, the introductory 
menu 1000 followed by the home menu 1010 is the preferred sequence of on-screen 
displays. In the preferred embodiment shown in 14a, the home menu 1010 provides 
a choice of ten major menus 1022, 1024, 1026, 1028, 1030, 1032, 1034, 1036, 1038, 1040. 
Upon selection of a major menu 1020 category from the home menu 1010, the 
program proceeds to a major menu 1020 offering further viewer selections. Each 
major menu 1020 is customized to target the expected viewership. Depending on 
the number of available program choices the major menus 1020 either breakdown 
the major category into sub-categories or provide the subscriber with access to 
further information on a particular program. 
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For example, the major menu 1020 for children's programming 
provides a list of subcategories 1052 from which the subscriber selects. Upon 
selection of a subcategory a submenu 1054, 1056 listing program choices within that 
sub-category is shown to the subscriber. Upon selection of a particular programming 
choice within the first submenu 1050, the subscriber is then provided with a second 
submenu 1058 describing the program that the subscriber has selected. From this 
menu, the subscriber may now confirm his program choice and receive a 
confirmation submenu 1060 from the set top terminal 220 software. 

Since the system utilizes digital signals in compressed format, High 
Definition Television programming can also be accommodated through the menu 
system. In addition, since the set top terminal 220 has two way communication 
with the cable headend, interactive television programming is possible, with return 
signals generated by the set top terminal 220. Similarly, the system can support 
"movies on demand" where a subscriber communicates through the set top 
terminal 220 with an automated facility to order movies stored at the facility. 

Using this on-screen menu approach to program selection, there is 
nearly an unlimited number of menus that can be shown to the subscriber. The 
memory capability of the set top terminal 220 and the quantity of information that is 
sent via the program control information signal are the only limits on the number 
of menus and amount of information that can be displayed to the subscriber. The 
approach of using a series of menus in a simple tree sequence is both easy for the 
subscriber to use and simply implemented by the set top terminal 220 and remote 
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control device 900 with cursor movement. A user interface software programmer 
will find many obvious variations from the preferred embodiment shown. 

Figures 15a and 15b show examples of introductory menu screens that 
are displayed on the subscriber's television. Figure 15a, the preferred embodiment, 
welcomes the subscriber to the cable system and offers the subscriber three options. 
The subscriber may choose regular cable television (channels 2 through 39), 
programs on demand (e.g., movies), or instructions on the use of the remote control 
900. Other basic program options are possible on the introductory menu screen 1000. 
For example, instead of, or in addition to, the remote control 900 instructions, a 
system "help" feature can be offered on the introductory menu 1000. 

Fig 15b shows an alternate embodiment for the introductory menu 
screen 1000. In the upper left-hand corner of the menu, there is a small window 
1002 that may be customized to the subscriber. A subscriber will be given the option 
of showing the current time in this window. In the upper right-hand corner a 
second customized window 1004 is available in which a subscriber may show the 
day and date. These windows may be easily customized for subscribers to show 
military time, European date, phase of the moon, quote of the day, or other 
informational messages. These windows may be customized by subscribers using 
on-screen menu displays following the introductory menu 1000. 

In the preferred embodiment, the subscriber is given the capability of 
accessing base channels such as regular broadcast TV and standard cable channels 
directly from the introductory menu 1000 by entering the channel number. The 
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subscriber is also given the capability of directly accessing his account with the cable 
company. Further, in the preferred embodiment, the subscriber may directly access a 
major menu 1020 and bypass the home menu screen 1010. If the subscriber is 
familiar with the programming choices available on the major menus 1020, he may 
select an icon button 960, or a lettered key (alpha key) from his remote control 900 
and directly access the desired major menu 1020. If any key entry other than those 
expected by the set top terminal 220 software program is made, the home menu 1010 
is placed on the television screen. In addition, after a period of time if no selections 
are made from the introductory menu 1000, the program may default to the home 
menu screen 1010. 

Figures 16a, 16b, 16c, and 16d are examples of home menus 1010 that 
may be used in the set top terminal 220 software. Figures 16a-16d all employ 
multiple window techniques to make the menu user friendly and offer a significant 
number of choices. It is preferred that a channel line up and the major menu 1020 
categories both appear on the home menu 1010. 

Figure 16a, the preferred home menu 1010 embodiment, displays both 
the standard channel line up and the programming on demand icons for selection 
by the subscriber. Figure 16a also shows various levels of subscription 
programming, including a "Basic"cable package and a "Basic Plus" package. Each of 
the choices of subscription programming preferably is assigned a different color. 
This increases the user friendliness of the present invention. 
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In Figures 16b-16d, the left half of the screen is used to list the channel 
number and network abbreviation of the most popularly watched networks. The 
right half of the screen offers access to a variety of major menus 1020 listed by 
category names. 

Figure 16b shows an embodiment in which only eight major menus 
1020 are utilized. By pressing the alpha-numeric or icon key 960 corresponding to 
the category of programs the subscriber desires, the appropriate major menu 1020 is 
accessed. In addition, the subscriber may employ an on-screen cursor to select any 
option shown in the menu. To move the cursor, the subscriber may use either the 
cursor movement keys on the remote control 900 or similar keys located at the top 
of the set top terminal 220. 

Figure 16c shows how additional major menus 1020 can be displayed 
on the home menu screen 1010. When there is no longer room available for 
additional major menu 1020 choices on the home screen, the subscriber may access a 
second screen of the home menu 1010. For example, in Figure 16c, if additional 
major menus 1020 "J" through "Z" existed, the subscriber would access those menus 
by highlighting and selecting the J through Z menu option(or press the J-Z on his 
remote 900). After selecting J through Z, the second or extended home menu screen 
1010 would appear on a subscriber's television set. This menu would then list 
options J through Z separately by name. Theoretically, the home menu 1010 may 
have many extended home menu screens. However, any more than a few extended 
home menu screens would confuse the average subscriber. 
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The home menu 1010 of Figure 16d adds an additional feature at the 
bottom of the television screen 1011. This option allows a subscriber to see only 
those program selections that are available on broadcast television. Figures 16a-d 
are but a few of the numerous variations available for the home menu 1010. 

Additionally, as shown in Figure 17, in an alternate embodiment, the 
home menu 1010 (or menu which would normally follow the introductory menu 
1000) can be simply the standard cable channel line-up. Offering the standard cable 
line-up on a separate menu may make selection easier for viewers with small 
television screens. 

Figures 18a and 18b are examples of major menus 1020. In particular, 
Figures 18a and 18b show a major menu 1040 whose category is hit movies. The hit 
movie category is a list of recently released movies which have been found to be 
popular among movie goers. This movie list is changed once or twice a week to 
keep in line with new movie releases. Again, multi-window and customized 
window techniques are utilized to make the menu as user friendly as possible. 

Figure 18a shows the preferred embodiment of the hit movies menu 
1040. The hit movies menu icon along with the hit movies category letter A are 
displayed. The current date and time are displayed at the top of the screen over a 
menu background. Ten movie selections are displayed in the center of the screen 
1009, each in a box which may be highlighted when selected. In the lower left part of 
the screen, a logo window 1512 is available as well as two other option choices 1011, 
Movie Library and Return to Cable TV. In an alternate embodiment, the return to 
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Cable TV option is changed to return to the Home menu 1010 (or return to other 
viewing choices). 

In Figure 18b, the left upper window 1002 displays current time and the 
right upper window 1004 displays a message. This menu provides a list of eight 
movie titles and their rating 1009. If the subscriber desires further information on 
any particular movie he may select a movie using the cursor movement buttons 
and press the "go" button on the remote control 900 or set top terminal 220 box. 

It is important in creating user friendly interfaces that the menus are 
consistent and follow a pattern. A manner of making the menus is discussed below 
with respect to Figures 55 and 56. This consistency or pattern between the different 
menus provides a level of comfort to the subscriber when encountering new 
menus. In the major menu 1020 example of Figure 18a, the upper sash 1502 and 
lower sash 1504 remain consistent throughout menus in the preferred embodiment. 
The logos 1508, icons 1510 and titles also remain consistent in the same locations. 

In the major menu 1020 example of Figure 18b, the customized 
windows 1002, 1004 in the upper corners remain constant from menu to menu. 
Also, the name of the menu and category are at the top and center of the menu 
screen 1039. To make the menu aesthetically pleasing, the instructions are given 
across the center of the screen and choices in large legible type are provided. 
Additionally, at the bottom of most menu screens 1011, the subscriber is given the 
option of returning to regular TV or returning to the home menu 1010. 
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Figures 18c-18g show alternative embodiments of major menus 1020 
for the home menu shown in Figure 16a. Figures 18c-18g show various major 
menus directed to the type of subscription services available (basic service 1420, basic 
plus 1422, economy package 1424, ala carte and premium channels 1426). These 
menus also provide promotional or advertising information, for example, the cost 
for the particular subscription service. Figure 18g shows a major menu for the 
Learning Channel 1428, one of the individual channels shown in the home menu 
of Figure 16a. 

These menus may be grouped in similar colors or shades of colors. For 
example, the basic subscription service could have a light pink color. As the 
subscription services increase in terms of the number of channels available, the 
color shading may increase correspondingly. Therefore, the premium subscription 
service (ala carte service) would have a dark red color, contrasting with the light 
pink color of the basic subscription service. 

In Figure 18b, the movie titled Terminator Four is highlighted, 
signifying that the subscriber has chosen this program option from the hit movie 
major menu. Figures 19a and 19b show submenus 1050 which would follow the 
selection of Terminator Four on the hit movie major menu. In Figure 19a, the sash 
across the top of the screen 1502 remains constant from major menu 1020 to 
program description submenu 1050. Again in Figure 19b, for the comfort of the 
subscriber, the left upper window 1002 remains the same and shows the current 
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time. The upper right-hand corner 1004 carries a message stating the next start time 
for the movie selected. 

In order to allow subscribers to view hit movies at their convenience, 
multiple start times for the same movie are provided. In order to provide the 
multiple start time service, the same movie must be shown on multiple channels at 
staggered start times. For example, if Terminator Four is a two-hour length movie 
it can be shown continuously on eight different channels, with each showing 
delayed fifteen minutes after the previous showing. This allows the subscriber to 
begin viewing the movie within a fifteen minute time interval. Since the 
subscriber is not required to find the channel which has the correct start time, the 
subscriber is unaware that the movie is being shown on eight different channels. In 
fact, with the use of the submenus 1050, a subscriber is able to nearly effortlessly 
choose the correct channel and correct activation time for viewing the desired 
movie. The channel selection is invisible to the subscriber. 

The set top terminal 220 is able to automatically determine which 
channel will next begin to show the selected movie using any number of 
techniques. For example, the set top terminal 220 will have an internal clock 
representing the current time. The set top terminal 220 could compare the current 
time with the start times for the movie on the various channels. Alternatively, a 
signal could be sent with the movie on all channels. This signal will set, or reset, a 
counter to indicate that a particular channel will next begin the movie. Those 
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skilled in the art may recognize that other methods to determine the next available 
start time and channel for the selected movie are available. 

The Figures 19a and 19b movie description submenus 1120 retain the 
title in a window at the top center of the screen. A multiple window technique is 
used in the middle of this menu to display a description of the movie and one or 
more video frames that assist the subscriber in selecting the movie. This window of 
video 1556 that is provided by the menu may be a still picture, a short but repetitive 
video cut, or a portion of the movie that is currently showing on any one of the 
channels carrying the movie at the time of the submenu's 1050 display. 

Just below the video window, the submenu provides the cost of 
viewing the movie and the movie length in hours and minutes. An additional 
strip window 1558 is provided, below the video and description windows, 
informing the subscriber of the movie's release date. 

Moving towards the bottom of the menu, the subscriber is given at 
least three options. One, the ability to order the movie 1009, two, to return to the hit 
movie menu 1011, and three, to press "go" and return to regular TV 1011. In the 
preferred embodiment, the subscriber is also given the option of previewing the 
movie. Figures 19a and 19b show that the Order option has been selected by the 
subscriber 1009. 

Figures 20a and 20b show the next submenu 1125 in the hit movie 
menu sequence from the selection of Terminator Four . This particular submenu 
1125 shows confirmation of the subscriber's hit movie order of Terminator Four. 
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Figure 20a retains the sash across both the top 1502 and bottom 1504 of the screen. 
The format of the Figure 20b menu 1125 maintains the current time in the left 
upper window 1002, the title in the top center window, and the next start time in the 
upper right-hand window 1004. 

The center of the submenu screens 1125 is a video window 1556 which 
may be used for still or moving video. The submenu provides the subscriber with 
two on-screen options. The subscriber may return to regular TV 1009 or may join 
the movie Terminator Four already in progress 1011. In an alternative embodiment 
of this submenu 1125, the user is given the ability to return directly to the home 
menu screen 1010. 

When the movie's start time is approaching, the set top terminal 220 
will automatically bring the viewer to the correct channel carrying the movie 
Terminator Four . 

Figures 21a and 21b are notification submenus informing the user that 
his program selection is about to begin (e.g., counting down until start time). Using 
this submenu, the set top terminal 220 warns the user prior to switching him away 
from the channel he is viewing to a prior selected program channel. This 
notification submenu is provided to the subscriber approximately one or more 
minutes before the set top terminal 220 changes the viewing channel. 

Both notification submenu examples allow the subscriber to cancel his 
movie order. In Figure 21a, the subscriber is notified in the center of the screen that 
he may cancel within the first five minutes. In Figure 21b the subscriber may press 
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escape to cancel his order without charge. The notification submenu of Figure 21b 
informs the user of the start time at the upper right portion of the screen. 

The notification submenu of Figure 21b is a simple three- window 
menu. A strip window at the top of the screen 1103 notifies the subscriber of the 
movie selected and the amount of time before the movie will begin. The center 
window is a large video window 1556 for displaying a scene from the movie. At the 
bottom of the screen the submenu carries another strip menu 1105 which informs 
the user that he may escape from his program selection without charge. 

Using a notification submenu 1127, the set top terminal 220 may allow 
a subscriber to view other programs prior to his movie start time. The subscriber is 
amply notified of the start time of his program and effortlessly moved to the correct 
channel to view his selected program. This notification-type submenu may be used 
to move a subscriber from his current channel to any preselected channel for 
viewing a program which has been ordered at an earlier time. In the preferred 
embodiment, the amount of time provided by the notification submenu may be 
customized by the subscriber to a length of his preference. The notification 
submenu also allows a subscriber to cancel or escape from his previously selected 
program choice and avoid any charges. If a subscriber cancels or escapes he is 
returned to the channel that he is currently watching. 

As shown in Figure 22a, in the preferred embodiment, the subscriber is 
given a During Program Menu, specifically an Overlay menu 1130 to inform him 
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when his five minutes of movie escape time have expired. Once the time has 
expired the subscriber will be billed for the movie selection. 

Figure 22b is an overlay menu 1133 warning the user that he is 
escaping a program after being charged for the order of that program. The warning 
overlay menu 1133 of Figure 22b follows in sequence and is prompted by a hidden 
menu which constantly monitors for subscriber input during viewing of the 
program. The hit movie hidden menu (not shown) specifically waits for certain key 
entries by the subscriber. In particular, the hit movie hidden menu awaits for a key 
stroke such as escape, cancel or an icon selection. If the escape button is depressed 
during the viewing of a hit movie the overlay menu of Figure 22a or Figure 22b will 
be shown. A strip menu in the lower sash of Figure 22b allows the subscriber to 
resume full screen viewing of the hit movie. 

Figure 22b is a representative example of an overlay menu 1133. It has 
a dark lower background sash and a light colored informational sash. The upper 
portion of the screen continues to display the video of the program selected. Figure 
22c is a reentry to ordered selection submenu 1135 for the hit movie category. The 
reentry to ordered selection submenus appear whenever a subscriber selects a 
programming option (program, event, or subscription channel), that the subscriber 
has already ordered. This menu has a program title window with a text title entry, 
and a description of the order that has already been placed for the program (or 
channel). In the preferred embodiment, the submenus which allow reentry to 
ordered selection provide the subscriber with the added option of joining the 
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program within any fifteen minute interval. This special feature of the preferred 
embodiment allows a subscriber who has viewed one-half of a particular program to 
rejoin the program at the half-way point. In this manner, the program delivery 
system mimics a VCR tape recording of the program. For example, if a subscriber 
had rented a videotape of the movie Terminator 4 and had watched thirty minutes 
of the movie, he would have left his videotape in the thirty minute position. With 
the menu of Figure 22c a subscriber to the system who has watched thirty minutes of 
Terminator 4 may reenter the Terminator movie at the thirty-one to forty-five 
minute interval as shown in Figure 22c. The nine-fifteen minute blocks of the 
menu display blocks are representative of the choices available for a two-hour hit 
movie. Other variations are possible depending on the length of the movie and the 
timing intervals desired. 

Figure 23 shows the major menu for the movie library category 1048. 
The movie library category provides subscriber access to a large number of movies. 
Using several transmission channels, each movie in the library is shown at least 
once during a one-month period. Using the movie library, a subscriber may access 
information on a particular movie and ascertain the various start times for that 
movie. In the preferred embodiment, the subscriber will use the movie library in 
conjunction with his VCR or other video taping machinery. In that way, a 
subscriber may tape movies which are shown at inconvenient start times for later 
viewing. By activating the proper features of the set top terminal 220, a subscriber 
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may have the terminal activate the television and the VCR and perform all the 
functions necessary to tape a movie. 

The movie library major menu shown is an extended menu having 
many follow-on extensions to the major menu shown. The extended menus 
continue to show lists of movies in alphabetical order. In an alternative 
embodiment, the movie library is broken down into subcategories of various types 
of movies. For instance, movie categories such as murder-mystery, documentaries, 
westerns, and science fiction would appear on the movie library major menu. By 
selecting one of these movie library subcategories the subscriber would be moved 
onto a particular submenu for that movie library subcategory. Each submenu would 
list movie titles whose contents fall within the particular subcategory. 

Following a selection of a movie title, the subscriber is displayed a 
movie description submenu. Figure 24 shows a typical movie description submenu 
1140. In order to maintain a similar pattern throughout the menus, Figure 24, 
movie description submenu 1140 for the movie library, is designed similarly to 
Figure 19b which is a movie description submenu for the hit movies category. The 
primary difference between Figures 24 and 19b is the display of the movie library 
title number in the upper right-hand corner of Figure 24. Figure 24 provides three 
options for the subscriber. The subscriber may order the movie described, return to 
the movie library major menu, or return to regular TV. 

Figure 25 shows a confirmation submenu 1142 for the movie library. 
This menu screen confirms the movie selection, start date, start time and informs 
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the subscriber that his VCR will be automatically turned on. During this submenu, 
the user may return to the movie library major menu, return to regular TV or 
cancel his movie library order by pressing the escape button. Figure 25 shows that 
the subscriber has selected to return to regular TV. The subscriber's VCR or other 
video taping equipment must be connected to the set top terminal 220 for the 
automatic taping feature to operate. 

The series of Figures 26a, 27a, 28a and 29a, and the series of Figures 26b, 
27b, 28b, and 29b depict a typical menu sequence including a major menu 1028, 1042 
(Figures 26a and 26b), a subcategory submenu 1148 (Figures 27a and 27b), a program 
description submenu 1152 (Figures 28a and 28b), and a confirmation submenu 1154 
(Figures 29a and 29b). This simple progression of menus repeats itself through the 
menu tree of Figures 14a and 4b. 

In the preferred embodiment, Figures 26a, 27a, 28a, and 29a are a series 
of menus which are categorized in the Documentary and News Major category. 
Whereas in the alternate embodiment, Figures 26b, 27b, 28b, and 29b are a series of 
menus that relate to the Discovery® video selection services category. Figure 26b is 
the Discovery video selection service major menu 1042. This major menu shows 
twelve different categories of services available to the subscriber. The upper right- 
hand corner window of this major menu briefly describes the types of services 
which are available on this menu. After selecting a subcategory from this major 
menu the set top terminal 220 moves the subscriber to a submenu describing 
programs that are available in the subcategory. Figures 26a and 26b show that the 
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subcategory Discovery channel choice has been selected by the subscriber from a 
major menu. 

Figure 27a is a submenu for subcategory Discovery channel choice 1148, 
and shows six programming choices available for this subcategory. In an alternate 
embodiment, Figure 27b displays only four program choices. By choosing one of the 
programming choices on this Discovery channel choice submenu, the subscriber 
may obtain more information about the particular program. Again, the subscriber is 
able to return to the major menu or return to regular TV by selecting options in the 
lower part of his screen. In Figures 27a and 27b, the subscriber has highlighted and 
selected the program War Birds for further description. 

Figures 28a and 28b are description submenus 1152 which describe an 
available program, War Birds . Since the preferred embodiments follow a pattern 
throughout the menus, Figures 28a and 28b are similar to Figures 24, 19a and 19b 
which describe other programming selections available on the system. Figures 28a 
and 28b use the upper right-hand corner window 1004 to inform the subscriber of 
the next start time available for the particular program War Birds . In packaging the 
special selection of programs, the programmer at his option may show an identical 
program on several channels in order to permit the subscriber greater flexibility in 
start times. Figures 28a and 28b show the use of a strip menu across the lower half 
of the screen displaying a message and the price of the program. Similar to other 
submenus, the subscriber may order the program, return to the major menu, or 
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return to regular TV simply by selecting the choices on the lower part of his screen. 
Figures 28a and 28b depict the subscriber ordering the program War Birds . 

Figures 29a and 29b are confirmation submenus 1154 similar to 
confirmation submenus in other major menu categories. It confirms the 
subscriber's order of the program War Birds . The Figure 29a confirmation submenu 
retains the video window from the prior submenus and also displays the program 
running time. The submenu of Figure 29b shows a strip window 1105 on the lower 
part of the screen displaying an "800" number and advertising the Discovery catalog. 
Similar windows may be used throughout submenus to assist in advertising for 
particular programs, channels, or groups of programs. Many variations of the 
confirmation submenu are possible. 

This confirmation submenu allows the user to join the selected 
program already in progress or return to regular TV. In addition, by depressing the 
escape button, the subscriber may cancel his order of War Birds from this screen. 

Figure 29c is an example of an overlay menu 1156 presented when a 
subscriber is exiting from a program selection in which he may rejoin at a later time. 
This exiting ordered program overlay menu 1156 is appropriate whenever a 
subscriber may return to a program or channel without additional charges. Since 
many of the programs selections are authorized for viewing on a two-day, weekly, 
or monthly basis, the exiting ordered program overlay is useful in a number of 
situations. 
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This overlay menu follows a similar format as other overlay menus 
having a darker colored lower sash and lighter colored second sash with text 
information. The sashes are overlayed on the program video currently being 
watched by the subscriber. 

Additionally, an exiting ordered program overlay menu 1156 may be 
provided for one-time viewing program selections which a view cannot return. 
These exiting ordered program overlay menus would thank the viewer for ordering 
the particular program or channel and entice the viewer to order a similar program 
from the same network. For example, an exiting program overlay menu for a live 
sports event such as boxing, would thank the viewer and remind him that the 
network carries regularly scheduled boxing events on a weekly basis. 

Figures 30 through 34 relate to the ordering of specialty channels 
through the menu driven system. Figure 30 is a major menu 1044 that lists fifteen 
specialty channels that are available for subscription and viewing. In this particular 
major menu 1044, the lower half of the screen 1009, which is utilized to provide the 
various programming choices, is divided into three vertical sections allowing room 
for fifteen choices. This major menu category is different from the others in that 
individual programs are not ordered but instead channels are subscribed to on a 
monthly or yearly basis. To use this submenu, a subscriber need only select and 
press "go" on the channel of his choice. 

After the subscriber selects a channel, the channel description submenu 
1160 of Figure 31 replaces the major menu on the subscriber's television screen. 
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This description submenu 1160 has windows that are similar to other description 
submenus used throughout the menu driven system. In this description submenu 
1160, the upper right-hand corner 1004 is used to display the subscription cost for the 
channel. The upper left-hand corner 1002 of this submenu is used to display the 
method in which the subscription price will be billed to the subscriber. In this 
specific scenario, the current time has little bearing on the subscriber's decision to 
order the displayed channel and therefore is not shown on the television screen. 
Figure 31 shows that the subscriber has ordered the Science Fiction channel. 

Figure 32 shows a submenu 1164 which confirms the subscriber's order 
and thanks him for subscribing. If the subscriber is already paying for the selected 
channel, instead of Figure 32 confirming his order, he is provided with the divided 
menu 1156 of Figure 33 informing him that he is a current subscriber of the Science 
Fiction channel. In both the screen of Figure 32 and the screen of Figure 33, the 
subscriber is allowed to join the channel in progress. After an ample period of time 
for the subscriber to read the screen menu, the menu is removed from the 
television screen and the subscriber has a complete view of the programming in 
progress. This is shown in Figure 34 for the Science Fiction channel. 

Figures 35-38 refer to the selection of a magazine channel. In 
particular, Figures 35-37 show a series of menus for selecting and ordering one 
specific magazine channel, the sci-fiction channel. 

Figure 35 shows a major menu for magazine channels 1030. This 
major menu falls under the letter F, Major Menu, and has an icon showing three 
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magazines. The magazine channel major menu has a menu display block with 15 
options, three columns, each with five selection options. Magazine channels are 
specialty channels targeted to a particular audience. In the preferred embodiment, 
each of the magazine channels has a monthly subscription. Figure 35 shows the sci- 
fiction magazine highlighted. 

Figure 36 is a channel description submenu 1170 for the science-fiction 
channel. This menu has a network logo in the upper left hand part of the screen 
generated from the logo graphics file 820. The name of the channel is prominently 
displayed across the top. In the preferred embodiment, the text for a channel or 
network name is stored in long-term text storage. The text description of the 
channel on the right part of the screen may also be stored in long-term text storage. 
A video window 1556 and a video description window are also shown. This 
channel description submenu is similar to other program description menus and 
exemplary of the channel description submenus for any magazine channel. 

If the subscriber orders a science-fiction channel, he will receive the 
confirmation menu 1172 shown in Figure 37. This is a representative confirmation 
menu for subscribing to any network channel. A second sash of approximately 
equal width to the upper sash of the background menu is displayed in a color 
preferably different than that of the upper sash. Within the confirmation sash, a 
network logo and a standard text description thanking the subscriber are placed on 
the screen. At any time during this menu screen, the subscriber may cancel his 
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subscription to the channel by pressing cancel on his remote 900 or set top 
termination burton 645. 

In the preferred embodiment shown, the area of the screen below the 
two sashes is filled with video from the channel being subscribed. In an alternative 
embodiment, further text information is provided instead of a video display. 

Figure 38 shows a reentry to ordered subscription submenu, similar to 
submenu 1156 in Figure 33. This particular reentry submenu (magazine channel 
reentry submenu 1173) is for the magazine channel Gourmet. A light colored 
second sash is provided at the top of the screen with the network logo and text 
informing the subscriber that he has already ordered this particular channel. The 
reentry submenus 1156 generally allow a subscriber to immediately join 
programming in process. The current program on the Gourmet channel is shown 
in most of the remaining portion of the screen. 

In this particular preferred embodiment shown, a special title sash is 
included as an overlay in the lower portion of the screen. This sash identifies the 
current program being shown on the channel with a text description. The set top 
terminal may derive this text description from either the STTCIS, the VBI, or other 
digital signals. 

Figures 39-42 show a series of menus for selecting the documentary 
news program from the CBS library, called 60 Minutes . Although this is a regularly 
scheduled weekly program, it may be viewed by subscribers to the present invention 
at nonscheduled times. Figure 39 shows a major menu 1028 for documentary and 
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news programs. This major menu has a specific icon and letter designation which 
are shown in the upper left hand corner. This major menu has 12 selection options 
1009 in the menu display blocks. They comprise two rows, each with six options. In 
this particular menu, the upper left hand corner option is highlighted. In general, 
the upper left hand corner option is the default for the cursor highlight overlay 
1526. 

Figure 40 shows a subcategory submenu 1174 displaying five options. 
This subcategory menu shows specific programs which are available. The cursor 
highlight overlay is at the top of the screen in its default position. From this cursor 
position, the subscriber may order the program 60 Minutes. 

Figure 41 shows the next menu in the sequence for ordering the 
program 60 Minutes. This program description submenu 1176 displays the network 
logo, program title, program description, video window, video description window, 
and the next program start time. In the preferred embodiment, the next program 
start time is displayed beneath the current time. The program title and program 
description text may be stored in the intermediary text storage 877. In the preferred 
embodiment, the video description window 1556 displays running time and price of 
program. If the subscriber orders the program from the program description menu, 
he is sequenced to a confirmation menu. 

Figure 42 is a confirmation submenu 1178 for the program 60 Minutes. 
In this embodiment shown, the program description menu and confirmation menu 
are nearly identical. The primary difference being the confirmation text description 



98 



and ability to join the program in progress. In the embodiment shown, the 
confirmation text is customized for the particular subcategory CBS Library. In 
alternate embodiments, the confirmation text is a standard text being generated 
from long-term text storage. Confirmation submenus may be designed to show the 
user more video and less menu graphics and text. 

Figure 43 is a major menu 1026 for category E, Entertainment Choice. 
The Entertainment Choice category shows the best entertainment programming 
available during a given week. Figures 43 and 44 show the selection of a program in 
the Entertainment Choice category. The Entertainment Choice major menu 1026 
has a menu display block for five programs. 

Figure 44 shows a program description submenu 1182 for a selection on 
the Entertainment Choice major menu. In this program description submenu, the 
next start is shown in the upper right hand corner. The program title text is shown 
centered, along with program description text on the right half of the screen. The 
video window and video description window are provided on the left half of the 
screen. In the particular embodiment shown, the price of the program is placed on 
the first line of text in the video description and the run time is shown on the 
second line of text in the video description window. The program may be ordered 
by highlighting the menu display block beneath the program description text using 
cursor movement keys. This submenu 1182 allows the subscriber, via a strip menu 
located in the lower sash, to return to the major menu, namely menu E 1026. 
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Figures 45 and 46 relate to the category of Children's Programs. Figure 
45 is the major menu 1024 for Children's Programs, displaying five program options 
in its menu display blocks. Figure 46 is a program description submenu displaying 
the program Beauty and the Beast. This program description submenu is similar to 
that shown in Figure 44. Again, a strip menu in the lower sash allows the subscriber 
to return to the major menu, in this case, menu C 1024. In alternative 
embodiments, the subscriber may return to the home menu from any submenu 
screen. This return to home menu feature may also be embodied in a strip menu in 
the lower sash. 

Figures 47, 48, and 49a-49d relate to menus available within the major 
category of Sports. Figure 47 is an example of a major menu screen 1022 for the 
Sports category. This window exemplifies the ability to mix pay-per-unit programs, 
free programs, and a subcategory selection, all within one major menu screen. This 
is also representative of the mixing of programming types and subcategories that 
may be conducted at any menu level (major menu or submenu). By highlighting 
one of the three menu blocks shown, the subscriber may obtain more information 
on each of the three different types of programming that are available. 

Figure 48 is a program description submenu 1222 for NFL Highlights, 
which a subscriber would receive if he made the NFL Highlights selection on the 
major menu 1022 of Figure 47. In particular, Figure 48 shows a program description 
submenu for a program which must be paid for once each week for viewing. Once 
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the program has been ordered by that particular set top terminal, the terminal is 
authorized to allow subscriber viewing for the remainder of the football week. 

Figures 49a-49d illustrate the manner in which a category or 
subcategory of programs may be shown in a weekly schedule 1224. Seven of the 
menu display block options of Figure 49a are for daily live events. The eighth menu 
selection block in the lower right hand corner of the menu display blocks allows the 
viewer to see what live programming is available during the month. In this 
manner, future television programs may be advertised. 

Figure 49b shows a live programming event menu 1226 which is 
available only on a particular day. Since the text description of this menu may be 
updated at least once a day, circumstances which affect the live program may be 
described in the text. For example, in a single elimination tennis tournament, the 
star tennis players who have not been eliminated may be listed in the text. From 
this menu, the subscriber may return to the subcategory submenu, Sports Events, or 
return to the major menu letter B, Sports, or return to cable TV. In the preferred 
embodiment, the subscriber is given the ability to sequence back to his last menu 
screen and, in some instances, sequence back to subcategory menu screens. 

Figure 49c and 49d relate to programming on a particular day 
(Saturday). The submenu of 49c falls within a subcategory of a major menu and is 
therefore three menu sequences below the home menu. This particular menu 1228 
lists an odd number of programming options. The menu display blocks allow 12 
football games selections and one boxing event, which is a larger box across the 
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lower part of the screen. By changing the menu display block sizes, the packager can 
focus the subscriber's attention on a particular program. Menus may show standard 
time, such as eastern time, or may show regional times to the subscriber. 

Figure 49d is a program description submenu 1229 whose description 
text will generally remain constant for a period of one week. The program title text 
"College Football" is frequently used and may be stored in long-term text storage. 

Figures 50a and 50b relate to HDTV. Figure 50a is an example of a 
menu 1032 advertising a new feature of the system. Promotional menus, such as 
Figure 50a, may be dispersed throughout the menu driven program selection 
system. This particular menu describes the HDTV feature and explains its 
unavailability until a future date. Figure 50b shows the integration of HDTV 
services into the menu driven program delivery system. If the subscriber selects the 
major menu for HDTV, he will either receive a description of the service with a 
suggestion to order the system, or a text note that he is a current subscriber and a 
listing of the currently available program selections in HDTV 1232. If the subscriber 
has not paid to join the particular service, HDTV, he may be allowed to join one of 
the programs in progress for a limited time as a demo to entice the subscriber to 
order. 

If the subscriber has paid his HDTV fees, a subscriber proceeds as he 
would in any other major menu screen. 

This particular major menu shows an example of how a follow-on or 
second screen may exist for the same menu. In this particular case, a second screen 
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exists for the major menu HDTV 1032. The subscriber may access the second screen 
1232 by selecting the last menu display block in the lower part of the screen "Other 
HDTV Selections". Following this selection, the subscriber will be given a second 
screen of program selections. In this manner, any menu can have multiple screens 
with many program choices. This type of screen pagination on one menu allows 
the packager to avoid categorizing program selections within that same menu. In 
an alternative embodiment, the options available to the subscriber may be scrolled 
on one menu screen with the text within the menu display blocks changing as the 
subscriber scrolls up or scrolls down. 

In the preferred embodiment, TV guide services, listing programs 
available on network schedules, will be available on a major menu, as shown in 
Figure 51a. In the preferred embodiment, the major TV guide menu 1036 would 
offer submenus, such as network schedules for the next seven days, today's network 
schedules for the next six hours, and TV guide picks for the next seven days. If the 
particular set top terminal 220 has been subscribed to the TV guide service, the 
subscriber may proceed to a submenu showing schedules of programs. If the 
subscriber chooses the network schedule submenu 1236, he is offered a list of 
network schedules to choose from as shown in Figure 51b. If a subscriber were to 
choose, for instance, HBO, the submenu 1238 shown in Figure 51c would appear. 
This submenu allows a subscriber to choose the program date that interests him. 
Following selection of a date, the subscriber is shown a more specific submenu 1242 
listing programs available on the particular date as shown in 51 d. 
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Following a program choice, a program description submenu 1244 is 
placed on the television screen as shown in Figure 51 e. In addition, from this 
program description submenu, the viewer may choose to record the selected 
program on his VCR using the guide record feature. If the guide record feature is 
chosen, the guide record submenu 1248 shown in Figure 51f provides the subscriber 
with further instructions. In order for the set top terminal 220 to perform the guide 
record functions and operate the VCR, control signals must be sent from the set top 
terminal 220 to the VCR via the video connection 650 or via a separate connection 
between the set top terminal 220 and the VCR. The VCR must be capable of 
interpreting these control signals from the set top terminal 220 and performing the 
desired function (such as, activating the record feature). In the preferred 
embodiment, the VCR control signals are sent with the video signal and output 
from the output 650, as described above. 

Figures 51g and 51h refer to the broadcast TV menu option available in 
Figure 14b. Figure 51g is a major menu 1046 displaying subcategories of programs 
available on a group of channels called generically "broadcast TV." For each 
subcategory there is a separate submenu listing programs that are available in the 
particular subcategory on a group of channels called broadcast TV. 

By using the broadcast TV menu, the subscriber does not need a written 
guide of available television programming on the major networks. Although the 
preferred embodiment categorizes television programs available on the major 
networks, a simple chronological listing of programs may also be used. 
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Following a subcategory selection on the broadcast TV menu such as 
favorite channels, the set top terminal 220 will display a submenu of programs as 
shown in Figure 51h. The favorite channel program menu 1256 of Figure 51h 
allows the subscriber to choose among eight programs in progress at 9:45 p.m. on a 
broadcast TV network. 

Using this methodology, the subscriber may also be allowed to choose 
among television programs which will be available for viewing in the next half 
hour or hour. When the time of the preselected program is approaching, the set top 
terminal 220 will display a notification menu or window to the subscriber (similar 
to Figure 21a and 21b) informing him of an eminent change of channels to a 
previously selected program. 

In order for the set top terminal 220 to establish a favorite channel list, 
menus querying the subscriber and allowing the subscriber to input his selection of 
eight favorite channels must be displayed. Alternatively, the set top terminal 220 
box can "learn" which channels are a subscriber's favorite channels. A simple 
learning process would involve the set top terminal 220 determining which 
channels were the most often watched and assume those channels are the 
subscriber's favorite channels. Favorite channels are preferably stored in memory in 
the set top terminal 220. Figure 51g, the broadcast TV menu 1046, has a separate 
category for often watched channels which allow the subscriber or the set top 
terminal 220 in a learning mode to choose eight additional channels for display. 
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In a manner similar to learning the most often watched channels of 
the subscriber, the terminal can also determine the most often watched shows by the 
subscriber. After developing (or learning) a list of popular shows or querying the 
subscriber for a list of popular shows the terminal can display a submenu allowing 
the subscriber to choose one of his popular shows for viewing. 

In order for the set top terminal 220 to develop submenus for 
subcategories in Figure 51g which relate to the content of the programs, the terminal 
must receive information on the content of the programs from the Operations 
Center 202 (via the cable headend 208). Normally the set top terminal 220 would 
receive this information in the form of the program control information signal (or 
STTCIS). 

Although various embodiments of menus for broadcast TV are 
possible, the goals of each are the same - to eliminate or augment printed guides to 
television programs. 

In an alternative embodiment, a program viewing suggestion feature is 
available as an additional feature. This feature gives the indecisive viewer or lazy 
viewer suggestions as to which programs he should watch. The set top terminal 220 
uses a matching algorithm to accomplish the program viewing suggestion feature. 

In order for the set top terminal 220 to make decisions on which 
programs the subscriber should watch, the terminal must create a personal profile 
for the particular viewer. From the data in the particular viewer's personal profile 
and the television program information available in the program control 
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information signal, the set top terminal 220 is able to select a group of programs 
which the particular viewer is most likely to watch. 

In order for this feature to operate, the set top terminal 220 builds a 
personal profile for each viewer and stores the information in a memory file by 
viewer name. To build a personal profile, the viewer answers a series of questions 
presented on a series of menu screens. These personal profile screens request the 
viewer to input information such as name, sex, age, place of birth, place of lower 
school education, employment type, level of education, amount of television 
program viewing per week, and the number of shows in particular categories that 
the viewer watches in a given week such as, sports, movies, documentaries, sitcoms, 
etc. Any demographic information which will assist the set top terminal 220 in 
suggesting television programs to the viewer may be used. 

Once a personal profile has been created (in a particular set top 
terminal 220), it can be indefinitely stored in nonvolatile memory. A selection at 
the home menu screen 1010 activates the program selection feature. Following 
activation of the feature, the set top terminal 220 will present the viewer with a 
series of brief questions to determine the viewer's mood at that particular time. For 
example, the first mood question screen 1260 may ask the viewer to select whether 
he desires a short (30 minute), medium (30-60 minute), or long (60 plus minute) 
program selection, as shown in Figure 51i. The second mood question screen 1262 
requests the viewer to select between a serious program, a thoughtful program, or a 
light program, as shown in Figure 51j. And the third mood question screen 1264 
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requests whether the user desires a passive program or an active program, as shown 
in Figure 51k. The viewer makes his selection in each question menu utilizing the 
cursor movement keys and "go" button on his remote control 900. A variety of 
other mood questions are possible such as fatigue level of the viewer. 

After the viewer has responded to the mood question menus which 
determine his mood, the set top terminal 220 finds the best programming matches 
for the viewer and displays an offering of several suggested programs to the viewer 
(three or more programs are preferred) . The matching algorithm compares the 
viewer profile data with information about the program derived from the program 
control information (or STTCIS) signal, such as show category, description type, 
length, etc. Using the personal profile information and mood questions suggested 
above, the following types of outcomes are possible. If the set top terminal 220 is 
presented with a young lady viewer, educated in Boston who watches sitcoms on a 
regular basis, and desires a short, light, passive program, a match might be found 
with the 30-minute sitcom Cheers, the sitcom Designing Women, and Murphy 
Brown . Taking another example, a middle-aged male viewer from the Boston area, 
wishing a longer length, light, passive program suggestion might be suggested the 
New England Patriots game, the Boston Red Sox game and a science fiction movie. 

With this program selection feature, the set top terminal 220 can 
intelligently assist the specific viewer in selecting a television program. Instead of 
the set top terminal 220 requiring an input of personal profile information, the 
terminal may also "learn" a subscriber's viewing habits by maintaining historical 
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data on the types of programs the viewer has most frequently watched. This 
information can then be fed to the matching algorithm which selects the suggested 
television programs. 

Using this methodology, it is even possible for the set top terminal 220 
to suggest programs for two viewers. By using two sets of viewer profile 
information, the matching algorithm can find the best match for joint viewing. For 
example, the set top terminal 220 can suggest programs for a couple watching 
television simultaneously. 

Figures 52a, 52b, and 52c demonstrate the use of promotional menus to 
sell subscriptions to services in the system. In particular, Figure 52a is a 
promotional menu 1304 for Level A interactive services. Level A interactive 
services offers subscribers additional information about programs such as quizzes, 
geographical facts, etc. This information may be received by the set top terminal 220 
in several data formats including VBI and in the program control information 
signal. Figure 52b is a promotional menu 1306 for Level B interactive services 
which include a variety of on-line type services such as Prodigy, Yellow Pages, 
Airline Reservations, etc. 

Figure 52c is a promotion menu 1308 for the Level C interactive 
services. The Level C interactive services utilize local storage such as CD technology 
to offer an enormous range of multi-media experiences. The Level C interactive 
services require a hardware upgrade as described earlier. Specially adopted CD-I and 
CD-ROM units are needed for this service. 
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Figures 52d through 52j show menus that are available using the 
interactive Level A services. When interactive Levels A services are available in a 
television program, the system will display the interactive logo consisting of the 
letter "I" and two arrows with semicircular tails. In the preferred embodiment the 
set top terminal 220 will place the interactive logo on the television screen as an 
overlay menu 1310. In the preferred embodiment, the set top terminal 220 will 
detect that there is data or information available about a television program which 
can be displayed to a subscriber using the interactive service. When the set top 
terminal 220 senses that there is interactive information available, it will generate 
the interactive logo overlay menu and place it on the television screen. For 
example, the set top terminal 220 will detect that information on a television 
program is being sent in the vertical blanking interval (VBI) and generate an 
interactive logo overlay menu which will appear on the subscriber's television 
screen for approximately fifteen seconds during each ten minute interval of 
programming. 

When the subscriber sees the interactive logo on his television screen, 
he is made aware of the fact that interactive services are available in conjunction 
with his television program. If the subscriber presses his interactive remote control 
button, an additional overlay menu will be generated by the set top terminal 220 and 
placed on the screen. This menu 1310 is shown in Figure 52d being overlayed on an 
interactive television program. From this menu the subscriber may select 
interactive features or return to the television program without interactive features. 
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If the subscriber selects interactive features he will be presented with 
the interactive Level A submenu 1312 in Figure 52e. From this submenu the 
subscriber may choose a variety of different types of textual interactivity with the 
current television program. Some examples are quizzes, fast facts, more info, where 
in the world, products, etc. At any time during the interactive submenus the user 
may return to the television program without interactive features. 

This interactive submenu has an example of taking a complete 
television program video, scaling it down to a smaller size and directing the video 
into a video window of a submenu. 

Figure 52f shows an interactive fast facts submenu 1314. In this 
submenu textual information is given to the subscriber in the lower half of his 
screen. This textual information will change as additional data is received by the set 
top terminal 220 relating to this television program. 

Figure 52g shows the use of the subcategory "more information" in the 
interactive service. This submenu 1316 gives additional information related to the 
television program to the viewer in textual form in the lower half of the screen. 
Figure 52h is an interactive submenu 1318 for the subcategory "quiz." In this 
interactive subcategory, the user is presented with questions and a series of possible 
answers. If the subscriber desires, he selects one of the answers to the quiz question. 
After his selection, the set top terminal 220 sequences to another menu. The set top 
terminal 220 sequences to the interactive quiz answers submenu which informs the 
subscriber whether he has chosen the correct answer or not. Figure 52i shows a 
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correctly answered quiz question 1320 and Figure 52j shows an incorrectly answered 
quiz question 1324. In the preferred embodiment, the menu graphics for both of 
these menus 52i and 52j is the same. The only difference is in the text which can be 
generated by the text generator of the set top terminal 220. 

Figure 53a is an example of a submenu for Level B interactive services. 
From this menu screen 1330, any of a number of on-line data services could be 
accessed. In Figure 53a, the airline reservations selection has been selected by the 
subscriber. 

Figures 53b through 531 provide an example of a sequence of menus 
that a subscriber may encounter with an on-line data service. In particular, this 
example relates to airline information and reservations and the subscriber in this 
sequence is reserving and purchasing airline tickets. Figure 53b is an example of the 
first submenu 1332 for a data service offering various options. In this case, the 
subscriber has the option of checking current reservations or making new 
reservations. In each of these submenus related to a data service, the subscriber is 
able to return to the home menu 1010 or regular cable TV and exit the data service. 
Figure 53c requires the subscriber to enter information related to his airline 
reservation in this submenu 1334, such as: domestic or international flight, year of 
flight reservation, month of flight reservation. 

Figure 53d is another submenu in the airline information and 
reservation data service. Figure 53d provides an example of how the subscriber may 
choose among many options on a single screen 1336. In this manner, the preferred 



112 




embodiment of the system can avoid the use of a separate keyboard for textual entry. 
Although a separate keyboard may be provided as an upgrade, it is an added expense 
which some subscribers may wish to avoid. Figure 53d shows an "eye off the 
remote" approach to entering information. Figure 53d allows the user to chose the 
State in which he will depart and the state in which he will arrive. The airline 
information reservation submenu 1338 shown in Figure 53e allows a subscriber to 
choose the airports from which he will depart and arrive and also the approximate 
time period of his departure and his arrival. Figure 53f, an airline information and 
reservation submenu 1340, allows a subscriber to view six available flights. A 
subscriber may select one of the flights to check on its availability. 

Figure 53g, an airline information and reservation submenu 1342, 
allows a subscriber to enter the month, day and year for the availability date he 
desires. In this submenu, the subscriber is offered the option of correcting any errors 
in the entered information. This particular submenu is for a particular flight, 
including flight number. 

Figure 53h, an airline information and reservation submenu 1344, 
allows a subscriber to view remaining seats available on a flight. From the menu, 
the subscriber may select his seat assignments. This submenu is an example of how 
information may be graphically shown to a subscriber using a portion of the menu 
and different coloring schemes. In this menu, the lower half of the screen shows 
the passenger compartment of an airplane with all the seat locations graphically 
represented by square blocks. By coloring the available seat locations in blue and the 



113 



unavailable seat locations in a different color, the menu can present a great deal of 
information in a limited amount of space. This graphic presentation of information 
for the interactive on-line data services is an important method of visually 
displaying large amounts of information to the subscriber. 

Figure 53i, an airline information and reservation submenu 1346, 
allows the subscriber to choose a one-way or round-trip ticket and to confirm his 
reservations. If the subscriber desires to proceed, he may charge his airline ticket to 
his credit card by choosing the appropriate strip menu on the lower part of the 
screen. 

Figure 53j, an airline information and reservation submenu 1348, is an 
example of how credit card purchases may be made using the interactive on-line 
data services. In this particular menu, the subscriber is charging a round-trip plane 
ticket on his credit card. The subscriber simply needs to enter his credit card 
number, expiration date, and credit card type to charge his airline ticket. 

Figure 53k, an airline information and reservation submenu 1350, is an 
example of a menu which may be shown whenever an on-line data service is 
processing a request sent by the subscriber. In this particular menu, the on-line data 
service is processing the subscriber's credit card charge for his airline ticket. 

Figure 531, an airline information and reservation submenu 1352, 
confirms a subscriber's airline ticket purchase and passes on information on where 
the ticket may be picked up. 
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Figure 54a is a major menu 1038 displaying the digital/audio program 
choices which are available for subscribers who have paid the monthly fee. In a 
chart format, the major menu shows the top five, top ten, and top forty songs 
available in six different categories of music. Below the chart, the system is able to 
provide a text message describing the particulars of the audio program selected. 

The digital/audio feature of the invention allows a subscriber to listen 
to CD quality audio selections through his stereo. This can be accomplished by 
running cables directly from the set top terminal 220 to the subscriber's 
amplifier/ stereo system. Alternatively, the user may listen to audio selections 
through his television system. 

Figures 54d and 54e are the same major menu 1038 as Figure 54a but 
shows a different selection and a different program description in the lower text 
1408, 1412. From any of the menu screens for the digital/ audio feature, the 
subscriber may return to regular cable TV with the press of a single button. 

Figures 54b and 54c are promotional menus 1400, 1404 for the 
digital /audio feature. Using the same logos and menu format, the system can 
provide a text description enticing the subscriber to pay the monthly fee and join the 
service. In Figure 54b, the menu allows the user to test the system with a free 
demonstration. The menu in Figure 54c allows the subscriber to request additional 
promotional information about the system. Both Figures 54b and 54c are 
representative of promotional menus that may be used throughout the menued 
system. 
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Figures 55a through 55g and Figures 56a through 56g, show how 
menus are generated by the set top terminal 220. Figures 55a through 55g display the 
building of a major menu screen for the category hit movies. Figure 55a shows the 
background graphics for the hit movie major menu. The background graphics 1500 
comprise an upper sash 1502 across the top of the screen and a lower sash 1504 across 
the bottom of the screen. The background graphics are generated from the 
background graphics file 800 in the memory files of the graphics memory (preferably 
EEPROM) 620. In particular, the hit movie major menu background graphics are 
located in the universal main menu backgrounds subfile 804 of the background 
graphics file 800. This universal major menu background graphic 1500 is 
consistently used in nearly all the major menus. Figure 55b shows the logo graphics 
for the hit movie major menu. The logo graphics 1508 for this major menu consist 
of an icon window 1510 , a cable company logo 1512 in the lower left-hand portion of 
the screen, a channel company logo 1514 in the upper right-hand part of the screen 
and two "go" burtons 1516. The icon graphics 1510 are consistently shown in each of 
the major menus. The cable company logo 1512 is consistently shown in the lower 
left-hand part of the screen in nearly every major menu. These logo graphics 1508 
are created from the logo graphics file 820 in the EEPROM 620. In particular, the 
cable company logo 1512 in the lower left-hand corner of the screen is located in The 
Your Choice TV logos 824 part of the logo graphics file. The network logo 1514 in 
the upper right-hand corner of the screen is generated from the network logo file 
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828 of the logo graphics file 820. The "go" buttons 1516 are generated from the 
graphic elements file 840 of the logo graphics file 820. 

Figure 55c shows the addition of menu displays 1520 to the hit movie 
major menu. In particular, Figure 55c shows a ten block main menu display 1520 
and a strip menu 1522 in the lower part of the screen. The ten display blocks 1520 of 
Figure 55c are generated from the menu display block's subfile 854 of the menu 
display and cursor graphics file 850 shown in Figure 10. The strip menu 1522 located 
on the lower part of the screen is also generated from the menu display block's 
subfile 854. 

Figure 55d shows the addition of a cursor highlight overlay 1526 to the 
hit movie major menu. The cursor highlight overlay 1526 is generated from the 
cursor highlight overlay's submenu 858 of the menu display and cursor graphics file 
850 shown in Figure 10. In the preferred embodiment, the cursor highlight overlay 
1526 is shown by default to be in the upper left-hand menu display block of each 
major menu. This cursor highlight overlay 1526 can be moved on the screen by the 
subscriber using his cursor movement buttons 970. 

Figure 55e shows the text 1530 generated for the hit movies major 
menu. In the preferred embodiment, the text 1530 is generated separately by a text 
generator in the set top terminal unit 220. Those portions of the text that generally 
remain the same for a period of weeks or months may be stored in EEPROM 620 or 
other local storage. For example, the text "HIT MOVIES from" 1531 will consistently 
appear on each hit movies' major menu. This text may be stored on EEPROM 620 or 
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other local storage. Further, text such as that which appears at the lower center part 
of the screen "PRESS HERE TO RETURN TO CABLE TV" 1532 appears many times 
throughout the menu sequence. This text may also be stored locally at the set top 
terminal 220. Text which changes on a regular basis, such as the movie titles (or 
other program selections), will be transmitted to the set top terminal 220 by either 
the operations center 202 or the network controller 214 of the cable headend 208. In 
this manner, the cable headend 208 may change the program selections available on 
any major menu 1020 by modifying the program control information signal sent by 
the operations center 202 and transmitting the change via the STTCIS. It is preferred 
that the text 1530 be generated separately from the graphics because the text can be 
stored locally in a more compact manner requiring less storage space. In addition, it 
allows for easy communication of text changes from the operations center 202 or 
cable headend. 

In alternative embodiments, portions of the text, particularly those 
portions which remain constant, may be incorporated into the graphics and stored 
in either the background graphics file 800 or the logo graphics file 820. 

Figure 55f shows the addition of day 1534, date 1536 and time 1538 
information to the hit movies major menu. This information may be obtained in a 
variety of ways. The day, date, and time information 1540 may be sent from the 
operations center 202, the cable headend (signal processor or network controller 214), 
the uplink site, or generated by the set top terminal unit 220 internally. Each 
manner of generating the day, date, and time information 1540 has advantages and 
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disadvantages which may change given the particular embodiment and costs. In the 
preferred embodiment, the day, date, and time 1540 are generated at a central 
location such as the operations center and are adjusted for regional changes in time 
at the cable headend. 

Figure 55g shows the results of the information in Figures 55a to 55f 
being integrated in the combiner 624 and then displayed on the television screen 
222. The subscriber in viewing the hit movie major menu 1040 is unaware of the 
fact that the menu comprises several distinct part. 

Figures 56a through 56g show the creation and display of a program 
description submenu for a hit movie. Similar to the major menu, the submenu is 
created in parts and combined before being sent to the television screen. Figure 56a 
shows the background graphics 1550 for the program description submenu. In the 
preferred embodiment, the upper sash 1552 and lower sash 1554 of the background 
graphics 1550 are stored together in one location on the EEPROM 620. The video 
window and half-strip window 1558 are also co-located in storage on the EEPROM 
620. The half-strip window 1558 beneath the video window serves 1556 as a means 
for describing the videos shown in the video window 1556. Both sets of graphic 
information 1550, the sashes 1552, 1554 and video window 1556 with description 
1558, are located in the universal submenu backgrounds subfile 808 of the 
background graphics file 800. Both sets of backgrounds appear in many menus and 
are used many times during a sequence of menus. 
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Figure 56b shows the additional logo graphics information 1508 needed 
to create the program description submenu. In the preferred embodiment, the "go" 
logo 1516 can be stored once in memory 620 and directed to the correct portion of the 
screen in which it is needed for a particular memo. Similar to Figure 55b, the 
information needed to create the "your choice" logo 1512 and "go" buttons 1516 is 
stored in the logo graphics file 820. 

Figure 56c shows the addition of menu display information 1520 for 
the program description submenu. Similar to Figure 55c, the information needed 
for Figure 56c menu display blocks is stored in the menu display blocks' subfile 854 
of the menu display and cursor graphics 850. In this particular submenu, there are 
three menu display blocks of rectangular shape. 

Figure 56d shows the addition of cursor highlight overlay information 
1526 for the program description submenu. This information is obtained from the 
cursor highlight overlay submenu 858. For most major menus 1020 and submenus 
1050, only one cursor highlight overlay 1526 will appear on the screen at a given 
time. More cursor highlight overlays 1526 will appear on a screen when the 
subscriber is presented with more than one question. The number of cursor 
highlight overlays 1526 will generally correspond with the number of questions 
being presented to the subscriber on the menu. The cursor highlight overlay 1526 is 
generally assigned a default position on each menu screen and is moved by the 
subscriber using either the remote control 900 or the buttons 645 located at the top of 
the set top terminal 220. 



120 



♦ • 



Figure 56e shows the text generation 1530 necessary for the program 
description submenu for a hit movie. As in Figure 55e, some of the text for the 
program description submenu is consistently on each program description 
submenu, such as "PRESS HERE TO RETURN TO CABLE TV." This textual 
information may be stored locally as opposed to being derived from the STTCIS. 
Regardless of where the text information is stored, it must be processed through the 
text generator 621 before being sent to the combiner 624. 

Figure 56f shows the addition of video 1560 to the video window 1556. 
In an alternative embodiment, the video shown in the program description 
submenu is a still picture. The still picture may be stored in a compressed format 
(such as JPEG) at the set top terminal 220. These video stills 1560 that are used on 
program description submenus as well as other menus, may be transmitted by the 
operations center 202 through the program control information signal from time to 
time. 

In the preferred embodiment, the video window 1556 shows a moving 
video picture. For the hit movies category, the moving video picture may be 
obtained directly from a current feed of the described movie. For example, the 
movie video 1560 shown may be taken directly off of a channel which is currently 
showing the movie Terminator . The set top terminal 220 would decompress the 
channel with the movie Terminator and then manipulate the video signal to place 
it in the video window 1556. This manipulation of the video signal includes scaling 
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down the size of the video screen and redirecting the video to a portion of the menu 
screen which is within the video window of the menu. 

Another method of getting the moving video to the video window 
portion of the submenu, is to obtain the video from a split screen channel. This 
method involves the use of split screen video techniques to send multiple video 
clips on a single channel at a given time. For example, a channel may be divided 
into eight portions of screen space and one of the eight positions may carry the 
Terminator video clip. The set top terminal 220 would decompress the channel and 
manipulate on the one-eighth portion of the screen desired in the video window of 
the submenu. The set top terminal 220 would scale the one-eighth picture , if. 
necessary, and redirect it to the correct position on the screen using known scaling 
and positioning techniques. Additional circuitry may be required in the set top 
terminal 220 to perform adequate scaling and repositioning. 

Figure 56g shows the final product resulting from the combining of 
Figures 56a through 56f. The combiner 624 integrates each of these portions of 
information into a single menu screen 1120. 

The combiner 624 which displays the menus on the television screen 
obtains information primarily from three locations, the graphics generator 622, the 
text generator 621, and the video decompressor 618 (with other video manipulation 
equipment, if necessary). The graphics generator 622 primarily obtains information 
from the graphic memory unit 620 but may receive information in the STTCIS. The 
text generator 621 primarily receives its information from a separate memory for 
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text. However, in certain embodiments the text information may be stored in the 
graphics memory 620 or may be taken directly off the STTCIS. The video signal 
which is sent to the combiner 624 may come directly from one or more video 
decompressors or ancillary video manipulation equipment. 

One of the methods for video clips or promotional video to be sent to 
the set top terminal 220 is through the use of split screen video techniques. Figure 
57a shows the throughput of a single channel using a split screen video technique to 
divide the channel into four parts. In this manner, four different video clips may be 
simultaneously sent on a single channel. Program description submenus can 
acquire one of the video clips shown on the split channel at any given time. 
Generally, this requires the set top terminal 220 to decompress the entire channel, 
acquire one-fourth of the video information, scale the video (if necessary), and 
redirect the video. Using this split screen technique 1602, numerous video clips 
may be sent over a limited number of channels. 

Figure 57b shows an embodiment 1604 in which forty eight different 
video clips are sent simultaneously on a single channel using split screen video 
techniques. In this embodiment, the video signal may need to be scaled upwardly to 
enlarge the picture for viewing in a video window or on a full screen. 

In an alternative embodiment, which avoids the need for redirecting 
video into the portion of the screen which houses the video window 1556, masking 
and menu graphics are used to cover the portions of the channel video that are not 
needed. This masking technique allows the split screen video to remain in the 
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same portion of the screen that it is transmitted by the operations center. The 
masking then is adjusted to cover the undesired portions of the screen. These 
masks would be stored in the background graphics file 800 similarly to other 
background files for menus. The advantage of the system is the cost savings in not 
needing to redirect video. The disadvantage of the system is that the video window 
on a description submenu, for example, would not remain in the same location 
from menu to menu. This inconsistency in video window location detracts from 
the aesthetically pleasing aspects of the menu layouts. 

If the masking technique were used in conjunction with the split 
screen video shown in Figure 57a, each submenu would have approximately one- 
quarter screen of video and three-quarter screen of graphic and text information. 
For example, a submenu or promo menu for a basketball game would mask all but 
the upper right-hand corner of the screen. Following masking, other background 
graphics 1550, logo graphics 1508, menu display 1520, cursor graphics 1526, and text 
information 1530 would be overlayed over the three-quarter mask. In a similar 
manner, a submenu or promo menu for a hockey game would also have a three- 
quarter mask. This three-quarter mask would mask all but the lower right-hand 
corner of the screen. Again, the remaining menu graphics, logos and textual 
information would overlay the three-quarter mask. As you can see from this 
example, four different three-quarter masks must be stored in the background 
graphics file 800 for use in the four possible video window positions. 
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The split screen video technique may also be used for promoting 
television programming. Since a great number of short video clips may be sent 
continuously (such as in Figure 57b), full or partial screen promotionals (or 
informationals) may be provided to the subscriber. With this large quantity of 
promotional video, subscribers may be given the opportunity to "graze" through 
new movie or television programming selections. The subscriber would simply 
graze from promotional video to promotional video until he found the television 
program of his liking. Once he has found that program he may choose to order it. 

Figures 58a, 58b and 59a, 59b relate to the monthly account review 
capabilities available to the subscriber. In the preferred embodiment, the subscriber 
may choose to access the monthly account review capability from both the 
introductory menu 1000 and home menu 1010. The monthly account review screen 
shows alternative window types that are available to the set top terminal 220. For 
example, in the upper left-hand corner of the monthly account review, the current 
time and date are both shown. The upper right-hand corner provides the subscriber 
with instructions on how to use the monthly account review capability. Figure 58b 
also shows that windows may be created in a variety of shapes. For instance, on the 
lower right-hand part of the screen 1612 two triangularly shaped windows with 
messages are shown. In addition, on the left lower part of the screen 1612 a window 
in the shape of a trapezoid is shown with a textual message inside. 
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The monthly account review provides a list of charges from the first 
day of the month to the date of viewing for each major menu. Charges are incurred 
on a pay-per-view basis and on a subscription basis (weekly, monthly, quarterly, etc.). 
At the lower part of the screen, the total of the charges incurred for the month is 
listed. The account status can also be calculated on a weekly, quarterly or semi- 
annual basis. 

If the user moves his cursor to highlight one of the eight menus listed 
and depresses the "go" button, he will obtain further billing information on the 
menu. Figures 58a and 58b show in screens 1610 and 1612, respectively, the 
subscriber selecting menu A for further information. 

Figures 59a and 59b are submenus for the monthly account review and 
displays detailed billing information about selections made on menu A. The date of 
each movie selection, title of the movie, and price for each movie is displayed (1614, 
1616). Also, any discounts which have been granted are displayed. The total charges 
on this menu and the day in which the menu will be changed are shown in the 
lower part of the screen. From this submenu, the subscriber may either return to 
regular TV or return to the major menu for the monthly account review. If the 
submenu information does not fit on a single screen, an extended submenu may be 
utilized with follow on extension screens. Alternatively, a scrolling feature may be 
used enabling the subscriber to scroll additional information onto the first submenu 
screen. 
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The account information necessary to create the monthly account 
review menus may be stored either in the memory of the set top terminal 220 or at a 
remote location that communicates with the set top terminal 220. In the simplest 
embodiment, the set top terminal 220 records a subscriber's selections locally and 
calculates the monthly account review based upon the subscriber's selections which 
require the payment of fees. This monthly account information is stored locally and 
sent to the cable headend 208 at least once a month for back-up and billing purposes. 

Alternatively, the subscriber's viewing selections and billing 
information may be continuously maintained at the cable headend 208 or a remote 
site connected via communication lines to the cable headend 208. The cable 
headend 208 or the remote site must regularly transmit the monthly account 
information to the set top terminal 220. Each embodiment has advantages and 
disadvantages. If the account information and processing is done locally at the set 
top terminal 220, each set top terminal 220 must be provided with the memory and 
necessary processing capability to maintain the account. This greatly increases the 
cost of a set top terminal 220. If the account information is maintained remotely, 
the remote site must remain in regular contact with the set top terminal 220 in 
order to provide the subscriber with billing information. 

To accommodate homes with multiple viewers two or more set top 
terminals 220 may be placed on a single bill or two accounts may be created for one 
set top terminal 220. 
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Figure 60 shows an example of remote statistical and billing sites. In 
this arrangement, statistical and billing information from a community of set top 
terminals 1720 is communicated through cable headend 208 sites to regional 
statistical and billing sites 1730 (SBS). A regional SBS may serve several cable 
headend 208 sites. The regional SBS 1730 calculates billing and statistical 
information and passes necessary billing information back downstream through the 
network controller at the cable headend 208 to an appropriate single set top terminal 
220 in a subscriber's home. In addition, the regional SBS communicates the billing 
and statistical information received on program viewer choices to the central SBS 
1740. 

The central SBS 1740 accumulates the data received from a number of 
regional statistical and billing sites and calculates national statistical and billing 
information. In the preferred embodiment the regional SBS 1730 prints and mails 
bills to subscribers. The central SBS 1740 can calculate program ratings, shares and 
HUTS (homes using televisions) for the nation and by region. With interactive TV 
programs sophisticated statistical information may be gathered through the network 
controllers of the cable headends. 

This arrangement for billing and statistical information provides the 
operators of the system with the advantages of distributive processing. Remote 
billing sites may serve regions of the country by having each cable headend 208 in a 
region of the country connected to one regional billing site. The information from 
the regional billing sites may then be communicated on a less frequent basis to the 
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operations center or a central billing location. This method of distributed processing 
of billing enables the central billing location to receive fewer communications and 
be more efficient. In addition, the communication links between the cable 
headend's network controller 214 and regional sites will be of shorter distance than 
communication links to the operations center from the cable headends 208. This 
should result in a cost savings to the system operator. 

However, the regional statistical and billing may be eliminated and all 
communications from the cable headend 208 may proceed to the Central SBS 1740. 
In fact, the Central SBS 1740 can be collocated with the Operations Center 202 and all 
functions performed at one central location. 

If the cable program packaging and delivery system 202 is established in 
just one locale, the network controller 214 can perform all the statistical and billing 
procedures. 

Figures 61 through 89 are additional representative menus which 
include color indications. 

Figures 90 through 98 demonstrate the generation of menu screens. 

Figure 99 is an example of a help menu which may be accessed from 
the introductory menu. In alternative embodiments, help or instruction menus 
may be accessed from any displayed menu. Figure 99 instructs the subscriber on the 
use of the subscriber interface (remote control unit 900). In particular, Figure 99 
instructs the subscriber on the use of arrow buttons for cursor movement. Figure 99 
also shows how additional instructional information can be provided with follow- 
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on menus by depressing "go" in the lower portion of the screen (highlighted in 
yellow). 

Figure 100 is an exemplary introductory menu with access to remote 

instructions. 

Figures 101 through 131 are additional representative menus which 
include color indications. 

Figures 132 through 134 demonstrate the generation of menu screens. 

What is claimed is: 



A^tejevision program delivery and program selection system comprising: 
an operations center comprising: 

ns for packaging a plurality of television programs; and 
a means ror generating program control information including 
data on the packaging^ »f the television programs; 
a means for delivering he pa ckaged television programs and the 
program control information Irom the operations center to a subscriber; and, 
least one of thXdelivered packaged television 



a means for selecting al I 
programs for display on a television, wherein the^fcelecting means is at the 
subscriber's location and comprises: 

an electronic memory for storing computer program 

instructions; 
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a processor for sequencing through the computer program 
instructions and for converting the program control information into 
merits to be displayed on the television utilizing the sequenced 
computer program instructions; and 

^subscriber interface for choosing an option from the displayed 
menu and for effecting the sequencing of the computer program 
instructions. 

2. The system of claim 1 WheVeilKthe packaged television programs are grouped 
by program category with each category being accessible by choosing its 
corresponding option from the displayed menu. 

3. The system of claim 1, when in the displayed menus are multi-leveled so that 
the options chosen using the subscriber interface may be used to display another 



4. The system of claim 1, wherein each of thexdisplayed menus are segmented, 
allowing simultaneous display of current time, message text and program selection 
options. 

5. A menu-driven\e^vision^ program selection system\comprising: 

an operations\center comprising: 
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a\means for packaging a plurality of television programs; and 
a means for assembling program control information, wherein 

the assembled program control information includes programming 

data on the passaging of the television programs; 

a control unit comprising a means for receiving and processing 
program selection activity, data from a plurality of subscriber locations; 

a means for transporting the packaged television programs and the 
program control inf6rmation\o each of the Subscriber locations; and 

a signal processing unit at the subscriber location comprising: 

a means for receiving the packaged television programs and the 

program control information from the transport means; 

a means fbxselecting television programs, from the received 

packaged television programs^fW display on a television, using the 

received program control information, comprising: 

an electronic memory\for storing computer program 
instructions; \ 

a processor for sequencing through the computer program 
instructions and for transforming^ the program control 
information into menus to be displayed on the television 
utilizing the sequenced computer program instructions; and 
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a subscriber interface for choosing an option from the 
iteplayed menu and for effecting the sequencing of the computer 
program instructions; 

a means for generating the program selection activity data based 
on the instructions sequenced by the computer program; and 

a means\for reporting the program selection activity data to the 
control unit. 

6. The selection system of^Ia^n 5, wherein the packaged television programs 
are grouped by progranafcategory with each category being accessible by choosing its 
corresponding option from the displayed men 

7. The selection system of claim 5, wherein the displayed menus are multi- 
leveled so that the options chosen from tne user interface may be used to display 
another menu. 

8. The selection system of claim 5, whereirtlh^program selection activity 
reported to the control unit is used to generate and maintain subscriber's account 
and billing information. 



9. The selection system of claim 8, wherein the\account and billing information 
is calculated on a per-view basis. 
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10. VThe selection system of claim 8, wherein the account and billing information 
is calculated on a monthly basis. 



11. A method for delivery and menu-driven selection of television programs 
comprising the steps of: 

packaging television programs; 

assembling^ program control information based on the packaging of the 
television programs^ 

delivering the^packaged television programs and the program control 
information tc/a subscriber; I 

selecting a television\program from the packaged television programs 
to be displayed on a television comprising the steps of: 

\ accessing stored computer program instructions; 

sequencing instructions within the stored computer program; 
transfonrung~"said-piagEa^^ information into menus to 

be displayed on the television using the sequenced instructions; 
displaying an introductory menu on the television; 
choosing an option from the dfsolayed introductory menu using 
a subscriber interface; \ 

displaying a home menu on the television; 
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choosing an option from the displayed home menu using the 
subscriber interface; and, 

determining whether a television program has been selected or a 
different menu should be displayed; and, 
displaying selected television program. 

12. The method of claim lu, wherein the step of packaging television programs 
comprises grouping the programs by category so that each category is accessible by 
choosing its corresponding option from the displayed menu using the subscriber 
interface. 

13. The method of 
allowing simultaneous 
options. 




14. The method of claim 11, wherein the step of delivering the packaged 
television programs and the program control information to a subscriber comprises 
digitally compressing the signals carrying the\packaged television programs and the 
program control information. \ 

15. A method for delivery, control and menu-ariven selection of cable television 
programs comprising the steps of: \ 
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(aim 11, wherein each/ of the displayed menus are segmented, 
d display of current time, message text and program selection 



packaging cable television programs using a control unit; 
assembling program control information using the control unit; 
delivering the packaged programs and the program control 
information to a subscriber, comprising: 

compressing the packaged programs; and 
utilizing cable transmission media; 
selecting a television program from said packaged television programs 
comprising the steps ofc 

accessing a stored computer program; 

sequendnffjiistructions within the stored computer program; 

transforming said program control information into menus to 
be displayed on a television usipg the sequenced instructions; 

displaying an introductory menu on the television; 

choosing an option from the displayed introductory menu using 
a subscribersmterface; \ 

displaying^>hgmejrtemt-on said television; and 

choosing an option from\the displayed home menu using the 
subscriber interface; \ 

determining whether to display the selected television program or to 
display a different menu; and \ 

maintaining a program selection accotmt and billing information for 
each subscriber using the control unit comprising the steps of: 
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creating a program selection activity report at the subscriber's 
location! 

stoMng the program selection activity report in electronic 
memory; and 

sending said program selection activity report from the 
subscriber's location to the control unit. 

16. The method of claim 15,Wherein the step of packaging television programs 
comprises grouping the programsvby category so that each category is accessible by 
choosing its corresponding optionjtairn^the displayed menu using the subscriber 
interface. / \ >v 

17. The method of ilaim 15, wherein\the selection of a television program from 
said packaged televisiorXprograms furtheX comprises displaying a major menu and 
wherein the option chosen frbm^he displayed menu determines which major 
menu is displayed. 

18. The method of claim 15 wherein the step of determining whether to display 
the selected television program or to display a different menu is based on access 
privileges or authorization codes. \ 
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19. Tnk method of claim 15, wherein the program selection account and billing 
information-4s~calculated on a per-view basis. 

20. I The method of claim 15, wherein the program selection account and billing 
iitfonna^fenjs^caWlatedQn a monthly basis. 

21. nA menu-driven cable television selection system with multiple subscribers 
comprising: 

an operations center comprising: 

\a means for packaging a plurality of television programs 
wherein the packaged television programs are grouped by program 
category; and \\ " 

a means f )Xassembling program control information, wherein 
the assembled p: ograhi control information includes programming 
data on the pack iging of the television programs; 
a means for tran sporting the packaged television programs and the 
program control information to each of the subscriber locations, comprising: 

a cable television trans:mission\media; and 

a means for compressing the packaged television programs; 
a signal processing unit at the subscriber location comprising: 

a means for receiving the packaged television programs and the 
program control information from the transport Vieans; 
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^ a means for selecting television programs, from the received 

^packaged television programs for display on a television, using the 
received program control information, comprising: 

\ an electronic memory for storing computer program 

instructions; 

\ a processor for sequencing through the computer program 
instructions and for transforming the program control 
information into menus to be displayed on the television 
utUizingth^s equenced com puter program instructions; and 
a subscriber interface for choosing an option from the 
displayed\menuVnd for effecting the sequencing of the computer 
program ii structions wherein each program category is accessed 
by choosin ; its correspondin g option from the displayed menu; 
a means fo : generating tne program selection activity data based 

on the instructiors sequenced by the computer program; and 

a means fo r reporting the program selection activity data to a 

control unit; and \ 
a control unit comprising: \ 

a means for receiving and processingYrogram selection activity 

data from a plurality of subscriber locations; and 

a means for generating and maintaining subscriber's account and 

billing information. \ - 
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22. The-program selection system of claim 21, wherein the displayed menus are 
multi-leveled so thaTthe^options cl losen from the user interface may be used to 
display another menu. 

23. The program selection system as claimecTmi claim 21, wherein the account 
and billing information is calculated on a per-view basis 



24. The\jjogram~5election system as claimed in claim 21, wherein the account 
and bilHng information ia-icalculated on a monthly basis. 



25. \ft\e program selection system of claim 21, wherein the control unit further 
comprises me^ans-fxai ^teiynining program ratings based on program selection 
activity. 

26. A menu-driven cable television selection system with multiple subscribers 
comprising: 

an operations center comprising:" 




a meanswr 
wherein the packaj 
category; and 



packaging a plurality of television programs 
television programs are grouped by program 



a means for assembling program control information, wherein 
the assembled program control information includes programming 
data on the packaging of the television programs; 
a means for transporting the packaged television programs and the 
program control information to each of the subscriber locations, comprising: 

a cable television transmission media; and 

a means\for compressing the packaged television programs; 
a signal processing unit at the subscriber location comprising: 

a means for\r 
program control i: 



a means for s "lecting television programs, from the received 



packaged television 



the p ackaged television programs and the 
irmation from the transport means; 



urograms for display on a television, using the 



received program control information, comprising: 

an electronic memory for storing computer program 
instructions; 

a processor for sequencing through the computer program 
instructions and for transforming the program control 
information into menus to be displayed on the television 
utilizing the sequenced computer program instructions; and 

a subscriber interface for choosing an option from the 
displayed menu and for effecting the sequencing of the computer 
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\ program instructions wherein each program category is accessed 
\by choosing its corresponding option from the displayed menu; 
a\means for generating the program selection activity data based 
on the instructions sequenced by the computer program; and 

a meWs for reporting the program selection activity data to a 
control unit; and 
a control unit comprising: 

a means for rec^vlrtg^andprocessing program selection activity 
data from a plurality o subscriber locations. 

A television program deli^£ervand program selection system comprising: 
an operations center comprising: ^ 

a means for paakagmg a plurality of television programs; and 
a means for generating program control information including 
data on the packaging of the television programs; 
a means for delivering the packaged television programs and the 
program control information from the operations center to a subscriber; and, 
a means for selecting at least one oAthe delivered packaged television 
programs for display on a television, wherein the selecting means is at the 
subscriber's location and comprises: \ 

a microprocessor for executing program instructions; 
a graphic memory; \ 
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5raphic generator to generate graphics from the graphic 
memory; and 

a subscriber interface for choosing an option from displayed 
graphics and for effectikg the memory location from which graphical 
information is generated by the graphicVgenerator. 



28. A, system to provide a subscriber menu selection of television programming 
from a plurality of individual menus comprising: 

rnWns for digitally compressing a plurality of analog and digital 
television program signals; 

means fo\packaging each of the digitally compressed signals with 
program control inWma^onj^lating to the program identification and 
menu identification; 

means for transmit^ 
further transmission; 

terminal receiving/ means dissociated with the television receiver 
comprising means for displaying meWs based on the program control 
information; and 

user interface means for user selection of any one of the plurality of 
television programs using one or more of the (displayed menus. 



ng the packaged signal to a signal processor for 
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29. \ The system of claim 28, further comprising a network controller for adding 
additional program information or modifying the program control information. 

30. The system of claim 28, further comprising a local transmitting means for 
transmitting between the signal processor and the terminal receiving means. 

31. The system of claim 28, further comprising local transmitting means for 
transmitting compressedWicterrbetw^en the signal processor and terminal receiving 
means. 

32. The system of claim 28, further comprising local transmitting means for 
transmitting compressed video anfl, analog between the signal processor and 
terminal receiving means. 



33. The system of claim 28, further comprising local transmitting means for 
transmitting compressed video and digitaraudio between the signal processor and 
the terminal receiving means. 

34. The system of claim 28, wherein the meansxfor displaying menus further 
comprises a means for generating menus. 
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35>\ The system of claim 28, wherein the user interface means further comprises a 
remote corrtrol. 

36. The system of claim s 28whe rein trie means for displaying menus further 



comprises a means for displaying 
select with the user interface"" 



mce of menus and wherein the user may 
[s"one oHhe plurality of television programs by 



making a selection from each of the sequential rnehus. 



S^£)(g^j7y ^ system foVproviding television programming on demand substantially as 
shown and describedX 



38. X method for providing menu selection of television programming from a 
plurality of individual menus to a subscriber comprising the steps of: 
t erting the programs into a standard digital format; 
manual errtry of progra mming in formation; 
packaging oPtelevisioi . 



programs; 

assembling the prbgrai i control information based on the packaging of 
the television programs; v 

transmitting the packaged television programs and program control 
information to a signal processor; \ 

delivering packaged television programs and program control 
information to a set top terminal; \ 
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generating menus v kng-the^set top terminal hardware and the 
program control inferma ion; 



displaying menus; ; nd " 
selecting a televisio <y program using"oneor more menus. 



^ w ^>^^39. A methocL for providing programming on demand substantially as shown 
and described. \ 



40.\ A system for delivering menu selectable programming to a subscriber 
comprising: 

neans for converting programming to digital formal- 
means for packaging each of the digital format programs; 
means fols^rivingW^o^arn^con^^ information based on the 
packaging of the digital format programs; 

tii ig the packaged programs and program control 



means for transrr 
information; 

a signal processor fo: receiving the packaged programs and program 
control information and retransmitting the packaged programs and program 
control information; and 

terminal receiving means associated with a television comprising: 
means for receiving the retransmitteOypackaged programs and 

program control information; 
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means for displaying individual menus based on the program 
\control information; and 

subscriber interface means for subscriber selection of any one of 
the digital formatted programs using one or more of the displayed 
menus\ 



41. A system to provide a subscriber menu selection of television programming 
from a plurality of individual menus comprising: 
at least one operationsXcenttoXomprising: 
means for digitallyyco r 



television program signals;* 
at least one compute] 



ipressing a plurality of analog and digital 



sisted packaging system comprising: 
a packager coiisoleNfor entering information related to the 
packaging of programs; 

means for pac kaging eaA of the digitally compressed signals 
with program contr<>l information relating to the program 
identification and menu identification; 

at least one means for receiving extern^ program signals; and 
a means for storing cable franchise configuration information; 
at least one uplink site comprising; 

means for modulating the signal; 
means for transmitting the packaged signal to a\satellite transponder; 



147 



a\least one satellite transponder; 
a signal processor for receiving the packaged signal from the satellite 
transponder and retransmittingtiae packaged signal; 

terminal receiving means associatecTwith the television receiver comprising: 



means for tuning 
means for display 
information; and 



the signal; 

Tnerttis^ased on the program control 



user interface means for /set selec&on of any one of the plurality of 
television programs using one or more of the\iisplayed menus. 

42. \The system of claim 41 wherein there are two operations centers, a master 
operations center and a slave operations center. 




there are two uplink sites, a master uplink 



43. The system of claim 41 
site and a slave uplink site. 



44. The system of clanrT?! wherein two^orogram priority levels are used, and 
wherein the satellite transponder comprises two^transponders, a priority one 
transponder and a priority two transponder. 

45. An operations center for usk with a television program delivery system with 
i selection of television programs frorrNa_pku ality of individual menus, using 
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a distribution center for distributing programs and program contool information to 
subscribers, each subscriber having a terminal, some televislefn programs coming 
from external sources, comprising: / 

means for receiving television prograins from external sources; 

means for converting programs to^a digital format; 

means for generating menu configurations; 

means for generating program cpntroHrytormation based upon menu 
configurations; / ' 

means for packaging/the digital format programs using the program 
control information; / 

means for compressing the packaged program information; 

means for compressing the program control information; 

means for /combining the compressed packaged programs and 
compressed program control information into a combined signal for 
transmission/ and 

mea/s for transmitting the combined signal. 

46. The operations center ofiiaim45, further comprising means for locally 
storing programs. 



47. The operations center of clairx 
configuration informatiorTsfoTage:- 



1 45, further comprising cable franchise 
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48. "The operations center ofxlaim45, further comprising means for generating 
cable franchise^control information. 




49. The operations center of cmhri 45 wherein the means for generating menu 
configurations comprises-at ieast on g-pacKfrser console for manual entry of 
packaging information. 

50. \ A method for packaging and delivering television programs and television 
prograrmcontrol information to subscribers in a menu-driven television program 
selection system, some television programs coming from external sources, 
comprising the\teps of: 

receiving programs from external sources; 
convertingpijognmns"^ 
generating n^ ;nu configurations; 

generating pr >gram control information using the menu 
configurations; 

grouping the tlelevisiorKprograms into packages using the generated 
program control information; 

combining pa( kaged programs and program control information; 
compressing program information; 
compressing program control information; and 
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transmitting compressed packaged programs and control information. 



51. AViethod for packaging and delivering television programs and television 
program control information to subscribers in a menu-driven television program 
selection system, some television programs coming from internal sources, 
comprising theNsteps of: 

receiving programs from internal sources; 
converting brograms to a digitaTformat; 
generating rnenu configurations; 
generating Vdogram control information; 

jrams using the generated program control information; 
afckaged programs and program control information; 
compressing urogram information; 
compressing {program \pntrol information; and 
transmitting fcompressed packaged programs and control information. 



52. The method of claim 51, further comprising the step of storing cable franchise 
configuration information. 



53. The method of claim! 
franchise control information. 



tjerjsomprising means for generating cable 
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54. A rietwork controller substantially as shown and described. 



55. signal processor for a menu-driven television and audio program selection 
system w^here programs are packaged and combined with a program information 
signal to form a combined signal, the system including a subscriber interface, 
comprising: 

meVns for receiving a combined signal; 
compVter equipment comprising^ 

teans for communicating with interface equipment that allows 
manual enfcry of informktion; 

means for allowing modification of the combined signal; and 
means forWLding qigitaJ^reornpressed information to the 
combined signal; 

means for transmitting the signal to the subscriber interface. 

56. A menu-driven selection system for subscriber selection of television 
programs where there are two priority levelsvof subscribers, priority one and priority 
two, and the priority two level subscribers recqive more television programs than 
the priority one television subscribers, comprising 

means for generating a priority one pk)gram control information 

signal; 



152 



means for generating a priority two program control information 



signal; \ 



means for packaging priority one and priority two television programs 
using the parity one and priority two program control information signals; 

means 'for combining the priority one television programming and the 
priority one proeram control information signal; 

means for Combining the priority two television programs and the 
priority two television program^oittrel^mformation signal; 

priority one transmitting means for transmitting the combined priority 
one television prograrr\s\ and priority one program control information; 

priority tw o trait ;m\tting means for transmitting the priority two 
television programs anc ; priority two program control information; 

a signal processoi for receiving priority one programs and control 
information; / \ 



a signal processor for receiving priority one and priority two programs 
and control information; and \ 

a plurality of set top terminals which may be programmed to receive 
either priority one or priority two television program and control 
information comprising: \ 

means for displaying menus based on program control 
information; and \ 
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a subscriber interface means for subscriber selection of a priority 
one or priority two televisicm^ograms using one or more displayed 
menus. 

A system for providing television programming with differentspriority levels 
for different bandwidths substantially as shown and described. 



([58;. A system for providing television programming with different levels of 
programming access for the sarrfle subscriber substantially as shown and described. 

A system for providing television programming with dynamic bandwidth 
allocation, for dynamically changing the allocation of bandwidths for different 
groups of programming, substantially as shown and described. 

^60? A system for providing television proWamming with dynamic menu 
allocation for changing programming menus substantially as shown and described. 



\61. A system for providing television programming with dynamic bandwidth 

V \ 

allocation for changing the allocation of bandwidth tor different groups of 
programming and with dynamic menu allocation foAchanging programming 
menus substantially as shown and described. 
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62. A system to provide a subscriber menu selection of television and audio 

\ 

programming from a plurality of individual menus comprising: 

Kmeans for packaging compressed television and audio programming 
into a packaged signal; 

a means for generating a program control information signal; 
a means for combining the-packaged signal and program control 
information signal into a combined signal; 

a means for transmitting the combined signal; 
a decompression box for pr >cessing the combined signal comprising: 
a means for receiving ; the transmitted combined signal; 
a tuner; 

a decompressor; 
a processor; 

an expansion port cdlrnprisihg: 

^ \ 

at least one tre nsmissiony means for carrying 
decompressed video^information^and 

at least one transmission means for carrying control 
information; and \ 
an upgrade module coupled to the expansion port, comprising: 

means for processing the program control information 
signal; \_ 

means for generating video signals for menus; and 
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subscriber interface means for menu selection. 



63. AnNipgrade module for enhancing the functionality of a simple 
decompression box for use with a pr<5graifrdeltveiy_system wijh menu selection of 



a graphics decoraroressoi 
a combiner for coi 



programs from ^plurality of individual menus, each subscriber having a simple 
decompression box. comprising: 

a meansVfor demultiplex ng a program control information system into 
at least two components, graphi cs and text; 

a graphics memory for s :oring graphical information; 



and 



!g graphics and text, thereby generating a 



64. An upgradeable system to provide\a subscriber menu selection of video and 
audio programming from a plurality of individual menus, comprising: 
means for packaging /video and audio programs; 
means for generating a program control information signal; 
means for combining the packaged video, and audio programs with the 
program control information signal into a combined signal- 
means for digitally compressing the combined^signal into a digitally 
compressed signal; 

means for transmitting the digitally compressed sigrtal to a terminal; 




terminal means fofc receiving and processing the digitally compressed 
signaTromjprising: ~ 

means Tfbr-g ;nerating mdividual menus; 
a port for cc/upling^gxade hardware; and 
at least one processor. 



65. the upgradeable system of claim 64 wherein the port comprises at least a four 
pin connection for connecting an upgrade cable with four or more wires. 

66. The upgradeable system of claim 64 further comprising a hardware upgrade, 
coupled to the port of mXtermir(aX^oln^)rismg a two-way communications system. 

67. The upgradeable system ofcle im 64 further comprising a hardware upgrade, 



coupled to the port of the terminal, 



68. The upgradeable & 



imprising a compact disk player. 



urther comprising a hardware upgrade, 



coupled to the port of the terminal, comprising\a decompressor and audio output. 



69. The upgradeable system of claim 64 further comprising a hardware upgrade, 

coupled to the port of the terminal by a cable, comprising\ 
a means for storing downloadable data; and 
a viewing means for viewing the downloadable data 
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70. Asset top terminal for use with a program delivery system with menu 
selection oPprograms from a plurality of individual menus, using a program 
control information signal with program identification and menu identification 
comprising: \ 

at least one tuner; 

at least oneNdemulti^lexerT" 

at least one deoryptorjt 

at least one video\dec<bmpressor; 




at least one instructior 

\ 

at least one microprocc ssor; 
at least one melrtt-jrien&ory; 
at least one means for 
at least one means for 
menu generator to generate a 



memory for the microprocessor; 




^enerating^-menu from the menu memory; and 
agnaling the microprocessor to prompt the 
menu for display. 



71. A set top terminal for use with a program delivery system with menu 

selection of programs from a plurality of individual menus, using a program 

\ 

control information signal with program identification and menu identification, 
the menus including an introductory menu, a home menu, major menus, 
submenus, and during program menus comprising: 
a tuner; 
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^ a demultiplexer coupled to the tuner; 



i digital video decompressor coupled to the demultiplexer; 
an\ electronic memory which stores executable instructions; 
mearts for generating an introductory menu, a home menu, and at 
least one major menu, submenu and during program menu; 

means fonsequencing between the introductory menu, home menu, 
major menus, and submenus; and 

means for selecting a pk>graln v from a submenu. 




72. A method for generating menu c isplays with a set topterminal for use with 
the program delivery system with menu selection of programs from a plurality of 
individual menus, using exealtabk^nWuctions stored in memory, comprising the 
steps of: 

generating graphics comprising the steps^pf: 

fetching background graphic files and decompressing 

background graphics files; 

fetching logo graphics files and decompressing logo graphics 

files; and 

fetching menu display and cursor graphic files and 
decompressing the menu display and cursok graphics files; 
generating text comprising: 

fetching long term text files and generating the long term text; 
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fetching intermediate term text files and generating the 
intermediate term text files; and 

fetching short term text files and generating the short term text 

\ files; 

ccwnbining the decompressed graphics files and the generated text files; 



displaying the combine d graphics anatext files as a menu. 




73. The menu generation meme/d of claim 72, wherein a video channel is used, 
further comprising the step & coinbiiurtgxyideo, comprising the steps of: 

selecting a video/^ 

decompressing the vi&eo channel; 

scaling the video to change its size; and 

redirecting the video to change its location. 



74. The menu generation method of claim 72\further comprising still video 

picture generation comprising the steps of: 

fetching a still video picture stored in meinory; 
decompressing the still video picture; and 
sending the decompressed still video picture to\he combiner. 
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75. A method for generating a menu with video for use with a set top terminal 
in a program delivery system with menu selection of programs from a plurality of 
individual^menus, using a program signal with a split screen video channel, 
comprising the^steps of: 

selecting a split screen video^channel on the program signal; 



screen channel of the program signal; 
portion of video on^the split screen channel; 
s of the split screen channeHyhich are not 



decompressing the split 
detennining\|ie desirec 
masking all th\ pbr^ioi 
selected; 

overlaying the maskYpn the spm\screen video channel; 
overlaying menu graphic information on the masking; 
overlaying text iraormation\pn the graphics and masking; and 
displaying the generated mem 



76. A method of sequencing menus on a television screen for selecting television 
programs in a program delivery system with set top terminal menu generation, 
where the set top terminal receives packaged television Wograms including 
program control information, the menus generated by the set top terminal 
including an introductory menu, a home menu, a major menu, a submenu, and 
overlay menu and a hidden menu, comprising the steps of: 

determining if a packaged program signal is being receiWd by the set 
top terminal; 
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. generating and displaying an introductory menu; 
awaiting subscriber key entry; 

determining whether to decompress a packaged video signal or display 

\ 

mu; \ 
generating and displaying a home menu; 
generating andXdisplaying a major menu; 
generating and distola^ying a submenu for a subcategory; 
generating and clisplaVngsa prdgram lis^submenu; 
generating and displaying^ a/program descriptidrt-submenu; 
generating and displaying a\onfirma4jon submenu to confirm 
packaged program selected; , 

decompressing selected packaged program video; 
displaying decompressed video; 
generating and displaying overlay menu In addition to decompressed 
video; and 

executing hidden menu software at microprocessor during display of 

video. 



77. The method of claim 76 wherein the step of generating and delaying of an 
introductory menu further comprises the steps of: 

fetching the universal background graphics file for the introductory 
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decompressing the fetched universal background file to create the 
menu background; 

fetching the logos graphics file for the introductory menu; 
decompressing the fetched logos graphics file to create logos; and 
combining^ the menu background and logos. 

78. The method of claim 76 wherein the step of generating and displaying a 
major menu comprises: 

fetching the universal^backgro s und' graphics file^or an upper sash; 

fetching the universal background graphics file for a lower sash; 

decompressing the fetchedyOniversal background files to create the 
major menu background; 

fetching the network logo graphic^ file for the major menu; 

fetching other logo graphics files for the major menu; 

decompressing the fetched logos graphicVfiles to create the major 
menu logos; 

combining the major menu background and major menu logos; 
fetching the cursor highlight graphics file; 
decompressing the cursor highlights graphics file to\reate the cursor 
highlights; and 

combining the cursor highlights with the major menu background and 
the major menu logos. 
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79. The method\of claim 76 further comprising the steps of: 

fetchingV major menu icon graphics file from memory; and 
decompressing the major menu icon graphics file to create a major 
menu icon. 

80. A method of sequencing menus on a television sfereen for selecting television 
programs in a program delivery system with se4 top terminal menu generation, 
where the set top terminal receives packaged television prograrits including 
program control information, the menu? generated by the set top terminal 
including an introductory menu, a/home menu, a major menu, a submenu, and an 
overlay menu, comprising the steps of: 

determining if a packaged program signal is being received by the set 
top terminal; 

generating and displaying an introductory menu; 

awaiting subscriber key entry; 

determining whether to decompress a packaged video signal or display 
a menu; 

generating and displaying a home menu; 
generating and displaying a major menu; 
generating and displaying a submenu for a subcategory; 
generating and displaying a program list submenu; 
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generating and displaying a program description submenu; 
generating and displaying ya\confirmation submenu confirming 
selection of a packaged prog] 

decompress selectebSparaageo K program s v.ideo; 
decompress selected packaged program audio; 
generating overlay menu; 

combining decompressed video and overlay menu in a combiner; 
displaying combined video and overlay menu. 

81. A remote control unit for use with a set-top terminal, the set-top terminal 
capable of receiving ^plurality of digitally compressed television signals and 
generating a plurality ormenus corresponding to the digitally compressed signals, 
each menu .corresponding tO\a group of related programs or a single program, the 
remote control unit comprising; 

means, within the rehaote control unit, for communicating with the 
set-top terminal to allow selection of a desired program by a user from the 
plurality of menus; and, 

a plurality of switches, coupled\to the means for communicating, the 
plurality of switches including menu select switches and cursor movement 
switches, the cursor movement switches being capable of causing a cursor to 
move on a menu; 
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S.he menu select switches being capable of selecting a desired 
menu from the plurality of menus, the menu switches having icons 
representing the groups of related television signals; 

the cursor movement switches located substantially at the center 
of mass of the\remote control unit, and each cursor movement switch 
having an angles! surface; 

whereby a user's thumb may easily access and depress a cursor 
movement switch oV menu select switch and distinguish the cursor 
movement switches and menu select switches from the remainder of 
the plurality of switches without looking at the remote control unit. 

82. The remote control unit of claim\81 wherein the plurality of switches 
includes two groups of switches, a standard group including the volume control and 
channel select switches, and a special group including the cursor movement 
switches and menu select switches, whereby the two groups of switches are 
physically separated from each other on the remote control unit by a line at or above 
the center of mass of the remote control unit. 



83. The remote control unit of claim 8i further comprising a joystick for cursor 
movemem. 
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84. The remote control unit of claim 81 further comprising a ball for cursor 
movement. 



85. The remote control unit of claim 81 further comprising a rolling-depressible 
button for cursor/movement. 

86. An interface system for a subscriber to interface with a video and audio 
programming^delivery system, transmitting a digitally compressed signal, and select 
programs using fnenus, comprising: 

a set topt terminal unit comprising: 

a means for receiving the digitally compressed signal; 

a meanssfor decompressing the digitally compressed signal into a 
decompressed signal; 

a means for generating menus from the decompressed signals; 

a means for receiving button depressions; 

a means for effecting the execution order of program 
instructions using the buttomdepression signals; and 

a means for sequencing through the menus; 
a portable remote control unit for Wepting subscriber entries 
comprising: 

a plurality of buttons comprising 

cursor movement buttons; aVid 
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nenu buttons; and 
a means tor communicating button depressions to the set top 
terminal. 



A digital audio program delivery and program selection system for use with a 
television, with menu selection of digital audio programs from a plurality of 
individual menus, each subscriber having a terminal, comprising: 

mearX for generating menu configurations for digital audio programs; 
means for^ackaging the digital audio programs using the menu 
configurations; 

means for compressing the packaged pfqgrams; 
means for compressing\he menu configurations; 
means for combining tfte coih6ressed packaged programs and 
compressed menu configurationgihto\combined signal for transmission; 
means for transmitting the comDinea\signal; and 
terminal receiving^neans associated wijh a television comprising: 
means for receiving the combined sigtoal; 
means for displaying individual menus based on the menu 
configurations; 

subscriber interface means for subscriber selection of any one of 
the digital audio programs using one or more of the displayed menus; 
and 



means for decompressing the selected digital audio program. 

88. The\system of claim 87, wherein the terminal receiving means further 
comprises means for selecting a digital audio program using only subscriber 
interface buttons loisated on the subscriber interface, wherein the digital audio 
program may be selected directly without the use of displayed menus. 



89. A system for delivering menu selectable prog/anuning to a subscriber and 
suggesting certain of those programs\for viewing py the subscriber, using menus, 
comprising: 

means for converting programming to digital format; 
means for generating program conferol information; 
means for packaging/the digital formaVRrograms using the program 
control information; 

means for combining and compressing the ph^kaged programs and 
program control information into a combined signal;\ 
means for transmitting the combined signal; 
a terminal associated with the television comprising\ 

means for receiving the combined signal; 

means for creating and storing personal profile mftormation; 

means for generating menus; 

means for gathering viewer mood information using ^nenus; 



169 



means for selecting at least one program for suggestion to the 
\viewer; and 

means for displaying the suggested program to the viewer. 

90. The system of claihi 89, wherein the terminal further comprises: 

a means for combining personal profile information and viewer mood 

information into selection\riteria; 

a means for comparing the selection criteria and the program control 

information; and 

a means for matching the selection ^criteria with one or more programs 
described by the program control infoEmation. 



91. A system to provide a subscriber interactive services with a remotely located 
computer using a series of individual menus, comprisingX 

means for generating menu control mformation\in digitally 
compressed form; 

means for transmitting the digitally compressed men\i control 
information; 

a television terminal for displaying menus on a television\comprising: 

a decompressor for decompressing the menu control 
information; 
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AB STRAC T 

An expanded television program delivery system is disclosed which 
allows viewers to select television and audio program choices from a series of 
menus. Menus are partially stored in a set top terminal in each subscriber's home. 
The menus may be reprogrammed by signals sent from a headend or from a central 
operations center. The system allows for a great number of television signals to be 
transmitted by using digital compression techniques. An operations center with 
computer-assisted packaging allows various television, audio and data signals to be 
combined, compressed and multiplexed into signals transmitted on various 
channels to a cable headend which distributes the signals to individual set top 
terminals. Various types of menus may be used and the menus may incorporate 
information included within the video/data signal received by the set top terminal. 
A remote control unit with icon buttons allows a subscriber to select programs based 
upon a series of major menus, submenus, and during program menus. Various 
billing and statistics gathering methods for the program delivery system are also 
disclosed. 



172 




■tmmw 



2 

1 
8 



HDTV & Future 

. Local 
_.. A La Carte Channels 
Entertainment Choice 
Non-Theatrical, Information Videos 
Sports Access 

Movie Library 
Hit Movies 
Analog pay-per-view 

Pay Channels 

Basic and 
Expanded Basic 

Local Broadcast i 
Channels i 



^ANNELS MENUS 
280 

H 
G 

~ 220 F 
E 
D 
C 
B 



Channel HghU Prog i *a (vlf^or y 



4f- <^h<mnels All^td 



Movie s V 50 

B Sports 2 

C Childrens 3 

D Documentary 14 

E Entertainment 10 

F Specialty Channels 15 

G Local N/A 

H HDTV 4 

I Interactiv e 2 

COMBINED 100 



3t 



R6 7 3c 



Satellite Movie Options 



Priority One Plus 
Two Menus 



OHt Swan Ojuon: mH/ 1 di ) 
Mao Maun CaptaryiTrmno Op*.-in;T)^iUl R*i»> Cifncin- 




KOI66/J! 



2 *6 



2 TO 




KJR664! 



11/991074 




iff!, 
Hi 



iii 



JUL 



lit 



VI 



ill 



ill 



ill 



I 8 
sis 



rTTTX J 





^0166/111 



% % 07x99107 

PROGRAM CONTROL INFORMATION 
chronologically by channel 

12 PM 



* Program name * Program length * Menu code * Description * Video 



1 


Cheers 


.5 


E24 


C 


N 


2 


Terminator 


2.0 


A33 


Tx 


s 


3 


PrimeTime 


1.0 


D14 


N 


N 


4 


Football Special 


.5 


B24 


S 


N 


12:30 PM 












1 


Simpsons 


.5 


E14&C13 


C 


N 


4 


Football Game 


3.0 


B13 


s 


L 


1:00 PM 












1 


Jaws 


2.0 


E16 


Tx 


s 


3 


Bugs Buny 


1.0 


C25 


A 


N 



1:30 PM 



F\Gt & 



01/991074 




0 
M 



87^991074 



UK 



Control 
Interface 



62 1 

-700 



in 



I ROM [ <- 



6Z£ 



Run- Length 
Compressed 



^14 



NTSC 
Video 



Audio 

Baseband 

Output 



Lot 



/ <— > [ram ] 



R6l Ifc 




FIG. 9a 




FIG. 9b 



11/991074 

F\G. 10o 



frog 
8 l?- 

'e\(> 



Background Graphics 
File 


Universal 
Main Menu 
Backgrounds 


UM1 


UM2 


UM3 


Universal 
Sub Menu 
Backgrounds 


US1 


US2 


US3 


Promo 
Backgrounds 


PB1 


PB2 


PB3 


Custom 
Menu 
Formats 


CM1 


CM2 


CM3 


CM4 


CM5 


CM6 



goo 



V 



Memory Files 



Logo Graphics 
File 



Your Choice 

TV 

Logos 



Network : 
Logo : 
He 



Cabk System 

LOgP (VN 

File £ 



Studio 
lop 
He 



Graphic vL 
Elements ^ 
Rk 



Menu Display and 
Cursor Graphics File 


Menu 
Dupby 
Blocks 






















Cursor 

Highlight 

Ovobyj 


i 





















B*8 



9$o 



Bio 



« 



17/991074 



TEXT GENERATOR 



#17 



LONG TERM 
STORAGE OF 
COMPRESSED 
TEXT 

— L- 



INTERMEDIATE 
STORAGE OF 
COMPRESSED 
TEXT 



SHORT TERM 
STORAGE OF 
COMPRESSED 
TEXT 



OTHER SET TOP TERMINAL 
HARDWARE 




FIG. 10b 



HI/991074 



INTRODUCTORY 
MENU SCREEN 



HOME MENU 
SCREEN 



\o\o 



I 

MAJOR MENU 
SCREENS 



I 

SUB-MENU 
SCREENS 



I 

DURING 
PROGRAM MENU 
SCREENS 




^7/991074 



Q17991074 




t 



TrwruJoy. February 26, 1994 



I t- XV 
N-LLV 

WELCOME TO COX CABLE 

rv, -^»f • ::;-sr.: - 



Uss^ - ««»Gworllwllw$m«ile«s. 




07/991074 
15b 



tool 



Current Time: W p 1 rnrnp Tuesday 
9:40pm VYC1VAJ11JV Febuary26, 1994 

to 

Cox Cable 

television at your command! 
Press channel numbers 02 thru 40 
for regular broadcast and cable TV 
Press MENU buttons A thru H for YOUR CHOICE TV - 
select programs you can order on demand 
f - Just move yellow cursor thru blue screen boxes. 

See Channel 41 for ACCOUNT REVIEW 



□□ mm 



\00O 



ill/991074 



Sqlurdoy, iDotoiiibor. 28,19Bi>. 



I M BASIC 
| i | CBS 
| 31 NBC 
|4 ; 'l NBC 
I 5 I ABC 
\ t | ABC 
I 7 I FOX 
I 8 I PBS 
I 9 JWTFC 
1 10 | WKN 
I'll | WYAB 
i 12 I C-SPAN 



| ? ; B ASIC PIUS U 



1 13! CNN 
14! CNN 
15 j DISC 
16.', ESPN 
17 ! TBS 
IB I TNT 
19 ' USA 
JOlFAM 
21 1 NICK 

22 j MTV 

23 i TWC 




1 12 | C-5FAN MilWl. :.n~- . iHBb 



\0\O 



^7 



f 



09 CBS 

10 FOX 

11 ABC 

12 WTBS 

13 ESPN 

14 DISCOVERY 
J5 CNN 

16 LIFETIME 

17 FAMILY 
' 18 AMC 

19 LEARNING 

20 USA 



YOUR CHOICE TV 





Menu 


A 


Hit Movies 


B 


Movie Library 


C 


Sports Events 


D 


Discovery Select 


E 


Entertainment Choice 


F 


Subscription Channels 


G 


Local Library 


H 


High Defintion Services 



[0(0 



t 



09 


CBS 


YOUR CHOICE TV 


10 


^FOX 




Menu 


11 


ABC 


A 


Hit Movies 


12 


WTBS 


B 


Sports 


13 


ESPN 


C 


Children s Programming 


14 


DISCOVERY 


D 


Discover}' Select 


15 


CNN 


E 


Entertainment Choice 


16 


. LIFETIME 


F 


Subscription Channels 


17 


FAMILY 


G 


Local library 


18 


AMC 


H 


High Defintion Services 


19 


LEARNING 


I 


Interactive 


20 


USA 


J-z 


. Open, Future use 



lllll^ 



iOtO 



^ 817991074 




■ □□ ill 



in 



i 

\D\\ 



17 

81/991074 



ed 



. ED wo 




81/991074 



PROGRAMMING SCHEDUfnexl 7 do ys 



frets <2? OnThtDo, 


You Wont to 


TODAY 


October 26, 1994 






FSATWDM 


Ock.lMrU.lff4 


tcimm*T Ori.tMrtf.lff4 


p MONDAY 


OctalMrM.1ff4 


f?TUKD» 


Od,»«r 31. Iff 4 




Wn.iMinrl.lff4 1 


M^^H^wnwOMSOgPaB 


I^^HmhrmwC-CTOt _ 


M rnu J-' Her* to tetum to CaMe TV _ 



H179910-74 




v/, 



51/991074 



Thundor. Otlober 24,1994 




t 

Current Time: 
9:45 pm 


Broadcast TV 
Menu 


Welcome! 


Categories of 
Program Menus 


press GO for any category 


Favorite Channels 


Often Watched Channels 


Popular Shows 


Children's Programs 


Murder/Mystery Programs 


Documentaries 



News and Information 



Othe] 



press Go here to return to home menu 



■miinnrjDpn nrT 



HI/991074 
f/h 



press GO on any title to watch that program 




Current Time: 
9:45 pm 



Favorite Channel 
Program Menu 



Programs i 
Progress 



Programs 
at your command 



NBC Nightly News (NBC) 
Wheel of Fortune (ABC) 

Cheers (WZZZ) 
Golden Girls (WZWZ) 



CBS Nightly News (CBS) 
MacNeil/Lehrer Report (PBS) 

Murphy Brown (WZYZ) 
In The Heat of the Night (WZXZ 



press Go here to return to home menu 



iiimnnn ui in nn lami 



■S|/991ff74 



MOOD QUESTION MENUS 

LENGTH OF PR OGRAM DESIRED 

30 minutes or less 
30 to 60 minutes 
60 minutes or more 



Short 



Medium 



Long 



51 i 



Type of Program Desired 



Thoughtful 



Light 



51] 



Do vou wish an active or passive 

program? 



fib 

51k 



f/6 ■ £2- * 




-9& 



117991074 




1117991074 




t 



11/991074 



INTERACTIVE PROGRAMMING VENTURES 




117991074 



INTERACTIVE PROGRAMMING VENTURES ™ 




131? 



BT7991074 



INTERACTIVE PROGRAMMING VENTURES 




fg) | INTERACTIVE SERVICES 

L«~: — >-JT ^j- On Any Title For l*ore lirformolion 







fAMBSCAOHWE 


GAMES 1 


f»*RESS --9- ^ 


«IAS 1 


AIRLINE RESERVATIONS 


ASSOCWH) PRESS | 


^OIRKSSMMONS 


UiYHlOWMGES i 




CABtffMMML 1 



HI/991074 




117991074 




H79910M 



Trnrrsdcy. October 26. 1994 8fX P 



1 AIRLINE INFORMATION 
AND RESERVATIONS(continued) 



Here ore your oirline flight options for o morning oeportvre 
from Phocnii to Dulles. 

Press .g; on Any Flight to Check Avoilabilrrr ond Fore 



BI74SMI *:4tm WHO 




134* 



117991074 




^ 43h 

W 01/991074 





You hove selected SEATS: 23A. 23 B 
DELTA FLIGHT #49 from Phoenii to Wash. Dulles 
Dole: 11/23/9* Departs 8:00AM ond arrives 3:07PM 



Total $590.00 Total SB3B.O0 

Press ©Here to Select ONEWA Y j or jOOWtUP' 
TO CONFIIM YOU* RESEIVATION. 

- Press 'g» Here to Chorpe to Ypyr Credit Cord '_ 



f 

/Sty 



IJ799MTW 



Preu i3? on 
Credit Cord You 
Wont to Uie: 



AIRLINE INFORMATION 
AND RESERVATIONS(continued) 
CREDIT CARD CHARGE 

g *«e urt :S5»O0O MtafS0«»4f " 
gbm«tor- AoBniitoOdks Dote: 11/15/94 
gOoporb: tMAM Afriw. 3.-07m Pernor 

Karl - FHSSl 

Enter Your CredH Cord Number: 

2 1 7 7 7 3 5 Hflmtl 
enter feroircrtion Dote leumple MUMH ) 
Morrrh: HI | V.or i l' l 



AIRLINE INFORMATION 
AND RESERVATIONS 

jt-Your fioht hos been booted, sects reserved, 
d four credit cord hos been charged. 
~ m#K03574661 



_hess (25 Here to *kj« your Wirt m» W to jreu 



MB^OrrfcyyourncdftH^otion 

feu con reehedi your 



• # 




# • 



ft*. & d 



Thundoy.Ortobei26.1994 8:09 PM 




111/991074 




HI.***- 

Hl/9910'74 




OI/991074 



HIT MOVIES from 



HOME A10NE 3 JPG} DAYBEAST (R) 

FIRESTORM (R) TERMINATOR 4 (R) 

YOU AND ME (R) DETECTIVE SMITH (PG) 

WILD THING (R) FOUR SCORE (PG) 

ALIENS 4 [Rj SEA WORLD (PG) 



fie. . 

flT/991074 




Prttl <3? On Any Title For More 



HOME A10NE 3 (PG) 






[TEIWNATOI4{i)^ 


|fou andme^iq ^ \ 


Active ywTHtfG) 


JpLD THING (1)? V" 


iTOUtSCOtEfPG) 




SEAWbtLDlfG] ■ 



9 11/991074 




TERMINATOR 4 (R) 



Ner- Sttn Tcnc E 00 Pv. 



Arnold Schwarzenegger 
returns ogoin in (his 
sci-fi odlon th/iller 
setinthepresem, 2025 ortd 
m the for future -90 10 AD. 

CorokoT},^^ fcleass 1994 Fre » Hex t 0 OJDE? 



Here to feturr. ro Coble TV 



111/991074 



11/991074 





HT/991074 



fie -ft I 



TRANSPONDER 16 

8:1 Compression 
Promo Delivery 
48To)ol 



IT '"W 




1 ENTERTAINMENT CHOICE 

J This »etk t «pi$od«s ef the best o n TV 
*e»s <2? On Any Title for More Mormotion 



MURPHY BROWN 



from CBS 



ftOSEANNE 


from FOX 
from ABC 


[SEINFELD 


from NBC 


HARRY SANDERS 


from HBO 



Thunder. Otlober K. 1994 




THE LARRY SANDERS SHOW 




if/991074 




freis® On Any Title F or More Informclior 
BEAUTY AND THE BEAST from Disney 

^IHE<^BOXt^UCfeo^.Sca OT T 1 



U799MTW 



SPORTS EVENTS 
THIS WEEK On Menu B 



Press © On An, Trtle For More Informed-! 



TODAY: Chorions 400 


■MON. WWFWiedfeiQ 


fttHoudonOpenlemfifffc 


Tl* CcfcyoteGrrofa ! 


!SAI: Cc^FootoS/lcnig 


WH); SkrtmOokf* i 


SUNNR/GoH 


EVENTS THBMOKIH j 




Thunder. Odober 76. 19W 



TENNIS FINALS: HOUSTON OPEN 

Uyms Fndoy renins ot 6:00 CT on M*nu B LIVE! 




COLLEGE FOOTBALL / BOXING 

Soturdoy oction on Menu 8 

frill Or. An, Tit« fc My* InVrace- 



COOfGf 
F007W1 





UOpr 








CA-utenW MOpr. 


g*fc>«Nc*tDm 


























BHDTV 



Press® on the HDTV chorine) you war* to «* 
Discovery's WMXWONMWQ^lOr : 



BHOWTWEmHiflTiDefmffion 1 
PtHwHPIVseladio« : ^ 1 



/Z3Z. 



0 p/<9- £<?C 




57/9910? ' 



Current Time: Main Menu 
10:15 pm p Welcome! 

Specialty Channels 

available for economical monthly subscription prices, like magazines ■, 



Press GO on any channel for more info 





People 


Natural World 


Discovery Aviation 


Beauty 


Science 


Discovery Travel 


Wheels 


Computer 


Gourmet 


Home 


Heritage 


Fitnet 


Politico 


Atlas 


^ press GO here for regular TV ■ J 



I 1 on 

,0^ 



0^ 



87/991074 



| oOCf- 



$1.10 per month 



The Sdence Fiction 
Channel 



ncenaion You pay just 
annel $1 3.00 per year 

24 hours a day of great TV 
enjoyment for the science 
fiction buff. From cult 
classics to new originals, this 
channel is out of this world. 



Press ORDER button here to order I 



Press GO here for main menu F 
Press GO here for regular TV 



17799107 



^jmm Ess 



Thank you for subscribing! 
You are joining the channel in progress. 



You are a current subscriber. 

Thank You! 
. . .joining now in progress 



/If 6 



MAGAZINE CHANNELS 

monthly svrtrtcriptio: 



fresi ig; On Any Trtlt For More Information 



SCI-FICTION 






Aviation 


IEAUTT 


SCIENCE 


|imvel 


WHEELS 


coMPum 




HOME 


HEIIUGE 


Ihtnet 


OUTDOOI 


ATIAS 



/ 0S0 



\J&H?\ THANK YOU FOR SUBSCRIBING! I 

IF 1 You ore joining the Channel in progress. I 
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—7 



Current Time: 
9:45 pm 



Main Menu 



Welcome! 



Hit Movies 

at your command 

press GO on any tide for more info 
Home Alone 3 (PG) | Daybeast(R) 
Firestorm (R) ^^j^^^^^SB 

You and Me (R) Detective Smith (PG) 
Wild Thing (R) | Four Score (PG) 
press GO here for regularTV 



I Oil 



7 

mo 



7^ 



• 177991074 



Salufdoy,iDocombof2B£98)f 



BASIC SERVICE 

CHANNELS 2-1? . 




1 



ECONOMY PACKAGE 



CHANNELS 24-34 




Highlights this month 



When you order you 
con immediolely enjoy 
channels 24-34. These 
popular satellite channels 
will extend your 
viewing choice. 

Avoilobletoyoufor 
only S7.00 per month. 



m m 



lieu 
81/991074 
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Current Time: 



Terminator 
4 



Next Start Time 
10:00 pm 



|g|y . , Arnold Schwarzenegger 

'^J |/ . returns again in this science 
% . fiction action thriller set in 

,-- ^ the present, 2025, and in 

$1.95 running time 2:34 thefarfatre— 9010A.D. 
from Carolco 2/15/94 theatrical release 



Press ORDER button here to order 



Press GO here to return to HIT MOVIE menu 
press GO here to return to regular TV 



■ □□ III 




Current Time 
: 9:47pm 



Terminator Next Start Time: 

4 10:00 pm 



Thank you for your Hit Movie Order. 
We'll return you here at 10:00 pm. 



press GO here to return to regular TV 



press GO here to join in progress 



\(9\[ 



• D?/991074 



Its time for your movie 
Terminator 4 starts in :58 seconds 



f (03 



Remember, you can press ESCAPE 
"during first 5 min. to exit without charge A 



□□ mm" 



-1(05 




//3« 



TERMINATOR 4 (R) 



Your occount hos olreody been chorged for 
this selection so please enjoy until the menu 
changes on 03/01/94. You can join the 
selection in progress at any of the following 
times. 

Just press (§*) 




Current Time: 
8:43 pm 



rime: MainMenu 

Movie Library 

consult guide or scroll thru the list 
press GO on any title for more info 



Welcome! 




■ □□ ■■■■■ 



$1.25 to order 



Sleeping With 

rp, r Title No: 1653 

The Enemy 

W« Julia Roberts stars in this 
|*« 1990 thriller about a young 
3 s " woman who escapes a 
/ psychotic husband. 
He finds her. Watch out! 



Next start time 2/12/94 1:30 am 



Press ORDER button here to order 



Press GO here to return to B menu 
press GO here to return to regular TV 



t 



\Ht> 



H 077991W 5 



Thank you for ordering 
from our movie library 

We will automatically turn on your VCR 
on the air date at 2/12/94 1:30 am 
Running time for your selection 2:12 
.Make sure you have a rewound tape in your VOL 
Enjoy! 

Press GO here for main menu B 



Press GO here for regular TV 



IIIIIIDDD □□□ □□ ■■■■■ 



J 



DOCUMENTARY/NEWS 



Press v2? On Ar>> Trtie Fo: More Info'mfftion 
DISCOVEIYCHANNEl CHOICE | OS NEWS TODAY | 


lEAMING CHANNEL CHOICE 


CtSUnAIY ] 


■TtAVEl DESTINATIONS 


AK NEWS TODAY J 


/IWE-llFE CHOKE 


ABCUKAIY | 


PK CHOKE 


NKUHAfT j 


jPtS CHOKE 


B0EPENDENTS CHOICE | 



TO 



w/yyi074 



^jg 1 1 1 1 i i r===i 



Current Time: 
7:45 pm 



Main Menu 



Discovery 

VIDEO SELECT SERVICES 



documentaries 
information 
videos 
how to 
news specials 



Learning Channel Choice 
Travel Destinations 
Time-Life Choice 
BBC Choice 
PBS Choice 



el Choice CBS Library 

ations ABC News Today 

hoice ABC Library 

ice NBC Library 

\ce Independents Choice 

press GO here for regular TV 
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mmk DISCOVERY CHANNEL 
E3 CHOICE 

~ ftesi -S? On Any Ttlle \v W.O't Informotioi 

REDISCOVERING AMERICA 

■ WAR OTPS - «» tatd Bgtom 

■ : CHEETAH OH THE RUN 



IN THE COMPANY OF WHALES 



; OPERATION OVERiORD 




f/991074 
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Current Time: DisCOVery 1 ^ 

mpm : Channel a S 
Choice 

Press GO on any item for more info 
REDISCOVERING AMERICA 



Thank you for 
taking a look 
at our offerings. 
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Current Time: vvar Next Start Time: 

7:47 pm ; Birds 8:00 pm 

^ Stiuining footage compiled 

v *'* " % from Discovery's most 

popular series: Wings. 
^ Contains 3 Gulf War 
jI dogfights and carrier 

landing crash footage. 

A must see for aviation enthusiasts. Price $.49 



I Press ORDER button here to order I 



Press GO here to return to main menu D 
press GO here to return to regular TV 
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Your SelecliOf Ston K\ 9.30 Fv 

WAR BIRDS 



THANK YOU 

for ordering from the 
Discovery Channel 
Choice Library. 
We will return here 
automatically 60 seconds 
prior to start time. 






r QurentTime: Next Start Time: ^ 

™v™ Thank You m * m 
for ordering from the 
Discovery Channels choice library 

Your selection starts in 12 min. 59 sec. 
We will return here automatically 60 sec prior to start time. 
Call 1-800-255-8000 for free Discovery Catalog 

Press GO here to join in progress I 




07/991074 
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MONTHLY ACCOUNT REVIEW 

uforDttob 
JtfNU A $18.30 




/ - 
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Current Time: 
9:30 pm 
3/25/94 



Monthly 
Account Review 



press GO on menus 
for details /press ESCAPE 
for regular TV 



Your Choice TV™ 

This month's orders to date from: 



MenuB 
MenuC 
MenuD 
MenuE 
MenuF 
McnuG 
MenuH 
Total 



Mr. James Smith 
114 Green Street 
San Diego, CA 



□□ linn 



MONTHLY ACCOUNT REVIEW 

M f u i HIT MOVIES 

03-01-94 FburScore 2.25 

03-04-94 Home Alone 2.25 

03-09-94 You and Me 2.25 

03-12-94 Terminator 4 2.25 

03-13-94 Godfather 5 (premiere) 7.50 

03-15-94 Detective Smith -20% 1.80 

Total 18.30 
note: menu A changes on 4/1/94 

your zoo/o press GO here for ACCOUNT REVIEW 

discount now ______________^_^_____„__ 



16,16 



INTERACTIVE PROGRAMMING VENTURES im 



mm 
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INTERACTIVE PROGRAMMING VENTURES v 




Thursdoy, October 26, 1994 8:02 PM 



INTERACTIVE SERVICES 

Press (3s> On Any Title For More Informolion 



TENNIS FINALSrHOUSTON OPEN 

Begins Friday evening ot 6:00 ET on Menu 6 




Check out Menu B this Fridoy 
evening for both the men's 
and women's finals in Houston. 
Women's finol ol 6:00PM ET ond 
Men's final immediately following. 
This event is live. Agassi, Becker, 
Seles and Graf won today. 



HI/991074 



Saturday action on Menu B 

COLLEGE FOOTBALL / BOXING 

P'eti <3S> On Any Title For More Inlormotiop 

COUfGE 

FOOT8ALL 
(all limes ET) J 




WVR BIRDS 



THANK YOU 

for ordering from the 
Discovery Channel 
Choice Library. 
We will return here 
automatically 60 seconds 
prior to start time. 




The contents of this tape or disc 
contains confidential copyrighted 
materials for the exclusive viewing 
of the senior management and 

the board of directors of 
Discovery Communications, Inc. 



76 



10/22/92 
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HBO SCHEDULE 
®X*PRESS descn 




/=/&. 73 



11/991074 



Thursday. February 26. 199J 10:05 ?!A 



MONTHLY ACCOUNT REVIEW 
Menu A- HIT MOVIES 



f/b- . O / 

51/991074 




freu<3»>AbweferChonnek Preo<g»flelowforMemg Press<3s)on ■ for inWpncm 



/V<S- (,i> 
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AL^rnisroi^cHAjms 

Press ®on any premium 
channel number on the 
., CHANNELS & MENUS scree 
If tor information and prices. 

Yoti can then immediately 
enipyanyofthe premium 
or A la carte services. 




ECONOMY PACKAGE 

CHANNELS 24-34 




When you order you 
con immediately enioy 
channels 24-34. These 
popular satellite channels 
will extend your 
viewing choice. 

Available to you for 
only $7.00 per month. 



F/6 ■ iJ- 
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Thursday, October 26. 1994 



PROGRAMMING SCHEDULE next7days 
SX*PRES8 



63X*PRESS 

V _ I o TV Guide/ liberty xrvicn 

Press <3S> On Any Mem for Show Schedules 

NETWORK SCHE DULES next 7 days 




Note: Press ESGUSS3S1 bvtton on any show listed and we 
will automatically set your VCR to tope i*. 



Thursday, Februory 76, 1994 9:37 PM 




Now Showing: MEXICAN COOKING WITH DIANA KENNEDY 



Thursday, October 26, 1994 



Next Start Time 8:04 PM 

THE LARRY SANDERS SHOW 

Starring GaryShandling. In this week's 
episode, Larry's interview guest is 
Ross Perot who becomes offended by 
Lorry's personal questions. Perot 
bunches an investigation of Larry's 
past. Great fun from HBO. Enjoy 
until the menu changes on 1 J/2/94. 




Press <3s> Here to ORDER 
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WAR BIRDS 




xt Start Time 930 PM 



Stunning footage compiled 
from Discovery's most 
popular series: Wings. 
Contains three Golf War 
aogfights and carrier 
landing crash footage. 

Press <3!> Here fo ORDER 




D7^9io74 




DOCUMENTARY/NEWS 



COLLEGE FOOTBALL 

Soturdoy ot 1 :00 PM on Menu B 

LSU (4-0-1) ploys ot Auburn 
(3-1-0) in this exciting SEC 
battle this Saturday. 
Southeast Reg. Sports Network 
is telecasting this event in 
6 states. If you can't see this 
game, just select Menu B 
this Saturday ot 1:00 PM. 
Enjoy the game! 




Press (3? Here to Return to Menu B 



Thursdoy. October 26, 19-94 



Press <3»> On Any Title For More Informotion 

NFL HIGHLIGHTS this week | 




HIT MOVIESfrom 

Press Cn Any Title For More Information 

HOME ALONE 3 (PG) DAYBEAST (R) 

FIRESTORM (R) TERMINATOR 4 (R) 

YOU AND ME (R) • DETECTIVE SMITH (PG) 

WILD THING (R) FOUR SCORE (PG) 

ALIENS 4 (R) SEA WORLD (PG) 



/ Tf?99!<j74 
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INTERACTIVE PROGRAMMING VENTURES th 




01/9910*74 
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7:44 PM 



INTERACTIVE PROGRAMMING VENTURES tm 




INTERACTIVE PROGRAMMING VENTURES 




Press (g£ Here to Resume Show Without Interoctivilyl 



INTERACTIVE PROGRAMMING VENTURES tm 




TERMINATOR 4 i 



Next Siprt Time 8:00 PM 



Arnold Schworeenegger 
returns agoin in this 
sci-fi action thriller 
set in the present, 2025 ond 
m the far future - 9010 AD. 



S195 R,nnincTime.2:34 
<-orolco TheclWcol Release-1994 , fess Here-to ORDER 



Ncxl Start Time 8:00 PM 



TERMINATOR 4 (R) 




Arnold Schwarzenegger 
returns again in this 
sa-fi action thriller 
set in the present, 2025 and 
in the far future - 9010 AD. 



I Press <3s> Here lo ORDER 
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g'9-tal Mu sic tJ«r mA J* 



Thursday, October 26,1994 




Press i«I?> on 
Credit Card You 
Wan! to Use: 



Enter Your Credit Card Number: 
Enter Expiration Dote (ex 



• fflfl ^or: |flfl 
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jNjggACTIVE PROGRAMMING VEIMTIIPFQ... 




HDTV 

High Definition Television 



Press <3s> on the HDTV channel you wont to view. 

Discovery's WINDOW ONJHE WORLD VC3N 



HDTV 

High Definition Television 



